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Appendix  I — ^Threshold  Limit  Values  for  1963. 

Authobity;  The  provisions  of  this  Part 
1501,  issued  under  sec.  41,  44  Stat.  1444; 
sec.  1,  72  Stat.  835;  33  U.S.C.  941. 

Subpart  A — General  Provisions 

§  1501.1  Purpose,  scope  and  responsi¬ 
bility. 

(a)  The  Longshoremen’s  and  Harbor 
Workers’  Compensation  Act  (44  Stat. 
1424;  33  U.S.C.  901  et  seq.)  provides 
compensation  for  injuries  suffered  by 
employees  when  they  are  working  for 
private  employers  witiiin  the  Federal 
maritime  jurisdiction  on  the  navigable 
waters  of  the  United  States,  including 
drydocks.  Public  Law  85-742,  72  Stat. 
835,  approved  August  23,  1958,  which 
amends  section  41  of  the  Longshoremen’s 
and  Harbor  Workers’  Compensation  Act, 
as  amended  (44  Stat.  1444;  33  U.S.C.  941) 
requires,  among  other  things,  that  every 
employer  of  the  aforementioned  em¬ 
ployees  “shall  install,  furnish,  maintain, 
and  use^uch  devices  and  safeguards  with 
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particular  reference  to  equipment  used 
by  and  working  conditions  established 
by  such  employers  as  the  Secretary  may 
determine  by  regulation  or  order  to  be 
reasonably  necessary  to  protect  the  life, 
health,  and  safety  of  such  employees, 
and  to  render  safe  such  employment  and 
places  of  employment,  and  to  prevent  in¬ 
jury  to  his  employees.”  It  is  the  purpose 
of  the  regulations  of  this  part  to  carry 
out  the  intent  of  Public  Law  85-742. 

(b)  Pursuant  to  Public  Law  85-742 
the  regulations  of  this  part  do  not  make 
determinations  with  respect  to  matters 
under  the  control  of  the  United  States 
Coast  Guard  within  the  scope  of  Title 
52  of  the  Revised  Statutes  and  Acts  sup¬ 
plementary  or  amendatory  thereto  (46 
U.S.C.  1-1388,  passim) ,  including,  but  not 
restricted  to,  the  master,  ship’s  ofBcers, 
crew  members,  design,  construction,  and 
maintenance  of  the  vessel,  its  gear  and 
equipment;  to  matters  within  the  regu¬ 
latory  authority  of  the  United  States 
Coast  Guard  to  safeguard  vessels,  har¬ 
bors,  ports,  and  waterfront  facilities 
under  the  provisions  of  the  Espionage 
Act  of  June  15,  1917,  as  amended  (40 
Stat.  220;  50  U.S.C.  191  et  seq.;  22  U.S.C. 
401  et  seq.) ;  including  the  provisions  of 
Executive  Order  10173,  as  amended  by 
Executive  Orders  10277  and  10352  (3 
CFR  1949-1953  Comp.,  pp.  356,  778,  and 
873) ;  or  to  matters  within  the  regula¬ 
tory  authority  of  the  United  States  Coast 
Guard  with  respect  to  lights,  warning 
devices,  safety  equipment  and  other  mat¬ 
ters  relating  to  the  promotion  of  safety 
of  lives  and  property  imder  section  4(e) 
of  the  Outer  Continental  Shelf  Lands 
Act  of  August  7,  1953  (67  Stat.  462;  43 
U.S.C.  1333). 

(c)  The  responsibility  for  compliance 
with  the  regulations  of  this  part  is 
placed  upon  “employers”  as  defined  in 
§  1501.2(0. 

(d)  It  is  not  the  intent  of  the  regula¬ 
tions  of  this  part  to  place  additional  re¬ 
sponsibilities  or  duties  on  owners,  op¬ 
erators,  agents  or  masters  of  vessels 
unless  such  persons  are  acting  as  em¬ 
ployers,  nor  is  it  the  intent  of  these 
regulations  to  relieve  such  owners,  op¬ 
erators,  agents  or  masters  of  vessels  from 
responsibilities  or  duties  now  placed  upon 
them  by  law,  regulation  or  custom. 

(e)  The  responsibilities  placed  upon 
the  competent  person  herein  shall  be 
deemed  to  be  the  responsibilities  of  the 
employer. 

§  1501.2  Definitions. 

(a)  The  term  “shall”  indicates  pro¬ 
visions  which  are  mandatory. 

(b)  The  term  “Secretary”  means  the 
Secretary  of  Labor. 

(c)  The  term  “employer”  means  an 
employer  any  of  whose  employees  are 
employed,  in  whole  or.  in  part,  in  ship 
repair  or  related  empl03rments  as  defined 
in  this  section  on  the  navigable  waters 
of  the  United  States,  including  dry  docks, 
graving  docks  and  marine  railways. 

(d)  The  term  “employee”  means  any 
ship  repairman  or  other  person  engaged 
in  ship  repair  or  related  emplosunents  on 
the  navigable  waters  of  the  United 
States,  including  dry  docks,  graving 
docks  and  marine  railways,  other  than 
the  master,  ship’s  officers,  crew  of  the 
vessel,  or  any  person  engaged  by  the 


Chapter  XIII — Bureau  of  Labor  Stand¬ 
ards,  Department  of  Labor 

PART  1501— SAFETY  AND  HEALTH 
REGULATIONS  FOR  SHIP  REPAIRING 

On  August  23,  1963,  a  proposal  ta 
amend  the  safety  and  health  regulations 
for  ship  repairing  imder  section  41  of  the 
Longshoremen’s  and  Harbor  Workers’ 
Compensation  Act  (33  U.S.C.  941)  was 
published  in  the  Federal  Register  (28 
F.R.  9291 ) .  Interested  persons  were  pro¬ 
vided  opportunities  to  submit  data,  views, 
and  argument  both  orally  and  in  writing 
in  regard  to  the  proposals.  After  con¬ 
sideration  of  all  relevant  matter  pre¬ 
sented,  I  have  decided  to  and  do  hereby 
revise  29  CFR  Part  1501  to  read  as  set 
forth  below. 

The  revised  regulations  shall  become 
effective  on  April  26,  1964.  More¬ 
over,  all  variations  (26  FH.  9326,  10643 
and  11256)  granted  in  accordance  with 
the  previous  regulations  are  terminated 
on  April  26,  1964,  because  the  activ¬ 
ities  permitted  by  such  variations  are  au¬ 
thorized  by  the  new  regulations. 

Signed  at  Washington,  D.C.,  this  20th 
day  of  March  1964. 

W.  Willard  Wirtz, 

Secretary. 
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1501.12  Gleaning  and  other  cold  work. 

1501.13  Certification  before  hot  work  Is 

begun. 

1501.14  Maintaining  gas  free  conditions. 

1501.15  Warning  signs. 

Subpart  C — Surface  Preparation  and  Preservation 

1501.21  Toxic  cleaning  solvents. 

1501.22  Chemical  paint  and  preservative 

removers. 

1501.23  Mechanical  paint  removers. 

1501.24  Painting. 

1501.25  Flammable  liquids. 

Subpart  D — Welding,  Cutting  and  Heating 

1501.31  Ventilation  and  protection  In 

welding,  cutting,  and  heating. 

1501.32  Fire  prevention. 

1501.83  Welding,  cutting,  and  heating  In 
way  of  preservative  coatings. 

1501.34  Welding,  cutting,  and  heating  of 

hollow  metal  containers  and 
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1501.35  Gas  welding  and  cutting. 

1501.36  Arc  welding  and  cutting. 

1501.37  Uses  of  fissionable  material  In  ship 

repair. 

Subpart  E — Scaffolds,  Ladders,  and  Other 
Working  Surfaces 

1501 .41  Scaffolds  or  staging. 

1501.42  Ladders. 
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master  to  repair  any  vessel  under  18  net 
tons. 

(e)  The  term  “gangway”  means  any 
ramp-like  or  stair-like  means  of  acpess 
provided  to  enable  personnel  to  board  or 
leave  a  vessel  including  accommodation 
ladders,  gangplanks  and  brows. 

(f)  The  term  “vessel”  includes  every 
description  of  watercraft  or  other  arti¬ 
ficial  contrivance  used,*  or  capable  of 
being  used,  as  a  means  of  transportation 
on  water,  including  special  purpose  float¬ 
ing  structures  not  primarily  designed  for 
or  used  as  a  means  of  transportation  on 
water. 

(g)  For  purptS^s  of  §  1501.44,  the  term 
“barge”  means  an  ujnpowered,  flat  bot¬ 
tom,  shallow  draft  vessel  including 
scows,  carfloats  and  lighters.  For  pur¬ 
poses  of  this  section,  the  term  does  not 
include  ship  shaped  or  deep  draft  barges. 

(h)  For  purposes  of  §  1501.44,  the  term 
“river  tow  boat”  means  a  shallow  draft, 
low  free  board,  self-propelled  vessel 
designed  to  tow  river  barges  by  pushing 
ahead.  For  purposes  of  this  section,  the 
term  does  not  include  other  towing  ves¬ 


sels. 

(1)  The  term  “ship  repair”  means  any 
repair  of  a  vessel  including,  but  not  re¬ 
stricted  to,  alterations,  conversions,  in¬ 
stallations,  cleaning,  painting,  and  main¬ 
tenance  work, 

(j)  The  term  “related  employments” 
means  any  emplosrments  performed  as 
an  incident  to  or  in  conjunction  with  ship 
repair  work,  including,  but  not  restricted 
to,  inspection,  testing  and  employment 
as  a  watchman. 

(k)  The  term  “hazardous  substance” 
means  a  substance  which  by  reason  of 
being  explosive,  flammable,  poisonous, 
corrosive,  oxidizing,  irritant,  or  other¬ 
wise  harmful  is  likely  to  cause  injury. 

(l)  The  term  “competent  person”  for 
purposes  of  this  part  means  a  person 
who  is  capable  of  recognizing  and  evalu¬ 
ating  employee  exposme  to  hazardous 
substances  or^to  other  unsafe  conditions 
and  is  capable  of  specifying  the  neces¬ 
sary  protection  and  precautions  to  be 
taken  to  ensure  the  ssifety  of  employees 
as  required  by  the  particular  regulation 
under  the  condition  to  which  it  applies. 
For  the  purposes  of  Subparts  B,  C,  and 
D,  of  this  part  except  for  §§  1501.11(a) 
(l)(iv)  and  1501.24(b)(8),  to  which  the 
above  definition  applies,  the  competent 
person  must  also  meet  the  additional 
requirements  of  §  1501.10. 

(m)  The  term  “confined  space”  means 
a  compartment  of  small  size  and  limited 
access  such  as  a  double  bottom  tank, 
cofferdam,  or  other  space  which  by  its 
small  size  and  confined  nature  can 
readily  create  or  aggravate  a  hazardous 
exposure. 

(n)  The  term  “enclosed  space”  means 
any  space,  other  than  a  confined  space, 
which  is  enclosed  by  bulkheads  and 
overhead.  It  includes  cargo  holds,  tanks, 
quarters,  and  machinery  and  boiler 
spaces. 

(o)  TTie  term  “hot-work”  means 
riveting,  welding,  burning  or  other  fire 
or  spark  producing  operations. 

(P)  The  term  “cold-work”  means  any 
^ork  which  does  not  involve  riveting. 
Welding,  burning  or  other  fire  or  spark 
producing  operations. 


(q)  The  term  “portable  unflred  pres¬ 
sure  vessel”  means  any  pressure  con¬ 
tainer  or  vessel  used  aboard  ship,  other 
than  the  ship’s  equipment,  containing 
liquids  or  gases  under  pressure,  except¬ 
ing  pressure  vessels  built  to  ICC  regu¬ 
lations  under  49  CFR  Part  78,  Subparts 
C  and  H. 

(r)  The  term  “powder  actuated  fas¬ 
tening  tool”  means  a  tool  or  machine 
which  drives  a  stud,  pin,  or  fastener  by 
means  of  an  explosive  charge. 

§  1501.3  Penalty. 

(a)  As  provided  in  Public  Law  85-742, 
any  employer  who,  willfully,  violates  or 
fails  or  refuses  to  comply  with  the  pro¬ 
visions  of  the  regulations  of  this  part 
and  any  employer  or  other  person  who 
willfully  interferes  with,  hinders,  or  de¬ 
lays  the  Secretary  or  his  -authorized 
representative  in  carrsdng  out  his  duties 
under  subsection  (c)  of  section  41  of  the 
Act  by  refusing  to  admit  the  Secretary 
or  his  authorized  representative  to  any 

'  place,  or  to  permit  the  inspection  oir ex¬ 
amination  of  any  emplosmient  or  place 
of  emplosrment,  or  who  willfully  hinders 
or  delays  the  Secretary  or  his  authorized 
representative  in  the  performance  of  his 
duties  in  the  enforcement  of  the  regula¬ 
tions  of  this  part,  shall  be  guilty  of  an 
offense,  and,  upon  conviction  thereof, 
shall  be  punished  for  each  offense  ,by  a 
fine  of  not  less  than  $100  nor  more  than 
$3,000;  and  in  any  case  where  such  em¬ 
ployer  is  a  corporation,  the  officer  who 
willfully  permits  any  such  violation  to 
occur  shall  be  guilty  of  an  offense,  and, 
upon  conviction  thereof,  shall  be  pun¬ 
ished  also  for  each  offense  by  a  fine  of 
not  less  than  $100  nor  more  than  $3,000. 

(b)  The  liability  imder  this  provision 
of  Public  Law  85-742  shall  not  affect  any 
other  liability  of  the  employer  imder  the 
Longshoremen’s  and  Harbor  Workers’ 
Compensation  Act. 

§  1501.4  Variation  from  the  regulations 
of  this  part. 

As  provided  in  Public  Law  85-742, 
in  case  of  practical  difficulties  or  unnec¬ 
essary  hardships,  the  Secretary  in  his 
discretion  may  grant  variations  from  the 
regulations  of  this  part  or  particular  pro¬ 
visions  thereof,  and  permit  the  use  of 
other  or  different  devices  if  he  finds  that 
the  purpose  of  the  regulation  will  be  ob¬ 
served  by  the  variation  and  the  safety 
of  employees  will  be  equally  secured 
thereby.  Any  person  affected  by  such 
regulations  or  his  agent,  may  request  the 
Secretary  to  grant  such  variation,  stating 
in  writing  the  grounds  on  which  his  re¬ 
quest  is  based.  Any  authorization  by  the 
Secretary  of  a  variation  shall  be  in  writ¬ 
ing,  shall  describe  the  conditions  under 
which  the  variation  shall  be  permitted, 
and  shall  be  published  as  provided  in 
section  3  of  the  Administrative  Procedure 
Act  (ch.  324,  60  Stat.  237) ,  as  amended. 
A  properly  indexed  record  of  all  varia¬ 
tions  shall  be  kept  in  the  Office  of  the 
Secretary  and  be  open  to  public 
inspection. 

§  1501.5  Reference  specifications,  stand¬ 
ards,  and  codes. 

(a)  Specifications,  standards,  and 
codes  of  agencies  of  the  United  States 
Government,  to  the  extent  specified  in 


the  text,  form  a  part  of  the  regulations 
of  this  part.  In  addition,  under  the  au¬ 
thority  vested  in  the  Secretary  under 
the  Act,  the  specifications,  standards, 
and  codes  of  organizations  which  are  not 
agencies  of  the  United  States  Govern¬ 
ment,  in  effect  on  the  date  of  the  pro¬ 
mulgation  of  the  regulations  of  this  part 
as  listed  below,  to  the  extent  specified  in 
the  text,  form  a  part  of  the  regulations 
of  this  part: 

National  Fire  Protection  Association,  60  Bat- 
terymarch  Street,  Boston  10,  Mass.,  Sub¬ 
part  B,  §  1501.13(a). 

Underwriters*  Laboratories,  Inc.,  207  East 
Ohio  Street,  Chicago,  Ill.,  Subpart  B, 

§  1501.12(b)  and  Subpart  C,  §  1501.24 
(b)(7). 

American  Standard  Safety  Code  for  Portable 
Wood  Ladders,  A14.1-1959,  American 
Standards  Association,  Inc.,  10  East  40th 
Street,  New  York  16,  N.Y.,  Subpart  E, 

§  1501.42(a)(6). 

American  Standard  Safety  Code  for  Portable 
Metal  Ladders,  A14.2-1956,  American 
Standards  Association,  Inc.,  10  East  40th 
Street,  New  York  16,  N.Y.,  Subpart  E, 

!  1501.42(a)  (4). 

American  Standard  Safety  Code  for  Head, 
Eye  and  Respiratory  Protection,  Z2.1-1959, 
American  Standards  Association,  Inc.,  10 
East  40th  Street,  New  York  16,  N.Y.,  Sub¬ 
part  I,  §§  1501.81(a)  (1),  1501.83(b). 
American  Society  of  Mechanical  Engineers 
Boiler  and  Pressure  Vessel  Code.  Section 
VIU,  Rules  for  Construction  of  Unflred 
Pressure  Vessels,  1963,  American  Society  of 
Mechanical  Engineers.  29  West  39th  Street, 
New  York  18,  N.Y.,  Subpart  K,  §  1501.101 
(a). 

§  1501.6  Notification  of  accidents  re¬ 
sulting  in  fatalities  or  serious  in¬ 
juries. 

Within  48  hours  after  the  occur¬ 
rence  of  an  accident  causing  Uie  death 
of  an  employee  or  resulting  in  an  em¬ 
ployee’s  admission  to  a  hospital  as  a  bed 
patient,  the  employer  shall  file  a  copy 
of  Bureau  of  Employees’  Compensation 
Form  BEC — 202  (approved  by  Budget 
Bureau  No.  44-R  887.3)  with  the  Field 
Safety  Consultant  of  the  Bureau  of 
Labor  Standards  serving  the  area  where 
the  accident  occurred  (in  addition  to 
such  filing  as  is  required  by  20  CPR  31.3) 
unless  prior  thereto  and  as  soon  after 
the  accident  as  feasible  the  employer 
has  given  oral  or  written  notice  of  the 
accident  to  the  person  in  charge  of  such 
office  in  sufficient  detail  to  permit  the 
accident  to  be  identified  readily.  (44 
Stat.  1444;  33  UB.C.  930) 

§  1501.7  Amendment  of  the  regulations 
'of  this  part. 

The  Secretary  may  at  any  time,  upon 
his  own  motion  or  upon  written  petition 
of  any  interested  person  setting  forth 
reasonable  grounds  therefor,  and  .after 
opportunity  has  been  given  to  interested 
persons  to  present  their  views,  amend  or 
revoke  any  of  the  provisions  of  the  reg¬ 
ulations  of  this  part. 

Subpart  B — Explosive  and  Dangerous 
Atmospheres 

§  1501.10  Competent  person. 

(a)  Designation.  (1)  For  the  purposes 
of  Subparts  B,  C,  and  D  of  this  part, 
except  for  5§  1501.11(a)  (1)  (iv)  and 
1501.24(b)(8),  one  or  more  competent 
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persons  shall  be  designated  by  the  em¬ 
ployer  in  accordance  with  the  applicable 
requirements  of  this  section  unless  the  ■ 
requirements  of  Subparts  B,  C,  and  D 
of  this  part  are  always  carried  out  by  an 
N.F.P.A.  Certified  Marine  Chemist. 

(2)  The  employer  shall  indicate  on 
U.S.  Department  of  Labor  Form  MAR-8. 
‘‘Designation  of  Competent  Person” 
either  those  employees  designated  as 
competent  persons  or  that  the  prescribed 
functions  of  such  persons  are  always 
carried  out  by  an  N  J'PA.  Certified  Ida- 
rine  Chemist  in  addition  to  his  pro¬ 
fessional  duties.  When  additions  or 
changes  are  made  -in  the  personnel  so 
designated,  a  new  Form  MAR-8  shall  be 
executed.  A  copy  of  this  executed  form 
shall  be  forwarded  to  the  nearest  office 
of  the  Bureau  of  Labor  Standards. 

(b)  Criteria.  The  following  criteria 
shall  guide  the  employer  in  designating 
employees  as  competent  persons: 

(1)  Ability  to  understand  the  meaning 
of  designations  on  certificates  and  of  any 
qualifications  relating  thereto  and  to 
carry  out  any  instructions,  either  writ¬ 
ten  or  oral,  left  by  the  N.FPA..  Certified 
Marine  Chemist  or  person  authorized  by 
the  U.S.  Coast  Guard  referred  fo  in 
§  1501.13  or '  issued  by  the  person  in 
charge  of  the  fumigating  referred  to  in 
§  1501.11(a)  (l)(iv). 

(2)  Ability  to  use  and  interpret  the 
readings  of  an  oxygen  indicator  and  a 
combustible  gas  indicator.  The  ability 
to  use  and  interpret  the  readings  of  a 
carbon  monoxide  indicator  and  a  carbon 
dioxide  indicator,  if  the  operations  in¬ 
volve  such  hazardous  gases. 

(3)  Familiarity  with  and  imderstand- 
ing  of  Subparts  B,  C,  and  D  of  this  part. 

(4)  Familiarity  with  the  structure  and 
knowledge  of  the  location  and  designa¬ 
tion  of  spaces  of  the  types  of  vessels  on 
which  repair  work  is  done. 

(5)  Capability  to  perform  the  tests  and 
inspections  required  by  Subparts  B,  C 
and  D  of  this  part  and  to  write  the  re¬ 
quired  logs. 

(c)  Logging  of  inspections  and  tests. 

(1)  When  tests  and  inspections  re¬ 
quired  to  be  performed  by  a  competent 
person  by  any  provisions  of  Subparts  B, 
C,  and  D  of  this  part,  except  those  re¬ 
ferred  to  in  §§  1501.11(a)  (1)  (iv)  and 
1501.24(b)  (8) ,  are  made,  a  record  of  the 
locations,  operations  performed  and  date, 
time,  and  results  of  the  tests  and  any 
instructions  resulting  therefrom  shall 
be  recorded  on  U.S.  Department  of  Labor 
Form  MAR-9,  “Log  of  Inspections  and 
Tests  by  Competent  Person.”  A  separate 
form  shall  be  used  for  each  vessel  on 
which  tests  and  inspections  are  made. 

(2)  This  record  shall  be  available  for 
inspection  in  the  immediate  vicinity  of 
the  affected  operations  while  they  are 
in  progress.  This  record  or  copy  thereof 
shall  be  kept  on  file  for  a  period  of  at 
least  three  months  from  the  date  of  the 
completion  of  the  job. 

(3)  A  copy  of  any  certificate  issued  in 
accordance  with  §  1501.13  and  of  any  in¬ 
structions  issued  by  the  N.P.P  A..  Certified 
Marine  Chemist  shall  be  kept  on  file 
with  the  log  for  a  period  of  at  least 
three  months  from  the  date  of  the  com¬ 
pletion  of  the  job.  The  certificate  and 
instructions  issued  by  the  person  doing 
the  fumigating  referred  to  in  §  1501.11 
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(a)  (1)  (iv)  shall  also  be  kept  on  file  for 
the  same  period  of  time. 

'  (d)  Application.  The  provisions  of 
this  section  are  intended  to  apply  in  their 
entirety  to  employers  engaged  in  general 
ship  repair  work.  They  do  not  apply  to 
employers  whose  work  involves  sitwtions 
to  which  Subparts  B,  C  and  D  of  this  part 
are  not  applicable,  such  as  general  clean¬ 
ing  work  in  which  flammable  and  toxic 
atmospheres  are  not  involved.  Any  em¬ 
ployer  whose  work  involves  only  certain 
portions  of  Subparts  B.  C  and  D  of  this 
part,  such  as  work  on  small  craft  in  boat 
yards  where  only  combustible  gas  indi¬ 
cator  tests  are  necessary  for  fuel  tank 
leaks  or  when  using  flammable  paints  be¬ 
low  decks,  may  designate  persons  as  com¬ 
petent  on  the  basis  of  the  applicable  por¬ 
tion  of  the  criteria  set  forth  in  paragraph 

(b)  of  this  section. 

§  1501.11  Precautions  before  entering. 

(a)  Gassy  atmosph^es.  (1)  Before 
employees  are  initially  permitted  to  enter  v 
any  of  the  ship’s  spaces  designated  in 
subdivisions  (i)  to  (iv)  of  this  subpara¬ 
graph,  either  the  atmosphere  shall  be 
considered  to  be  immediately  dangerous 
to  life  and  the  employees  shall  be  pro¬ 
tected  with  self-contained  breathing  ap¬ 
paratus  or  hose  masks  with  blowers  in 
accordance  with  §  1501.82  (a)  and  (b)  (2) 
(i)  or  (ii),  or  the  atmosphere  shall  be 
tested  by  a  competent  person  to  deter¬ 
mine  whether  or  not  a  flammable  atmos¬ 
phere  is  present. 

(1)  Cargo  spaces  or  other  spaces  con¬ 
taining  or  having  last  contained  com¬ 
bustible  or  flammable  liquids  or  gases  in 
bulk. 

(ii)  Cargo  spaces  or  other  spaces  con¬ 
taining  or  having  last  contained  bulk 
liquid  or  gas  cargoes  of  a  poisonous,  cor¬ 
rosive,  or  irritant  nature. 

(iii)  Spaces  in  tank  vessels  immedi¬ 
ately  above  or  adjacent  to  those  de¬ 
scribed  in  subdivisions  (i)  and  (ii)  of 
this  subparagraph. 

(iv)  Spaces  that  have  been  fumigated. 

(2)  If  the  atmosphere  is  found  tp  con¬ 
tain  flammable  or  explosive  vapors  in 
concentrations  at  or  above  ten  (10)  per¬ 
cent  of  their  lower  explosive  limit,  either 
the  space  shall  be  ventilated  sufficiently 
to  bring  the  concentration  below  ten  (10) 
percent  of  the  lower  explosive  limit  and, 
when  necessary,  the  provisions  of  sub- 
paragraph  (4)  of  this  paragraph  shall  be 
applied,  or  employees  shall  be  protected 
by  self-contained  breathing  apparatus  or 
hose  masks  with  blowers  in  accordance 
with  §  1501.82  (a)  and  (b)  (2)  (i)  or  (ii) . 

(3)  Only  emergency  work  shall  be  per¬ 
formed  in  spaces  where  conditions  exist 
requiring  self-contained  breathing  ap¬ 
paratus  or  hose  masks  as  prescribed  by 
subparagraph  (2)  of  this  paragraph  and 
paragraph  (b)  (1)  of  this  section. 

(4)  If  the  atmosphere  is  found  to  con¬ 
tain  a  concentration  of  hazardous  con¬ 
taminants  below  ten  (10)  percent  of  the 
lower  explosive  limit  and  not  immediately 
dangerous  to  life,  but  above  the  thresh¬ 
old  limit  values  for  toxic  substances, 
employees  shall  be  protected  in  accord¬ 
ance  with  §  1501.62  (a)  and  (c) . 

(5)  Where  tests  indicate  that  no  flam¬ 
mable  vapors  are  present  the  competent 
person  shall  test  for  the  presence  of  suffi¬ 


cient  oxygen  as  specified  by  paragraph 
(b)  (2)  of  this  section. 

(b)  Oxygen  deficient  atmospheres. 

(1)  Before  employees  are  permitted  to 
enter  sealed  compartments,  spaces  which 
have  been  in  a  state  of  preservation,  or 
any  non-ventilated  compartments  which 
have  been  freshly  painted,  either  the 
atmosphere  shall  be  considered  to  be  im¬ 
mediately  dangerous  to  life  and  the  em¬ 
ployees  shall  be  p;rotected  in  accordance 
with  the  provisions  of  §  1501.82(a)  and 
(b)(2)  (i)  or  (ii),  or  the  atmosphere 
shall  be  tested  by  a  competent  person 
with  an  oxygen  indicator  or  other  suit¬ 
able  device  to  ensure  that  it  contains 
sufficient  oxygen  to  sustain  life. 

(2)  For  purposes  of  this  paragraph, 
an  atmosphere  containing  16.5  per  cent 
oxygen  or  capable  of  supporting  a  flame 
shall  be  considered  to  contain  sufficient 
oxygen  to  sustain  life. 

(3)  Mechanical  ventilation  which  will 
provide  at  least  one  complete  change  of 
imcontaminated  air  may  be  substituted 
in  lieu  of  either  of  the  requirements  of 
subparagraph  (1)  of  this  paragraph. 

§  1501.12  Qeaning  and  other  cold  work. 

(a)  Employees  shall  be  permitted  to 
perform  manual  cleaning  to  remove  resi¬ 
due  materials,  scale  and  debris  or  to  per¬ 
form  other  cold  work  in  spaces  described 
in  §  1501.11(a)  (1)  (i)  through  (iv)  be¬ 
fore  they  have  been  certified  as  gas  free 
only  under  the  following  conditions: 

(1)  Liquid  residues  of  flammable  and 
toxic  materials  shall  be  removed  from 
the  spaces  as  thoroughly  as  practicable 
before  employees  start  actual  cleaning 
operations  in  these  spaces.  Drippings 
and  spills  of  these  materials  on  deck  or 
elsewhere  alongside  the  vessel  shall  be 
cleaned  up  as  the  work  progresses.  Spe¬ 
cial  care  shall  be  taken  to  prevent  the 
spilling  or  the  draining  of  these  materials 
into  the  water  surrounding  the  vessel. 

(2)  Continuous  natural  or  mechanical 
ventilation  shsdl  be  provided  to  keep  the 
concentration  of  flammable  vapors  be¬ 
low  ten  (10)  percent  of  the  lower  ex¬ 
plosive  limit  in  all  parts  of  the  space, 
provided  that  if,  because  of  the  high 
volatility  of  the  residues,  a  miiform  con¬ 
centration  of  less  than  ten  (10)  percent 
of  the  lower  explosive  limit  cannot  be 
achieved,  sufficient  exhaust  ventilation 
shall  be  provided,  to  reduce  the  concen¬ 
tration  to  or  below  that  level  in  the  major 
portions  of  the  compartment. 

(3)  Tests  shall  be  made  by  a  compe¬ 
tent  person  prior  to  commencement  of 
cold  work  and  witii  sufficient  frequency 
thereafter,  in  accordance  with  tempera¬ 
ture,  volatility  of  the  residues  and  other 
existing  conditions  in  and  about  the 
spaces,  to  ensure  that  the  concentration 
stated  in  subparagraph  (2)  of  this  para¬ 
graph  is  not  exceeded. 

(4)  Cold  work  only  shall  be  permitted. 

(5)  Tests  shall  be  made  by  a  compe¬ 
tent  person  to  ensure  that  the  exhaust 
vapors  from  these  spaces  are  not  accu¬ 
mulating  in  other  areas  within  or  around 
the  vessel,  marine  railway,  dry-dock, 
graving  dock,  or  under  the  pier  where 
sources  of  ignition  may  be  present. 
Should  such  accumulations  be  found, 
any  sources  of  ignition  within  the  af¬ 
fected  area  shall  be  removed  or  ex¬ 
tinguished. 
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(b)  In  spaces  described  in  paragraph 

(a)  of  §  1501.13  only  approved  ex- 
plosionrproof ,  self-contained  battery-fed 
portable  lamps  shall  be  used.  Battery- 
fed  portable  lamps  bearing  the  approval 
of  the  Underwriters’  Laboratories  for  use 
in  Class  I,  Group  D  atmospheres,  or 
approved  as  permissible  by  the  U.S.  Bu¬ 
reau  of  Mines,  and  such  lamps  listed  by 
the  U.S.  Coast  Guard  as  approved  for 
such  use  are  deemed  to  meet  the  require¬ 
ments  of  this  paragraph. 

(c)  Signs  shall  be  posted  on  the  open 
deck  adjacent  to  the  access  to  spaces  de¬ 
scribed  in  paragraph  (a)  pf  §  1501.13 
prohibiting  smoking  and  the  use  of  open 
flames. 

(d)  Jet  t3q)e  air  moving  devices  shall 
be  electrically  bonded  to  the  vessel’s 
structure. 

§  1501.13  Certification  before  hot  work 
is  begun. 

(a)  Employees  shall  not  be  permitted 
to  engage  in  hot  work  or  the  use  of 
powder  actuated  fastening  tools  in  or 
on  the  following  spaces,  boundaries  or 
pipe  lines  until  a.  certificate  setting  forth 
that  the  hot  work  can  be  done  in  safety 
is  issued.  Such  certificate  shall  be  ac¬ 
ceptable  only  if  issued  by  a  Marine 
Chemist  certificated  by  the  National  Fire 
Protection  Association,  except  that  a 
certificate  issued  by  another  person  au¬ 
thorized  by  the  U.S.  Coast  Guard  pur¬ 
suant  to  the  provisions  of  46  CFR  35.01- 
1(c)  (1)  for  tank  vessels,  46  CFR  71.60- 
1(c)(1)  for  passenger  vessels,  and 
46  CFR  91.50-1  (c)  (1)  for  cargo  and  mis¬ 
cellaneous  vessels  is  acceptable  for  a  par¬ 
ticular  inspection: 

(1)  On  tank  vessels,  (i)  Within  or  on 
the  boundaries  of  cargo  tanks  which 
have  been  used  to  carry  combustible  or 
flammable  liquids  and  gases  in  bulk,  or 
within  spaces  adjacent  to  such  cargo 
tanks. 

(ii)  Within  or  on  the  boundaries  of 
fuel  tanks. 

(iii)  On  pipe  lines,  heating  coils, 
pumps,  fittings,  or  other  appurtenances 
connected  to  such  cargo  or  fuel  tanks. 

(2)  On  dry  cargo,  miscellaneous  and 
passenger  vessels,  (i)  Within  or  on  the 
boundaries  of  cargo  tanks  which  have 
been  used  to  carry  combustible  or  flam¬ 
mable  liquids  and  gases  in  bulk. 

(ii)  Within  spaces  adjacent  to  cargo 
tanks  which  have  been  used  to  carry 
flammable  gases,  or  liquids  with  a  fiash 
point  below  150°  F.,  except  where  the 
distance  between  such  cargo  tanks  and 
the  work  to  be  performed  is  not  less  than 
twenty-five  (25)  feet. 

(iii)  Within  or  on  the  boundaries  of 
fuel  tanks. 

(iv)  On  pipe  lines,  heating  coils, 
pumps,  fittings,  or  other  appurtenances 
connected  to  such  cargo  or  fuel  tanks. 

(b)  In  dry  cargo  holds  for  which  a 
gas  free  certificate  is  not  required  by 
paragraph  (a)  (2)  (ii)  of  this  section,  hot 
work  may  be  performed  only  aiter  a 
competent  person  has  carefully  ex- 
®juined  the  hold  and  found  it  to  be  free 
of  flammable  liquids,  gases  and  vapors. 
If  flammable  liquids,  gases  or  vapors  are 
^und,  hot  work  shall  not  be  performed 
within  the  space  until  the  flammable 
uquids,  gases  or  vapors  have  been  re¬ 


moved  and  a  test  indicates  that  the  space 
is  safe  for  fire. 

(c)  Before  hot  work  is  performed  in 
engine  room  and  boiler  room  spaces  of 
any  vessel  for  which  a  gas  free  certificate 
is  not  required  by  the  provisions  of  par¬ 
agraph  (a)  of  this  section  or  in  fuel  tank  . 
and  engine  compartments  of  boats,  the 
bilges  shall  be  inspected  and  tested  by  a 
competent  person  to  ensure  that  they  are 
free  of  fiammable  liquids,  gases  and 
vapors.  If  fiammable  liquids,  gases  or 
vapors  are  found,  hot  work  shall  not  be 
performed  within  the  space  until  the 
fiammable  liquids,  gases  or  vapors  have 
been  removed  and  a  test  indicates  that 
the  space  is  safe  for  fire.  _ 

§  1501.14  Maintaining  gas  free  condi¬ 
tions. 

The  following  rules  shall  apply  in 
maintaining  gas  free  conditions: 

(a)  Pipe  lines  which  may  convey  haz¬ 
ardous  substances  into  the  spaces  cer¬ 
tified  “Safe  For  Men — Safe  For  Fire’’ 
shall  be  disconnected  or  blanked  off,  or 
other  positive  means  shall  be  used  to 
prevent  discharge  of  hazardous  sub¬ 
stances  from  entering  the  space.  Man¬ 
holes  and  other  closures  which  were 
secured  when  tests  were  made  shall  re¬ 
main  seemed.  If  such  manholes  or  other 
closures  are  opened  or  any  manipulation 
of  valves  takes  place  which  tends  to  alter 
existing  conditions,  work  in  the  affected 
spaces  or  areas  shall  be  stopped  and 
not  resumed  until  such  time  as  the  area 
has  been  retested  and  again  certified 
“Safe  For  Men — Safe  For  Fire’’  in  ac¬ 
cordance  with  the  requirements  of 
§  1501.13(a). 

(b)  Before  hot  work  is  commenced  on 
the  weather  deck  over  spaces  which,  im- 
der  these  regulations,  are  not  required 
to  be  gas  freed  dr  inerted,  all  valves,  clo¬ 
sures  and  vents,  except  those  which  are 
vented  up  masts,  connecting  with  non¬ 
gas  free  tanks  or  compartments  below, 
shall  be  closed.  Valves,  closures  and 
vents  shall  not  be  opened  until  hot  work 
is  completed  unless  the  hot  work  is 
stoppled  and  the  work  location  posted  as 
unsafe  for  fire.  'The  latter  notice  shall 
not  be  removed  nor  hot  work  resumed 
until  the  area  is  again  made  safe. 

(c)  The  employer  shall  inform  mas¬ 
ters  and  chief  engineers  of  vessels  of  the 
provisions  of  this  section  and  shall  con¬ 
firm  that  they  are  aware  of  their  re¬ 
sponsibilities  for  seeing  that  their  crews 
understand  and  obey  all  warning  signs, 
tags,  and  the  limitations  stated  on  the 
gas  free  certificates. 

(d)  When  conditions  in  a  tank  are 
such  that  there  is  a  possibility  of  hazard¬ 
ous  vapor  being  released  from  residues 
or  other  sources  after  a  gas-free  certifi¬ 
cate  has  been  issued,  a  competent  per¬ 
son  shall  make  tests  to  ensure  that  the 
gas-free  condition  is  maintained  irre¬ 
spective  of  whether  hot  work  is  being 
performed  in  the  tank.  When  the  com¬ 
petent  person  finds  that  atmospheric 
conditions  have  altered,  work  shall  be 
stopped  and  a  new  gas-free  certificate 
in  accordance  with  the  requirements  of 
§  1501.13(a)  shall  be  obtained  before 
work  is  resumed. 

(e)  Before  hot  work  is  begun  on  any 
metal  covered  with  preservative  coatings 


the  requirements  of  §  1501.33  shall  be 
met. 

§  1501.15  Warning  signs. 

(a)  Except  as  provided  in  paragraph 

(c)  of  this  section,  all  tanks,  compart¬ 
ments,  or  spaces  which  have  been  certi¬ 
fied  “Safe  For  Men — Not  Safe  for  Fire,’’ 
or  “Not  Safe  For  Men — Not  Safe  For 
Fire’’  shall  be  plainly  and  conspicuously 
marked  with  paint  or  signs  indicating 
that  no  hot  work  shall  be  performed  on 
such  tanks,  compartments,  or  spaces  or 
in  the  vicinity  thereof. 

(b)  Except  as  provided  in  paragraph 

(c)  of  this  section,  all  tanks,  comi>art- 
ments  or  spaces  which  have  been  inerted 
with  gas  or  certified  “Not  Safe  For  Men — 
Safe  For  Fire’’  shall  be  plainly  and  con¬ 
spicuously  marked  with  paint  or  signs 
indicating  that  the  tank,  compartment 
or  space  contains  a  gas  which  will  not 
support  life  or  is  hazardous  to  employees. 

(c)  The  warning  marks  or  signs  re¬ 
quired  by  paragraphs  (a)  and  (b)  of 
this  section  need  not  be  posted  on  indi¬ 
vidual  tanks,  compartments  or  spaces  if 
the  entire  vessel  has  been  certified  “Safe 
For  Men — Not  Safe  For  Fire,’’  “Not  Safe 
For  Men —  Not  Safe  For  Fire,’’  or  if  the 
entire  vessel  has  been  inerted  or  certified 
“NotrSafe  For  Men — Safe  For  Fire,’’  and 
if  a  sign  to  this  effect  is  conspicuously 
posted  at  the  gangway  and  at  all  other 
means  of  access  to  the  vessel. 

Subpart  C — Surface  Preparation  and 
Preservation 

§  1501.21  Toxic  cleaning  solvents. 

(a)  Before  any  solvents  are  used,  the 
employer  shall  ascertain,  whenever 
possible,  the  toxic  properties  of  such 
solvents  and  shall  employ  at  least  one  of 
the  following  measures  to  safeguard  the 
health  of  employees  exposed  to  toxic 
solvents.  . 

(1)  The  cleaning  operation  shall  be 
completely  enclosed  to  prevent  the  es¬ 
cape  of  vapor  into  the  working  space. 

(2)  Either  natural  ventilation  or 
mechanical  exhaust  ventilation  shall  be 
used  to  remove  the  vapor  at  the  source 
and  to  dilute  the  concentration  of  vapors 
in  the  working  space  to  the  point  at 
which  an  unsafe  concentration  does  not 
exist. 

(3)  Employees  shall  be  protected  by 
suitable  respiratory  protective  equipment 
in  accordance  with  the  requirements  of 
§  1501,82  (a)  and  (c). 

(b)  The  Table  of  Threshold  Limit 
Values  set  forth  in  Appendix  I  shall  be 
used  as  a  guide  in  determining  safe  con¬ 
centrations  of  vapors. 

(c)  When  the  toxic  properties  of  a 
solvent  cannot  be  ascertained  or  the  con¬ 
centration  of  its  vapors  cannot  be  deter¬ 
mined,  employees  shall  be  protected  by 
respiratory  protective  equipment  in 
accordance  with  the  requirements  of 
§  1501.82  (a)  and  (c). 

(d)  The  employer  shall  advise  the 
employees  who  are  exposed  to  solvents 
of  the  hazardous  nature  of  the  solvents 
and  of  the  measures  taken  to  safeguard 
their  health., 

(e)  Wheii  fiammable  solvents  are 
used,  precautions  shall  be  taken  In  ac¬ 
cordance  with  the  requirements  of 
§  1501.25. 
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§  1501.22  Chemical  paint  and  preserva¬ 
tive  removers. 

(a)  Employees  shall  be  protected 
against  skin  contact  during  the  handling 
and  application  of  chemical  paint  and 
preservative  removers  and  shall  be  pro¬ 
tected  against  eye  injury  by  goggles  or 
face  shields  in  accordance  with  the  re¬ 
quirements  of  §  1501.81  (a)  and  (b) . 

(b)  When  using  flammable  paint  and 
preservative  removers  precautions  shall 
be  taken  in  accordance  with  the  require¬ 
ments  of  §  1501.25. 

(c)  When  using  chemical  paint  and 
preservative  removers  which  contain 
volatile  and  toxic  solvents,  such  as  ben¬ 
zol,  acetone  and  amyl  acetate,  the  pro¬ 
visions  of  §  1501.21  shall  be  applicable. 

(d)  When  using  paint  and  rust  re¬ 
movers  containing  strong  acids  or  alka¬ 
lies,  employees  shall  be  protected  by  suit¬ 
able  face  shields  to  prevent  chemical 
bums  on  the  face  and  neck. 

(e)  When  steam  guns  are  used,  all 
employees  working  within  range  of  the 
blast  shall  be  protected  by  suitable  face 
shields.  Metal  parts  of  the  steam  gim 
itself  shall  be  insulated  to  protect  the 
operator  against  heat  burns. 

§  1501.23  Mechanical  paint  removers. 

(a)  Power  tools.  (1)  Employees  en¬ 
gaged  in  the  removal  of  paints,  preserva¬ 
tives,  rusts  or  other  coatings  by  means  of 
power  tools  shall  be  protected  against  eye 
injury  by  goggles  or  face  shields  in  ac- 
cordttnce  with  the  requirements  of 
,5  1501.81(a). 

(2)  All  portable  rotating  tools  used  for 
the  removal  of  plaints,  preservatives, 
rusts  or  other  coatings  shall  be'  ade¬ 
quately  guarded  to  protect  both  the  op¬ 
erator  and  nearby  workers  from  flsring 
missiles. 

(3)  Portable  electric  tools  shall  be 
groimded  in  accordance  with  the  require¬ 
ments  of  §  1501.72  (a)  and  (b) . 

(4)  In  a  conflned  spcu«,  mechanical 
exhaust  ventilation  sufficient  to  keep  the 
dust  concentration  to  a  minimmn  shall 
be  used,  or  employees  shall  be  protected 
by  respiratory  protective  equipment  in 
accordance  with  the  requirements  of 
§  1501.82(a)  and  (d). 

(b)  Flame  removal.  (1)  Hardened 
preservative  coatings  shall  not  be  re¬ 
moved  by  flame  in  enclosed  spaces  unless 
the  employees  exposed  to  fumes  are  pro¬ 
tected  by  air  line  respirators  in  accord¬ 
ance  with  the  requirements  of  §  1501.82 
(a) .  Employees  performing  such  an- 
operation  in  the  open  air,  and  those  ex¬ 
posed  to  the  resulting  fumes,  shall  be 
protected  by  a  fume  Alter  type  respirator 
in  accordance  with  requirements  of 
paragraphs  (a)  and  (d)  (2)  (iv)  of 
§  1501.82. 

(2)  Flame  or  heat  shall  not  be  used  to 
remove  soft  and  greasy  preservative 
coatings. 

(c)  Abrasive  blasting — (1)  Equipment. 
Hoses  and  flttings  used  for  abrasive 
blasting  shall  meet  the  following  require¬ 
ments: 

(i)  Hoses.  Hose  of  a  type  to  prevent 
shocks  from  static  electricity  shall  be 
used. 

(ii)  Hose  couplings.  Hose  lengths 
shall  be  joined  by  metal  couplings 
secured  to  the  outside  of  the  hose  to 


avoid  erosion  and  weakening  of  the 
couplings. 

(iii)  Nozzles.  Nozzles  shall  be  at¬ 
tached  to  the  hose  by  flttings  that  will 
prevent  the  nozzle  from  unintentionally 
becoming  disengaged.  Nozzle  attach¬ 
ments  shall  be  of  metal  and  shall  flt  onto 
the  hose  externally. 

(2)  Replacement.  Hoses  and  all  flt¬ 
tings  used  for  abrasive  blasting  shall  be 
inspected  frequently  to  insure  timely 
r^lacement  before  an  unsafe  amoimt  of 
wear  has  occurred. 

(3)  Personal  protective  equipment. 

(i)  Abrasive  blasters  working  in  en¬ 
closed  spaces  shall  be  protected  by  hoods 
and  air  fed  respirators  or  by  air  helmets 
of  a  positive  pressure  type  in  accordance 
with  the  requirements  of  §  1501.82(a). 

(ii)  Abrasive  blasters  working  in  the 
open  shall  be  protected  as  indicated  in 
subdivision  (i)  of  this  subparagraph  ex¬ 
cept  that  when  synthetic  abrasives  con¬ 
taining  less  than  one  percent  free  silica 
are  used  Alter  type  respirators  approved 
by  the  Bureau  of  Mines  for  exposure  to 
lead  dusts  may  to  used  in  accordance 
with  §  1501.82  (a)  and  (d). 

(iii)  Employees,  other  than  blasters, 
including  machine  tenders  and  abrasive 
recovery  men,  working  in  areas  where 
unsafe  concentrations  of  abrasive  ma¬ 
terials  and  dusts  are  present  shall  be 
protected  by  eye  and  respiratory  pro¬ 
tective  equipment  in  accordance  with 
the  requirements  of  §§  1501.81  (a)  and 
(b)  and  1501.82  (a)  and  (d). 

(iv)  The  blaster  shall  be  protected 
against  injury  from  exposure  to  the  blast 
by  appropriate  protective  clothing,  in¬ 
cluding  gloves. 

(V)  Since  suiges  from  drops  in  pres¬ 
sure  in  the  hose  line  can  be  of  sufficient 
proportions  to  throw  the  blaster  off  the 
staging,  the  blaster  shall  f>e  protected  by 
a  safety  belt  when  blasting  is  being  done 
from  elevations  where  adequate  protec¬ 
tion  against  falling  cannot  be  provided 
by  railings. 

§  1501.24  Painting. 

(a)  Paints  mixed  with  toxic  vehicles 
or  solvents.  ( 1 )  When  paints  mixed  with 
toxic  vehicles  or  solvents  are  sprayed,  the 
following  conditions  shall  apply: 

(1)  In  conflned  spaces,  employees  con¬ 
tinuously  exposed  to  such  spraying  shall 
be  protected  by  air  line  respirators  in  ac¬ 
cordance  with  the  requirements  of 
§  1501.82(a). 

(ii)  In  tanks  or  compartments,  em- 
'^ployees  continuously  exposed  to  such 

spraying  shall  be  protected  by  air  line 
respirators  in  accordance  With  the  re¬ 
quirements  of  §  1501.82(a).  Where  me¬ 
chanical  ventilation  is  provided,  employ¬ 
ees  shall  be  protected  by  respirators  in 
accordance  with  the  requirements  of 
§  1501.82  (a)  and  (e). 

(iii)  In  large  and  well  ventilated  areas, 
employees  e3qx)sed  to  such  spraying  shall 
be  protected  by  respirators  in  accordance 
with  the  requirements  of  S  1501.82  (a) 
and  (e). 

(2)  Where  brush  application  of  paints 
with  toxic  solvents  is  done  in  conflned 
spaces,  or  other  areas  where  lack  of 
ventilation  creates  a  hazard,  employees 
shall  be  protected  by  Alter  respirators  in 
accordance  with  the  requirements  of 
§  1501.82  (a)  and  (c) . 


,(3)  When  flammable  paints  or  vehicles 
are  used,  precautions  shall  be  taken  in 
accordance  with  the  requirements  of 
§  1501.25. 

<4)  Jet  type  air  moving  devices  shall 
be  electrically  bonded  to  the  vessel’s 
structure. 

(b)  Paints  and  tank  coatings  dissolved 
in  highly  volatile,  toxic  and  flammable 
solvents.  Several  organic  coatings,  ad¬ 
hesives  and  resins  are  dissolved  in  highly 
toxic,  flammable  and  explosive  solvents 
with  flash  points  below  80°  F.  Work 
involving  such  materials  shall  be  done 
only  when  all  of  the  following  special 
precautions  have  been  taken: 

(1)  Sufficient  exhaust  ventilation  shall 
be  provided  to  keep  the  concentration 
of  solvent  vapors  below  ten  (10)  percent 
of  the  lower  explosive  limit.  Frequent 
tests  shall  be  made  by  a  competent  per¬ 
son  to  ascertain  the  concentration. 

(2)  If  the  ventilation  fails  or  if  the 
concentration  of  solvent  vapors  rises 
above  ten  (10)  percent  of  the  lower 
explosive  limit,  painting  shall  be  stopped 
and  the  compartment  shall  be  evacuated 
imtil  the  concentration  again  falls  below 
ten  (10)  percent  of  the  lower  explosive 
limit.  If  the  concentration  does  not  fall 
when  painting  is  stopped,  additional 
ventilation  to  bring  the  concentration 
down  to  ten  (10)  percent  of  the  lower 
explosive  limit  shall  be  provided. 

(3)  Ventilation  shall  be  continued 
after  the  completion  of  painting  until 
the  space  or  compartment  is  gas  free. 
The  final  determination  as  to  whether 
the  space  or  compartment  is  gas  free 
shall  be  made  after  the  ventilating 
equipment  has  been  shut  off  for  at  least 
ten  minutes. 

(4)  Exhaust  ducts  shall  discharge 
clear  of  working  areas  and  away  from 
sources  of  possible  ignition.  Periodic 
tests  shall  be  made  to  ensure  that  the 
exhausted  vapors  are  not  accumulating 
in  other  areas  within  or  around  the  ves¬ 
sel  or  dry  dock. 

(5)  All  motors  and  control  equipment 
shall  be  of  the  explosion  proof  type  with 
non-ferrous  fan  blades.  Air  ducts  shall 
also  be  of  non-ferrous  materials.  All 
motors  and  associated  control  equipment 
shall  be  properly  maintained  and 
grounded. 

(6)  Only  non-sparking  paint  buckets, 
spray  guns  and  tools  shall  be  used. 
Metal  parts  of  paint  brushes  and  rollers 
shall  be  insulated.  Staging  shall  be 
erected  in  a  manner  which  ensures  that 
it  is  non-sparking. 

(7)  Only  explosion  proof  lights,  ap¬ 
proved  by  the  Underwriters’  Laboratories 
for  use  in  Class  I,  Group  D  atmospheres, 
or  approved  as  permissible  by  the  U.S. 
Bureau  of  Mines  or  the  U.S.  Coast 
Guard,  shall  be  used. 

(8)  A  competent  person  shall  inspect 
all  power  and  lighting  cables  to  ensure 
that  the  insulation  is  in  excellent  con¬ 
dition,  free  of  all  cracks  and  worn  spote, 
that  there  are  no  connections  within 
fifty  (50)  feet  of  the  operation,  that  lines 
are  not  overloaded,  and  that  they  are 
suspended  with  sufficient  slack  to  pre¬ 
vent  undue  stress  or  chaflng. 

(9)  The  face,  eyes,  head,  hands  and 
all  other  exposed  parts  of  the  bodies  of 
employees  handling  such  highly  volatile 
paints  shall  be  protected.  All  footwear 
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syiftii  be  non-sparking,  such  as  rubbers, 
rubber  boots  or  rubber  soled  shoes  with¬ 
out  nails.  Coveralls  or  other  outer  cloth¬ 
ing  shall  be  of  cotton.  Rubber,  rather 
than  plastic  gloves  shall  be  used  because 
of  the  danger  of  static  sparks. 

(10)  No  matches,  lighted  cigarettes, 
cigars,  or  pipes,  and  no  cigarette  lighters 
or  ferrous  articles  shall  be  taken  into 
the  area  where  work  is  being  done.  , 

(11)  All  solvent  drums  taken  into  the 
compartment  shall  be  placed  on  non- 
ferrous  surfaces  and  shall  be  grounded 
to  the  vessel.  Metallic  contact  shall 
be  maintained  between  containers'  and 
drums  when  materials  are  being  trans¬ 
ferred  from  one  to  another. 

(12)  Spray  guns,  paint  pots,  and 
metallic  parts  of  connecting  tubing  shall 
be  electrically  bonded,  and  the  bonded 
assembly  shall  be  grounded  to  the  vessel. 

(13)  All  employees  continuously  in  a 
compartment  in  which  such  painting  is 
being  performed,  shall  be  protected  by 
air  line  jespirators  in  accordance  with 
the  requirements  of  §  1501.82(a).  Em¬ 
ployees  entering  such  compartments  for 
a  limited  time  shall  be  protected  by  filter 
cartridge  type  respirators  in  accordance 
with  the  requirements  of  §  1501.82  (a) 
and  (e) . 

(14)  All  employees  doing  exterior  paint 
spraying  with  such  paints  shall  be  pro¬ 
tected  by  suitable  filter  cartridge  tsrpe 
respirators  in  accordance  with  the  re¬ 
quirements  of  §  1501.82  (a)  and  (e). 

§  1 50 1 .2 5  Flammable  liffuids. 

(a)  In  all  cases  when  liquid  solvents, 
paint  and  preservative  removers,  paints 
or  vehicles,  other  than  those  covered 
by  §  1501.24(b) ,  axe  capable  of  producing 
a  flammable  atmosphere  under  the  con¬ 
ditions  of  use  the  following  precautions 
shall  be  taken: 

(1)  Smoking,  open  flames,  arcs  and 
spark-producing  equipment  shall  be  pro¬ 
hibited  in  the  area. 

(2)  Ventilation  shall  be  provided  in 
sufficient  quantities  to  keep  the  concen¬ 
tration  of  vapors  below  ten  (10)  percent 
of  their  lower  explosive  limit.  Frequent 
tests  shall  be  made  by  a  competent  per¬ 
son  to  ascertain  the  concentration. 

(3)  Smrapings  and  rags  soaked  with 
these  materials  shall  be  kept  in  a  covered 
metal  container. 

(4)  Only  explosion  proof  lights,  ap¬ 
proved  by  the  Underwriters’  Laboratories 
for  use  in  Class  I,  Group  D  atmospheres, 
or  approved  as  permissible  by  the  U.S. 
Bureau  of  Mines  or  the  U>S.  Coast  Guard, 
shall  be  used. 

(5)  A  competent  person  shall  inspect 
all  power  and  lighting  cables  to  ensure 
that  the  insulation  is  in  excellent  con¬ 
dition,  free  of  all  cracks  and  worn  spots, 
that  there  are  no  connections  within 
fifty  (50)  feet  of  the  operation,  that  lines 
are  not  overloaded,  and  that  they  are 
suspended  with  sufficient  slack  to  pre¬ 
vent  undue  stress  or  chafing. 

Suitable  fire  extinguishing  equip¬ 
ment  shall  be  immediately  available  in 
the  work  area  and  shall  be  maintained 
in  a  state  of  readiness  for  instant  use. 


Subpart  D— -Welding,  Cutting  and 
Heating 

§  1501.31  Ventilatimi  and  protection  in 
welding,  cutting  and  heating. 

(a)  Mechanical  ventilation  require¬ 
ments.  (1)  For  purposes  of  this  section, 
mechanical  ventilation  shall  meet  the 
following  requirements: 

(1)  Mechanical  ventilation  shall  con¬ 
sist  of  either  general  mechanical  ventila¬ 
tion  systems  or  local  exhaust  systems. 

(ii)  General  mechanical  ventilation 
shall  be  of  sufficient  capacity  and  so  ar¬ 
ranged  as  to  produce  the  number  of  air 
changes  necessary  to  maintain  welding 
fumes  and  smoke  within  safe  limits. 

(iii)  Local  exhaust  ventilation  shall 
consist  of  freely  movable  hoods  intended 
to  be  placed  by  the  welder  or  burner  as 
close  as  practicable  to  the  work.  This 
system  shall  be  of  sufficient  capacity  and 
so  arranged  as  to  remove  fumes  and 
smoke  at  the  source  and  keep  the  con¬ 
centration  of  them  in  the  breathing  zone 
within  safe  limits. 

(iv)  Contaminated  air  exhausted  from 
a  working  space  shall  be  discharged  into 
the  open  air  or  otherwise  clear  of  the 
source  of  intake  air. 

(V)  All  air  replacing  that  withdrawn 
shall  be  clean  and  respirable. 

(vi)  Oxygen  from  a  cylinder  or  torch 
shall  not  be  used  for  ventilation  purposes. 

(b)  Welding,  cutting  and  heating  in 
confined  spaces.  (1)  Except  as  provided 
in  paragraphs  (b)  (3)  and  (c)  (2)  of  this 
section,  either  general  mechanical  or  lo¬ 
cal  exhaust  ventilation  meeting  the  re¬ 
quirements  of  paragraph  (a)  of  this  sec¬ 
tion  shall  be  provided  whenever  welding, 
cutting  or  heating  is  performed  in  a  con¬ 
fined  space. 

(2)  The  means  of  access  shall  be  pro¬ 
vided  to  a  confined  space  and  ventilation 
ducts  to  this  space  shall  be  arranged  in 
accordance  with  §  1501.46(b)  (1)  and 
(2). 

(3)  When  sufficient  ventilation  cannot 
be  obtained  v^^thout  blocking  the  means 
of  access,  employees  in  the  confined  space 
shall  be  protected  by  air  line  respirators 
in  accordance  with  the  requirements  of 
§  1501.82(a),  and  an^  employee  on  the 
outside  of  such  a  confined  space  shall  be 
assigned  to  maintain  communication 
with  those  working  within  it  and  to  aid 
them  in  an  emergency. 

(c)  Welding,  cutting  or  heating  of 
metals  of  toxic  significance.  (1)  Weld¬ 
ing,  cutting  or  heating  in  any  enclosed 
spaces  aboard  the  vessel  involving  the 
metals  specified  in  this  subparagraph 
shall  be  performed  with  either  general 
mechanical  or  local  exhaust  ventilation 
meeting  the  requirements  of  paragraph 
(a)  of  this  section. 

(1)  Zinc -bearing  base  or  filler  metals 
or  metals  coated  with  zinc-bearing  ma¬ 
terials. 

(ii)  Lead  base  metals. 

(iii)  Cadmium-bearing  filler  materials. 

(iv)  Chromium-bearing  metals  or 
metals  coated  with  chromium-bearing 
materials. 

(2)  Welding,  cutting  or  heating  in  any 
enclosed  spaces  aboard  the  vessel  in¬ 


volving  the  metals  specified  in  this  sub- 
paragraph  shall  be  performed  with  local 
exhaust  ventilation  in  accordance  with 
the  requirements  of  paragraph  (a)  of 
this  section  or  employees  shall  be  pro¬ 
tected  by  air  line  respirators  in  accord¬ 
ance  with  the  requirements  of 
§  1501.82(a). 

(i)  Metals  containing  lead,  other  than 
as  an  impurity,  or  metals  coated  with 
lead-bearing  materials. 

(ii)  Cadmium-bearing  or  cadmium 
coated  base  metals. 

(iii)  Metals  coated  with  mercury¬ 
bearing  metals. 

(iv)  Beryllium-containing  base  or  filler 
metals.  Because  of  its  high  toxicity, 
work  involving  beryllium  shall  be  done 
with  both  local  exhaust  ventilation  and 
air  line  respirators. 

(3)  Employees  performing  such  opera¬ 
tions  in  the  open  air  shall  be  pro^ted 
by  filter  t3q>e  respirators  in  accordance 
with  the  requirements  of  paragraphs  (a) 
and  (d)(2)(iv)  of  §  1501.82,  except  that 
employees  performing  such  operations 
on  beryllium-containing  base  or  filler 
metals  shall  be  protected  by  air  line  res¬ 
pirators  in  accordance  with  the  require¬ 
ments  of  §  1501.82(a) . 

(4)  Other  employees  exposed  to  the 
same  atmosphere  as  the  welders  or  burn¬ 
ers  shall  be  protected  in  the  same  manner 
as  the  welder  or  burner. 

(d)  Inert-gas  metal-arc  welding.  (1) 
Since  the  inert-gas  metal-arc  welding 
process  involves  the  production  of  ultra¬ 
violet  radiation  of  intensities  of  5  to  30 
times  that  produced  during  shielded 
metal-arc  welding,  the  decomposition  of 
chlorinated  solvents  by  ultraviolet  rays, 
and  the  liberation  of  toxic  fumes  and 
gases,  employees  shall  not  be  permitted 
to  engage  in,  or  be  exposed  to  the  process 
until  the  following  special  precautions 
have  been  taken: 

(i)  The  use  of  chlorinated  solvents 
shall  be  kept  at  least  two  hundred  (200) 
feet  from  the  exposed  arc,  and  surfaces 
prepared  with  chlorinated  solvents  shall 
be  thoroughly  dry  before  welding  is  per¬ 
mitted  on  such  surfaces. 

(ii)  Helpers  and  other  employees  in 
the  area  not  protected  from  the  arc  by 
screening  as  provided  in  §  1501.36(e) 
shall  be  protected  by  filter  lenses  meet¬ 
ing  the  requirements  of  §  1501.81  (a)  and 
(c) .  When  two  or  more  welders  are  ex¬ 
posed  to  each  other’s  arc,  filter  lens 
goggles  of  a  suitable  type  meeting  the 
requirements  of  §  1501.81  (a)  and  (c) 
shall  be  worn  under  welding  helmets  or 
hand  shields  to  protect  the  welder  against 
fiashes  and  radiant  energy  when  either 
the  helmet  is  lifted  or  the  shield  is 
removed. 

(iii)  Welders  and  other  employees  who 
are  exposed  to  radiation  shall  be  suitably 
protected  so  that  the  skin  is  covered 
completely  to  prevent  bums  and  other 
damage  by  ultraviolet  rays.  Welding 
helmets  and  hand  shields  shall  be  free 
of  leaks  and  openings,  and  free  of  highly 
refiective  surfaces. 

(iv)  When  inert-gas  metal-arc  weld¬ 
ing  is  being  performed  on  stainless  steel, 
the  requirements  of  paragraph  (c)  (2)  of 
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this  section  shall  be  met  to  protect 
against  dangerous  concentrations  of 
nitrogen  dioxide. 

<e)  General  welding,  cutting  and^ 
heating.  (1)  Welding,  cutting  and  heat¬ 
ing  not  involving  conditions  or  materials 
described  in  paragraphs  (b) .  (c)  or  (d) 
of  this  section  may  normally  be  done 
without  mechanical  ventilation  or  respir¬ 
atory  protective  equlimient,  but  where, 
because  of  unusual  ];^8cial  or  atmos¬ 
pheric  conditions,  an  unsafe  accumula¬ 
tion  of  contaminants  exists,  suitable 
mechanical  ventilation  or  respiratory 
protective  equipment  shall  be  provided. 

(2)  Employees  performing  any  type  of 
welding,  cutting  or  heating  shall  be  pro¬ 
tected  by  suitahte  eye  protective  equip¬ 
ment  in  accordance  with  the  require¬ 
ments  of  §  1501.81  (a)  and  (c) . 

(f)  Residues  and  cargos  of  metallic 
ores.  (1)  Residues  and  cargos  of  metal¬ 
lic  ores  of  toxic  significance  shall  be  re¬ 
moved  from  the  area  or  protected  from 
the  heat  before  welding,  cutting  or  heat¬ 
ing  is  begun. 

§  1501.32  Fire  prevention.^ 

(a)  When  practical,  objects  to  be 
welded,  cut  or  heated  shall  be  moved  to 
a  desiemated  safe  location  or.  if  the  ob¬ 
ject  to  be  welded,  cut  or  heeited  cannot 
be  readily  moved,  all  movable  fire  haz¬ 
ards  including  residues  of  combustible 
bulk  cargos  in  the  vicinity  shall  be  taken 
to  a  safe  place. 

(b)  If  the  object  to  be  welded,  cut  or 
heated  cannot  be  moved  and  if  all  the 
fire  hazards  including  combustible  cargos 
cannot  be  removed,  positive  means  shall 
be  taken  to  confine  the  heat,  sparks,  and 
slag,  and  to  protect  the  immovable  fire 
hazards  from  them. 

(c)  No  welding,  cutting  or  heating 
shall  be  done  where  the  application  of 
flammable  paints  or  the  presence  of 
other  flammable  compounds  or  of  heavy 
dust  concentrations  creates  a  hazard. 

(d)  Suitable  fire  extinguishing  equip¬ 
ment  shall  be  immediately  available  in 
the  work  area  and  shall  be  maintained 
in  a  state  of  readiness  for  instant  use. 
In  addition,  when  hot  work  is  being  per¬ 
formed  aboard  a  vessel  and  pressure  is 
not  available  on  the  vessel’s  fire  system, 
an  auxiliary  supply  of  water  shall  be 
made  available  where  practicable,  con¬ 
sistent  with  avoiding  freezing  of  the  lines 
or  hose. 

(e)  When  the  welding,  cutting  or 
heating  operation  is  such  that  normal 
fire  prevention  precautions  are  not  suf¬ 
ficient.  additional  personnel  shall  be  as¬ 
signed  to  guard  against  fire  while  the 
actual  welding,  cutting  or  heating  opera, 
tions  are  being  performed  and  for  a  suf¬ 
ficient  period  of  time  after  completion  of 
the  work  to  ensure  that  no  possibility  of 
fire  exists. 

(f)  When  welding,  cutting  or  heating 
is  performed  on  tank  shells,  decks,  over¬ 
heads  and  bulkheads,  since  direct  pene¬ 
tration  of  sparks  or  heat  transfer  may 
introduce  a  fire  hazard  to  an  adjacent 
compartment,  the  same  precautions  shall 
be  taken  on  the  opposite  side  eus  are 


^46  cm  146.02-20  contains  Coast  Guard 
regulations  pertaining  to  welding  and  cut¬ 
ting  while  explosives  and  dangerous  cargoea 
are  being  handled. 


taken  on  the  side  on  which  the  weld¬ 
ing  is  being  performed. 

(g)  In  order  to  eliminate  the  possi¬ 
bility  of  fire  in  endosed  spaces  as  a 
result  of  gas  escaping  through  leaking 
or  improperly  closed  torch  valves,  the 
gas  supply  to  the  torch  shall  be  posi¬ 
tively  shut  off  at  some  point  outside  the 
enclosed  space  whenever  the  torch  is  not 
to  be  used  or  whenever  the  torch  is  left 
unattended  for  a  substantial  period  of 
time,  such  as  during  the  lunch  hour. 
Overnight  and  at  the  change  of  shifts 
the  torch  and  hose  shall  be  removed 
from  the  enclosed  space.  Open  end  fuel 
gas  and  oxygen  hoses  shall  be  immedi¬ 
ately  removed  from  enclosed  spaces 
when  they  are  disconnected  from  the 
torch  or  other  gas  consuming  device. 

§  1.501.33  Welding,  cutting  and  heating 
in  way  of  preservative  coatings. 

(a)  Before  wielding,  cutting  or  heating 
is  commenced  on  any  surface  covered  by 
a  preservative  coating  whose  flamma¬ 
bility  is  not  known,  a  test  shall  be  made 
by  a  competent  person  to  determine  its 
flammability.  Preservative  coatings  shall 
be  considered  to  be  highly  flammable 
when  scrapings  bum  with  extreme 
rapidity. 

(b)  Precautions  shall  be  taken  to  pre¬ 
vent  ignition  of  highly  flammable  hard¬ 
ened  preservative  coatings.  When  coat¬ 
ings  are  determined  to  be  highly  flam¬ 
mable  they  shall  be  stripped  from  the 
area  to  be  heated  to  prevent  ignition.  A 
1  Vi -inch  or  larger  fire  hose  with  fog 
nozzle,  which  has  been  uncoiled  and 
placed  under  pressure,  shall  be  immedi¬ 
ately  available  for  instant  use  in  the 
immediate  vicinity,  consistent  with 
avoiding- freezing  of  the  hose. 

(c)  Protection  against  toxic  preserva¬ 
tive  coatings.  (1)  In  enclosed  spaces  all 
surfaces  covered  with  toxic  preservatives 
shall  be  stripped  of  all  toxic  coatings  for  a 
distance  of  at  least  4  inches  from  the 
area  of  heat  application  or  the  employees 
shall  be  protected  by  air  line  respirators 
meeting  the  requirements  of?  1501.82(a) . 

(2)  In  the  open  air  employees  shall  be 
protected  by  a  filter  type  respirator  in  ac¬ 
cordance  with  requirements  of  §  1501.82 

(a)  and  (d) . 

(d)  Before  welding,  cutting  or  heating 
is  commenced  in  enclosed  spaces  on 
metals  covered  by  soft  and  greasy  pre¬ 
servatives.  the  following  precautions  shall 
be  taken: 

(1)  A  competent  person  shall  test  the 
atmosphere  in  the  space  to  ensure  that  it 
does  not  contain  explosive  vapors,  since 
there  is  a  possibility  that  some  soft  and 
greasy  preservatives  may  have  flash 
points  below  temperatures  which  may  be 
expected  to  occur  naturally.  If  such 
vapors  are  determined  to  be  present,  no 
hot  work  shall  be  commenced  until  such 
precautions  have  been  taken  as  will  en¬ 
sure  that  the  welding,  cutting  or  heating 
can  be  performed  in  s^ety. 

(2)  The  preservative  coatings  shall  be 
removed  for  a  sufficient  distance  from 
the  area  to  be  heated  to  ensure  that  the 
temperature  of  the  muSlripped  metal  will 
not  be  appreciably  raised.  Artificial 
cooling  of  the  metal  surrounding  the 
heated  area  may  be  used  to  limit  the  size 
of  the  area  required  to  be  cleaned.  The 


prohibition  contained  in  S  1501.23(b)  (2) 
shall  apply. 

(e)  Immediately  after  welding,  cut¬ 
ting  or  heating  is  commenced  in  en¬ 
closed  spaces  on  metal  covered  by  soft 
and  greasy  preservatives,  and  at  frequent 
intervals  thereafter,  a  competent  person 
shall  make  tests  to  ensure  that  no  flam¬ 
mable  V£qx)rs  are  being  produced  by  the 
coatings.  If  such  vapors  are  determined 
to  be  present,  the  operation  shall  be 
stopped  immediately  and  shall  not  be 
resumed  until  such  additional  precau¬ 
tions  have  been  taken  as  are  necessary 
to  ensure  that  the  operation  can  be  re¬ 
sumed  safely. 

§  1501.34  Welding,  cutting  and  heating 
of  hollow  metal  containers  and  struc¬ 
tures  not  covered  by  §  1501.11. 

(a)  Drums,  containers,  or  hollow 
structures  which  have  contained  flam¬ 
mable  substances  shall,  before  welding, 
cutting,  or  heating  is  undertaken  on 
them,  either  be  filled  with  water  or 
throughly  cleaned  of  such  substances 
and  ventilated  and  tested. 

(b)  Before  heat  is  applied  to  a  drum, 
container,  or  hollow  structure,  a  vent 
or  opening  shall  be  provided  for  the 
release  of  any  built-up  pressure  during 
the  application  of  heat. 

(c)  Before  welding,  cutting,  heating  * 
or  brazing  is  begun  on  structural  voids 
such  as  skegs,  bilge  keels,  fair  waters, 
masts,  booms,  support  stanchions,  pipe 
stanchions  or  railings,  a  competent  per¬ 
son  shall  inspect  the  object  and,  if  nec¬ 
essary,  test  it  for  the  presence  of  flam¬ 
mable  liquids  or  vapors.  If  flammable 
liquids  or  vapors  are  present,  the  object 
shall  be  made  safe. 

(d)  Objects  such  as  those  listed  in 
paragraph  (c)  of  this  section  shall  also 
be  inspected  to  determine  whether  water 
or  other  non-flammable  liquids  are  pres¬ 
ent  which,  when  heated,  would  build  up 
excessive  pressure.  If  such  liquids  are 
determined  to  be  present,  the  object 
shall  be  vented,  cooled,  or  otherwise 
made  safe  during  the  application  of 
heat. 

(e)  Jacketed  vessels  shall  be  vented 
before  and  during  welding,  cutting  or 
heating  operations  in  order  to  release 
any  pressure  which  may  build  up  during 
the  application  of  heat. 

§  1501.35  Gas  welding  and  cutting. 

(a)  Transporting,  moving  and  storing 
compressed  gas  cylinders.  (1)  Valve 
protection  caps  shall  be  in  place  and  se¬ 
cure.  Oil  shall  not  be  used  to  lubricate 
protection  caps. 

(2)  When  cylinders  are  hoisted,  they 
shall  be  secured  on  a  cradle,  shipboard 
or  pallet.  They  shall  not  be  hoisted  by 
means  of  magnets  or  choker  slings. 

(3)  Cylinders  shall  be  moved  by  tilt¬ 
ing  and  rolling  them  on  their  bottom 
edges.  They  shall  not  be  intentiona,lly 
dropped,  struck,  or  permitted  to  strike 
each  other  violently. 

(4)  When  cylinders  are  transported 
by  vehicle,  they  shall  be  secured  in 
position. 

(5)  Valve  protection  caps  shall  not 
be  used  for  lifting  cylinders  from  one 
vertical  position  to  another.  Bars  shall 
not  be  used  under  valves  or  valve  pro¬ 
tection  caps  to  pry  cylinders  loose  when 


Friday,  March  27,  1964 

frozen.  Warm,  not  boiling,  water  shall 
be  us^  to  thaw  cylinders  loose. 

(6)  Unless  cylinders  are  firmly  se¬ 
cured  on  a  special  carrier  intend^  for 
this  purpose,  regulators  shall  be  removed 
and  valve  protection  caps  put  in  place 
before  cylinders  are  moved. 

(7)  A  suitable  cylinder  truck,  chain,  or 
other  steadying  device  shall  be  used  to 
keep  cylinders  from  being  knocked  over 
while  in  use. 

(8)  When  work  is  finished,  when 
cylinders  are  empty  or  when  cylinders 
are  moved  at  any  time,  the  cylinder 
valves  shall  be  closed. 

(9)  Acetylene  cylinders  shall  be  kept 
in  an  upright  position  at  all  times. 

(b)  Placing  cylinders.  (1)  Cylinders 
shall  be  kept  far  enough  away  from  the 
actual  welding  or  cutting  operation  so 
that  sparks,  hot  slag  or  fiame  will  not 
reach  them.  When  this  is  impractical, 
fire  resistant  shields  shall  be  provided. 

(2)  Cylinders  shall  be  placed  where 
they  cannot  become  part  of  an  electrical 
circuit.  Electrodes  shall  not  be  struck 
against  a  cylinder  to  strike  an  arc. 

(3)  Fuel  gas  cylinders  shall  be  placed 
with  valve  end  up  whenever  they  are 
in  use.  They  shall  not  be  placed  in  a 
location  where  they  would  be  subject  to 
(9)en  flame,  hot  metal,  or  other  sources 
of  artificial  heat. 

(4)  Cylinders  containing  oxygen  or* 
acetylene  or  other  fuel  gas  shall  not  be 
taken  into  confined  spaces. 

(c)  Treatment  of  cylinders.  (1)  Cyl- 
I  inders,  whether  fuU  or  empty,  shall  not 

be  used  as  rollers  or  supports. 

(2)  No  person  other  than  the  gas  sup¬ 
plier  shall  attempt  to  mix  gases  in  a 
cylinder.  No  one  except  the  owner  of  the 
cylinder  or  person  authorized  by  him 
shall  refill  a  cylinder.  No  one  shall  use 
a  cylinder’s  contents  for  purposes  other 
than  those  intended  by  the  supplier. 
Only  cylinders  bearing  Interstate  Com¬ 
merce  Commission  identification  and  in- 
^)ection  markings  shall  be  used. 

(3)  No  damaged  or  defective  Cylinder 
shall  be  used. 

(d)  Use  of  fuel  gas.  The  employer 
shall  thoroughly  instruct  employees  in 
the  safe  use  of  fuel  gas,  as  follows: 

(1)  Before  connecting  a  regulator  to 
a  cylinder  valve,  the  valve  shall  be 
opened  slightly  and  closed  immediately. 
(This  action  is  generally  termed  “crack¬ 
ing”  and  is  intended  to  clear  th^  valve 
of  dust  or  dirt  that  might  otherwise 
enter  the  regulator.)  The  person  crack¬ 
ing  the  valve  shall  stand  to  one  side  of 
the  outlet,  not  in  front  of  it..  The  valve 
of  a  fuel  gas  cylinder  shall  not  be  cracked 
where  the  gas  would  reach  welding  work, 
sparks,  fiame  or  other  possible  sources 
of  ignition. 

(2)  The  cylinder  valve  shall  always 
w  opened  slowly  to  prevent  damage  to 
iw  regulator.  To  permit  quick  closing, 

I^ves  on  fuel  gas  cylinders  shall  not 
w  opened  more  than  1^  turns.  When 
^special  wrench  is  required,  it  shaU  be 
ieft  in  position  on  the  stem  of  the  valve 
whUe  the  cylinder  is  in  use  so  that  the 
oel  gas  flow  can  be  shut  off  quickly  in 
^  of  an  emergency.  In  the  case  of 
®^Puolded  or  coupled  cylinders,  at  least 
ne  such  wrench  shall  always  be  avail- 
»oie  for  immediate  use.  Nothing  shall 
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be  placed  on  top  of  a  fuel  gas  cylinder, 
when  in  use,  which  may  damage  the 
safety  device  or  Interfere  with  the  quick 
closing  of  the  valve. 

(3)  Fuel  gas  shall  not  be  used  from 
cylinders  through  torches  or  other  de¬ 
vices  which  are  equipped  with  shut-off 
valves  without  reducing  the  pressure 
through  a  suitable  regulator  attached  to 
the  cylinder  valve  or  manifold. 

(4)  Before  a  regulator  is  removed 
from  a  cylinder  valve,  the  cylinder  valve 
shall  always  be  closed  and  the  gas  re¬ 
leased  from  the  regulator. 

(5)  If,  when  the  valve  on  a  fuel  gsus 
cylinder  is  opened,  there  is  found  to  be 
a  leak  around  the  valve  stem,  the  valve 
shall  be  closed  and  the  gland  nut  tight¬ 
ened.  If  this  action  does  not  stop  the 
leak,  the  use  of  the  cylinder  shall  be  dis¬ 
continued.  and  it  shall  be  properly  tagged 
and  removed  from  the  vessel.  In  the 
event  that  fuel  gas  should  leak  from  the 
cylinder  valve  rather  than  from  the  valve 
stem  and  the  gas  cannot  be  shut  off,  the 
cylinder  shall  be  properly  tagged  and 
removed  from  the  vessel.  If  a  regulator 
attached  to  a  cylinder  valve  will  effec¬ 
tively  stop  a  leak  through  the  valve  seat, 
the  cylinder  need  not  be  removed  from 
the  vessel. 

(6)  If  a  leak  should  develop  at  a  fuse 
plug  or  other  safety  device,  the  cylinder 
shall  be  removed  from  the  vesseL 

(e)  Manifolds.  (1)  Manifolds  shall 
bear  the  name  of  the  substance  they  con¬ 
tain  in  letters  at  least  one  (1)  inch  high 
which  shall  be  either  painted  on  the 
manifold  or  on  a  sign  permanently 
attached  to  it. 

(2)  All  manifolds  shall  be  placed  in 
safe  and  accessible  locations. 

(3)  Manifold  hose  connections  shall  be 
such  that  hose  cannot  be  interchanged 
between  fuel  gases  and  oxygen  mani¬ 
folds.  Adaptors  shall  not  be  used  to 
permit  the  interchange  of  hose.  Mani¬ 
fold  hose  connections  shall  be  kept  free 
of  grease  and  oil. 

(f)  Hose.  (1)  Fuel  gas  hose  and  oxy¬ 
gen  hose  shall  be  easily  distinguishable 
from  each  other.  The  contrast  may  be 
made  by  different  colors  or  by  surface 
characteristics  readily  distinguishable  by 
the  sense  of  touch.  Oxygen  and  fuel  gas 
hoses  shall  not  be  interchangeable.  A 
single  hose  having  more  than  one  gas 
passage,  a  wall  failure  of  which  would 
permit  the  flow  of  one  gas  into  the  other 
gas  passage,  shall  not  be  used. 

(2)  When  parallel  sections  of  oxygen 
and  fuel  gas  hose  are  taped  together, 
not  more  than  4  inches  out  of  8  inches 
shall  be  covered  by  tape. 

(3)  All  hose  carrying  acetylene,  oxy> 
gen,  natmal  or  manufactiued  fuel  gas, 
or  any  gas  or  substance  which  may 
ignite  or  enter  into  combustion  or  be 

'  in  any  way  harmful  to  employees,  shall 
be  inspected  at  the  beginning  of  each 
shift.  Defective  hose  shall  be  removed 
frcHn  service. 

(4)  Hose  which  has  been  subjected  to 
flashback  or  which  shows  evidence  of 
severe  wear  or  damage  shall  be  tested 
to  twice  the  normal  pressure  to  which  it 
is  subject,  but  in  no  ca^  less  than  two 
hundred  (200)  pel.  Defective  hose  or 
hose  in  doubtful  condition  shall  not  be 
used. 


(5)  Hose  couplings  shall  be  of  the  type 
that  cannot  be  unlocked  or  disconnected 
by  means  of  a  straight  pull  without 
rotary  motion. 

(6)  Boxes  used  for  the  stowage  of  gas 
hose  shall  be  ventilated. 

(g)  Torch  tips.  Clc^ged  torch  tip 
openings  shall  be  cleaned  with  suitable 
cleaning  wires,  drills  or  other  devices 
designed  for  such  purpose. 

(h)  Pressure  regulators.  Oxygen  and 
fuel  gas  pressure  regulators  including 
their  related  gauges  shall  be  in  proper 
working  order  while  in  use. 

§  1501.36  Arc  welding  and  cutting. 

(a)  Manual  electrode  holders.  (1) 
Only  manual  electrode  holders  which 
are  specifically  designed  for  arc  welding 
and  cutting  and  are  of  a  capacity  capable 
of  safely  handling  the  maximum  rated 
current  required  by  the  electrodes  shall 
be  used. 

(2)  Any  current  carrying  parts  passing 
through  the  portion  of  the  holder  which 
the  arc  welder  or  cutter  grips  in  his  hand 
shall  be  fully  insulated  i^ainst  the  maxi¬ 
mum  voltage  encountered  to  ground. 

(b)  Welding  cables  and  connectors. 

(1)  All  arc  welding  and  cutting  cables 
shall  be  of  the  completely  insulated, 
flexible  type,  capable  of  handling  the 
maximum  current  requirements  of  the 
work  in  progress,  taking  into  account  the 
duty  cycle  under  which  the  arc  welder 
or  cutter  is  working. 

(2)  Only  cable  free  from  repair  or 
splices  for  a  minimum  distance  of  ten 

(10)  feet  from  the  cable  end  to  which  the 
electrode  holder  is  connected  shall  be 
used,  except  that  cables  with  standard 
insulated  connectors  or  with  splices 
whose  insulating  quality  is  equal  to  that 
of  the  cable  are  permitted. 

(3)  When  it  becomes  necessary  to  con¬ 
nect  or  splice  lengths  of  cable  one  to 
another,  substantial  insulated  connectors 
of  a  capacity  at  least  equivalent  to  that 
of  the  cable  shall  be  used.  If  connections 
are  effected  by  means  of  cable  lugs,  they 
shall  be  securely  fastened  together  to 
give  good  electrical  contact,  and  the  ex¬ 
posed  metal  parts  of  the  lugs  shall  be 
completely  insulated. 

(4)  Cables  in  poor  repair  shall  not  be 
used.  When  a  cable,  other  than  the 
cable  lead  referred  to  in  subparagraph 

(2)  of  this  paragraph,  becomes  worn  to 
the  extent  of  exposing  bare  conductors, 
the  portion  thus  exposed  shall  be  pro¬ 
tected  by  means  of  rubber  and  friction 
tapes  or  other  equivalent  insulation. 

(c)  Ground  returns  and  machine 
grounding.  (1)  A  ground  retium  cable 
shall  have  a  safe  current  carrying  ca¬ 
pacity  equal  to  or  exceeding  the  specified 
maximum  output  capacity  of  the  arc 
welding  or  cutting  unit  which  it  services. 
When  a  single  ground  return  cable  serv¬ 
ices  more  than  one  unit,  its  safe  current 
carrying  capacity  shall  equal  or  exceed 
the  total  specified  maximum  output 
capacities  of  all  the  luiits  which  it  serv¬ 
ices. 

(2)  Structures  or  pipe  lines,  except 
pipe  lines  containing  gases  or  flammable 
liquids  or  conduits  containing  electrical 
circuits,  may  be  used  as  part  of  the 
ground  return  circuit,  provided  that  the 
pipe  or  structure  has  a  current  carrying 
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capacity  equal  to  that  required  by  sub* 
paragraph  (1)  of  this  paragraph. 

<3)  When  a  structure  or  pipe  line  is 
employed  as  a  ground  return  circuit,  it 
shall  be  determined  that  the  required 
electrical  contact  exists  at  all  joints.  The 
generation  of  an  arc,  sparks  or  heat  at 
any  point  shall  cause  rejection  of  the 
structure  as  a  groimd  circuit. 

(4)  When  a  structure  or  pipe  line  is 
continuously  employed  as  a  ground  re¬ 
turn  circuit,  all  joints  shall  be  bonded, 
and  periodic  in£v>ections  shall  be  con¬ 
ducted  to  ensure  that  no  condition  of 
electrolysis  or  fire  hazard  exists  by  virtue 
of  such  use. 

(5)  The  frames  of  all  arc  welding  and 
cutting  machines  shall  be  grounded 
either  through  a  third  wire  in  the  cable 
containing  the  circuit  conductor  or 
through  a  separate  wire  which  is 
grounded  at  the  source  of  the  current. 
Grounding  circuits,  other  than  by  means 
of  the  vessel’s  structure,  shall  be  checked 
to  ensure  that  the  circuit  between  the 
ground  and  the  groqnded  power  conduc¬ 
tor  has  resistance  low  enough  to  permit 
sufficient  current  to  flow  to  cause  the  fuse 
or  circuit  breaker  to  interrupt  the 
current. 

(6)  All  ground  connections  shall  be 
inspected  to  ensure  that  they  are  me¬ 
chanically  strong  and  electrically  ade¬ 
quate  for  the  required  current. 

(d)  Operating  instructions.  Employ¬ 
ers  shall  instruct  employees  in  the  safe 
means  of  arc  welding  and  cutting  as 
follows: 

(1)  When  electrode  holders  are  to  be 
left  unattended,  the  electrodes  shall  be 
removed  and  the  holders  shall  be  so 
placed  or  protected  that  they  cannot 
make  electrical  contact  with  employees 
or  conducting  objects. 

(2)  Hot  electrode  holders  shall  not  be 
dipped  in  water,  since  to  do  so  may  ex¬ 
pose  the  arc  welder  or  cutter  to  electric 
shock. 

(3)  When  the  arc  welder  or  cutter  has 
occasion  to  leave  his  work  or  to  stop  work 
for  any  appreciable  length  of  time,  or 
when  the  arc  welding  or  cutting  machine 
is  to  be  moved,  the  power  supply  switch 
to  the  equipment  shall  be  opened. 

(4)  Any  faulty  or  defective  equipment 
shall  be  reported  to  the  supervisor. 

(e)  Shielding.  Whenever  practicable, 
all  arc  welding^  and  cutting  operations 
shall  be  shielded  by  noncombustible  or 
flame-proof  screens  which  will  protect 
employees  and  other  persons  working  hi 
the  vicinity  from  the  direct  rays  of  the 
arc. 

§  1501.37  Uses  of  fissionable  material 
in  ship  repair. 

(a)  In  ship  repair  and  related  activ¬ 
ities  involving  the  use  of  and  exposure 
to  sources  of  ionizing  radiation  not  only 
on  conventionally  powered  but  also  on 
nuclear  powered  vessels,  the  applicable 
provisions  of  the  Atomic  Energy  Commis¬ 
sion’s  Standards  for  Protection  Against 
Radiation  (10  CFR  Part  20),  relating 
to  protection  against  occupational  radia¬ 
tion  exposme,  shall  apply. 

(b)  Any  activity  which  involves  the 
use  of  radioactive  material,  whether  or 
not  under  license  from  the  Atomic  En¬ 
ergy  Commission,  shall  be  performed  by 
competent  persons  specially  trained  in 


the  proper  and  safe  operation  of  such 
equipment.  In  the  case  of  materials 
used  imder  Commission  license,  only 
persons  actually  licensed,  or  competent 
persons  under  direction  and  supervision 
of  the  licensee,  shall  perform  such  work. 

Subpart  E — Scaffolds,  Ladders  and 
Other  Working  Surfaces 
§  1501.41  Scaffolds  or  staging. 

(а)  General  requirements.  (1)  All 
scaffolds  and  their  supports  whether  of 
lumber,  steel  or  other  material,  shall  be 
capable  of  supporting  the  load  they  are 
designed  to  carry  with  a  safety  factor  of 
not  less  than  four  (4) . 

(2)  All  lumber  used  in  the  construc¬ 
tion  of  scaffolds  shall  be  spruce,  fir,  long 
leaf  yellow  pine,  Oregon  pine  or  wood  of 
equal  strength.  The  use  of  hemlock, 
short  leaf  yellow  pine,  or  short  fiber 
lumber  is  prohibited. 

(3)  Lumber  dimensions  as  given  in 
this  subpart  are  nominal  except  where 
given  in  fractions  of  an  inch. 

(4)  All  lumber  used  in  the  construction 
of  scaffolds  shall  be  sound,  straight¬ 
grained,  free  from  cross  grain,  shakes 
and  large,  loose  or  dead  knots.  It  shall 
also  be  free  from  dry  rot,  large  checks, 
worm  holes  or  other  defects  which  impair 
its  strength  or  durability. 

(5)  Scaffolds  shall  be  maintained  in 
a  safe  and  secure  condition.  Any  c(»n- 
ponent  of  the  scaffold  which  is  broken, 
burned  or  otherwise  defective  shall  be 
replaced. 

(б)  Barrels,  boxes,  cans,  loose  bricks  or 
other  unstable  objects  shall  not  be  used 
for  the  support  of  planking  intended  as 
scaffolds  or  working  platforms. 

(7)  No  scaffold  shall  be  erected,  moved, 
dismantled  or  altered  except  imder  the 
supervision  of  cwnpetent  persons. 

(8)  No  welding,  burning,  riveting  or 
open  fiame  work  shall  be  performed  on 
any  staging  suspended  by  means  of  fiber 
rope. 

(9)  Lifting  bridles  on  working  plat¬ 
forms  suspended  from  cranes  shall  con¬ 
sist  of  four  legs  so  attached  that  the 
stability  of  the  platform  is  assured. 

(10)  Unless  the  crane  hook  has  a 
safety  latch  or  is  moused,  the  lifting 
bridles  on  workii^  platforms  suspended 
from  cranes  shall  be  attached  by  shackles 
to  the  lower  lifting  block  or  other  positive 
means  shall  be  taken  to  prevent  them 
from  becoming  accidentally  disengaged 
from  the  crane  hook. 

(b)  Independent  pole  wood  scaffolds. 

(1)  All  pole  uprights  shall  be  set  plumb. 
Poles  shall  rest  on  a  foundation  of  siif- 
ficient  size  and  strength  to  distribute  the 
load  and  to  prevent  displacement. 

(2)  In  light-duty  scaffolds  not  more 
than  24  feet  in  height,  poles  may  be 
spliced  by  overlapping  the  ends  not  less 
than  4  feet  and  securely  nailing  them 
together.  A  substantial  cleat  shall  be 
nailed  to  the  lower  section  to  form  a 
support  for  the  upper  section  except 
when  bolted  connections  are  used. 

(3)  All  other  poles  to  be  spliced  shall 
be  squared  at  the  ends  of  each  splice, 
abutted,  and  rigidly  fastened  together  by 
not  less  than  two  cleats  securely  nailed  pr 
bolted  thereto.  Each  cleat  shall  overlap 
each  pole  end  by  at  least  24  inches  and 
shall  have  a  width  equal  to  the  face  of 


the  pole  to  which  it  is  attached.  The 
combined  cross  sectional  area  of  the 
cleats  shall  be  not  less  than  the  cross 
sectional  area  of  the  pole. 

(4)  Ledgers  shall  extend  over  two  con- 
secutives  pole  spaces^and  shsdl  overlap 
the  poles  at  each  end  by  not  less  than  4 
inches.  They  shall  be  left  in  position  to 
brace  the  poles  as  the  platform  is  raised 
with  the  progress  of  the  work.  Ledgers 
shall  be  level  and  shall  be  securely  nailed 
or  bolted  to  each  pole  and  shall  be  placed 
against  the  inside  face  of  each  pole. 

(5)  All  bearers  shall  be  set  with  their 
greater  dimension  vertical  and  shall  ex¬ 
tend  beyond  the  ledgers  upon  which  they 
rest. 

(6 )  Diagonal  bracing  shall  be  provided 
between  the  paraUel  poles,  and  cross 
bracing  shall  be  provided  between  the 
inner  and  outer  poles  or  from  the  outer 
poles  to  the  ground. 

(7)  Minimum  dimensions  and  spacing 
of  members  shall  be  in  accordance  with 
table  E-1  in  S  1501.68. 

(8)  Platform  planking  shall  be  in  ac¬ 
cordance  with  the  requir^ents  of  para¬ 
graph  (h)  of  this  section. 

(9)  Backrails  and  toeboards  shall  be 
in  accordance  with  the  requirements  of 
paragraph  (i)  of  this  section. 

(c)  Independent  pole  metal  scaffolds. 

(1)  Metal  scaffold  members  shall  be 
maintained  in  good  repair  and  free  of 
corrosion. 

(2)  All  vertical  and  horizontal  mem¬ 
bers  shall  be  fastened  together  with  a 
coupler  or  locking  device  which  will  form 
a  positive  connection.  The  locking  de¬ 
vice  shall  be  of  a  type  which  has  no  loose 
parts. 

(3)  Posts  shall  be  kept  plumb  during 
erection  and  the  scaffold  shall  be  sub¬ 
sequently  kept  plumb  and  rigid  by  means 
of  adequate  bracing. 

(4)  Posts  shall  be  fitted  with  bases 
supported  on  a  firm  foundation  to  dis¬ 
tribute  the  load.  When  wooden  sills  are 
used,  the  bases  shall  be  fastened  thereto. 

(5)  Bearers  shall  be  located  at  each 
set  of  posts,  at  each  level,  and  at  each 
intermediate  level  where  working  plat¬ 
forms  are  installed. 

(6)  Tubular  bracing  shall  be  applied 
both  lengtiiwise  and  crosswise  as  re¬ 
quired. 

(7)  Platform  planking  shall  be  in  ac¬ 
cordance  with  the  requirements  of  para¬ 
graph  (h)  of  this  section. 

(8)  Backrails  and  toeboards  shall  be 
in  accordance  with  the  requirements  of 
paragraph  (i)  of  this  section. 

(d)  Wood  trestle  and  extension  trestle 
ladders.  (1)  The  use  of  trestle  ladders, 
or  extension  sections  or  base  sections  of 
extension  trestle  ladders  longer  than  20 
feet  is  prohibited.  The  total  height  of 
base  and  extension  may,  however,  be 
more  than  20  feet. 

(2)  The  minimum  dimensions  of  the 
side  rails  of  the  trestle  ladder,  or  the  base 
sections  of  the  extension  trestle  ladder, 
shall  be  as  follows : 

(i)  Ladders  up  to  and  including  those 
16  feet  long  shall  have  side  rails  of  not 
less  than  1%6  x  2%  inch  lumber. 

(ii)  Ladders  over  16  feet  long  and  up 
to  and  including  those  20  feet  long  shaU 
have  side  rails  of  not  less  than  1%6  *  ^ 
inch  lumber. 
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(3)  The  side  rails  of  the  extension  sec¬ 
tion  of  the  extension  trestle  ladder  shall 
be  parallel  and  shall  have  minimum  di¬ 
mensions  as  follows: 

(i)  Ladders  up  to  and  including  12  feet 
long  shall  have  side  rails  of  not  less  than 

X  2%  inch  liunber. 

(ii)  Ladders  over  12  feet  long  and  up 
to  and  including  those  16  feet  Icxig  shall 
have  side  rails  of  not  less  than  1%6  x  2^4 
inch  lumber. 

(iii)  Ladders  over  16  feet  long  and  up 
to  and  including  those  20  feet  long  shall 
have  side  rails  of  not  less  than  l%o  x  2% 
inch  lumber. 

(4)  Trestle  ladders  and  base  sections 
of  extension  trest^le  ladders  shall  be  so 
spread  that  when  in  an  open  position 
the  spread  of  the  trestle  at  the  bottom, 
inside  to  inside,  shall  be  not  less  than 
5^  inches  per  foot  of  the  length  of  the 
ladder. 

(5)  The  width  between  the  side  rails 
at  the  bottom  of  the  trestle  ladder  or  of 
the  base  section  of  the  extension  trestle 
ladder  shall  be  not  less  than  21  inches 
for  adl  ladders  and  sections  6  feet  or  less 
in  length.  For  longer  lengths  of  lad¬ 
der  the  width  shall  be  increased  at  least 
1  inch  for  each  additional  foot  of  length. 
The  width  between  the  side  rails  of  the 
extension  section  of  the  trestle  ladder 
shall  be  not  less  than  12  inches.. 

(6)  In  order  to  limit  spreading,  the 
top  ends  of  the  side  rails  of  both  the 
trestle  ladder  and  of  the  base  section  of 
the  extension  trestle  ladder  shall  be 
beveled,  or  of  equivalent  construction, 
and  shall  be  provided  with  a  metal 
hinge. 

(7)  A  metal  spreader  or  locking  device 
to  hold  the  front  and  back  sections  in 
an  open  position,  and  to  hold  the  ex¬ 
tension  section  securely  in  the  elevated 
position,  shall  be  a  component  of  each 
trestle  ladder  or  extension  trestle  lad¬ 
der, 

(8)  Rungs  shall  be  parallel  and  leveL 
On  the  trestle  ladder,  or  on  the  base  sec¬ 
tion  of  the  extension  trestle  ladder,  rungs 
shall  be  spaced  not  less  than  8  inches 
nor  more  than  18  inches  apart;  on  the 
extension  section  of  the  extension  trestle 
ladder,  rungs  shall  be  spaced  not  less 
than  6  inches  nor  more  than  12  inches 
apart. 

(9)  Platform  planking  shall  be  in  ac¬ 
cordance  with  the  requirements  of  para¬ 
graph  (h)  of  this  section,  except  that 
the  width  of  the  platform  planking  shs^ 
not  exceed  the  distance  between  the  side- 
rails. 

(10)  Backrails  and  toeboaxds  shall  be 
in  accordance  with  the  requirements  of 
paragraph  (i)  of  this  section. 

(e)  Painters’ suspended  scaffolds.  (1) 
The  supporting  hooks  of  swinging  scaf¬ 
folds  shall  be  constructed  to  be  equiva- 
j  lent  in  strength  to  mild  steel  or  wrought 
Iron,  shall  be  forged  with  care,  shall  be 
not  less  than  %  inch  in  diameter,  and 
®liall  be  secured  to  a  safe  anchorage  at 
^  times. 

(2)  The  ropes  supporting  a  swinging 
scaffold  shall  be  equivalent  in  strength 
to  first-grade  %  inch  diameter  manila 
rope  properly  rigged  into  a  set  of  stand- 
^  6  inch  blocks  consisting  of  at  least 
one  double  and  one  single  block. 


(3)  Manila  and  wire  ropes  shall  be 
carefully  examined  before  each  opera¬ 
tion  and  thereafter  as  frequmtly  as  may 
be  necessary  to  ensure  their  safe  condi¬ 
tion. 

(4)  Each  end  of  the  scaffold  platform 
shall  be  supported  by  a  wrought  iron  or 
mild  steel  stirrup  or  hanger,  which  in 
turn  is  supported  by  the  Suspension 
ropes. 

(5)  Stirrups  shall  be  constructed  so  as 
to  be  equivalent  in  strength  to  wrought 
iron  %  inch  in  diameter. 

(6)  The  stirrups  shall  be  formed  with 
a  horizontal  bottom  member  to  support 
the  platform,  shall  be  provided  with 
means  to  support  the  guardrail  and  mid¬ 
rail  and  shall  have  a  loop  or  eye  at  the 
top  for  securing  the  supporting  hook  on 
the  block. 

(7)  Two  or  more  swinging  scaffolds 
shall  not  at  any  time  be  combined  into 
one  by  bridging  the  distance  between 
them  with  planks  or  any  other  form  of 
platform. 

(8)  No  more  than  two  men  shall  be 
permitted  to  work  at  one  time  on  a 
swinging  scaffold  built  to  the  minimum 
specifications  contained  in  this  para¬ 
graph.  Where  heavier  construction  is 
used,  the  niunber  of  men  permitted  to 
work  on  the  scaffold  shall  be  determined 
by  the  size  and  the  safe  working  load  of 
the  scaffold. 

(9)  Backrails  and  toeboards  shall  be 
in  accordance  with  the  requirements  of 
paragraph  (i)  of  this  section. 

(10)  The  swinging  scaffold  platform 
shall  be  one  of  the  three  types  described 
in  subparagraphs  (11),  (12),  and  (13)  of 
this  paragraph. 

(11)  The  ladder-type  platform  con¬ 
sists  of  boards  upon  a  horizontal  ladder¬ 
like  structure,  referred  to  herein  as  the 
ladder,  the  side  rails  of  which  are  par¬ 
allel.  If  this  type  of  platform  is  used  the 
following  requirements  shall  be  met: 

(i)  The  width  between  the  side  rails 
shall  be  no  more  than  20  inches. 

(ii)  The  side  rails  of  ladders  in  ladder- 
type  platforms  shall  be  equivalent  in 
strength  to  a  beam  of  clear  straight¬ 
grained  spruce  of  the  dimensions  con¬ 
tained  in  Table  E-2  in  §  1501.68. 

(iii)  The  side  rails  shall  be  tied  to¬ 
gether  with  tie  rods.  The  tie  rods  shall 
be  not  less  than  inch  in  diameter, 
located  no  more  than  5  feet  apart,  pass 
through  the  rails,  and  be  riveted  up  tight 
against  washers  at  both  ends. 

(iv)  The  rungs  shall  be  of  straight¬ 
grained  oak,  ash,  or  hickory,  not  less 
than  1V&  inches  diameter,  with  %  inch 
tenons  mortised  into  the  side  rails  not 
less  than  %  inch  and  shall  be  spaced  no 
more  than  18  inches  on  centers. 

(v)  Flooring  strips  shall  be  spaced  no 
more  than  %  inch  apart  except  at  the 
side  rails,  where  1  inch  spacing  is  per¬ 
missible. 

(vi)  Flooring  strips  shall  be  cleated  on 
their  undersides. 

(12)  The  plank-type  platform  consists 
of  planks  supported  on  the  stirrups  or 
hangers.  If  this  tsrpe  of  platform  is 
used,  the  following  requirements  shall 
be  met: 

(i)  The  planks  of  plank-type  plat¬ 
forms  shall  be  of  not  less  than  2  x  10  inch 
lumber. 


(ii)  The  platform  shall  be  no  more 
than  24  inches  in  width. 

(iii)  The  planks  shall  be  tied  together 
by  cleats  of  not  less  than  1x6  inch  lum¬ 
ber,  nailed  on  their  imdersides  at  inter¬ 
vals  of  not  more  than  4  feet. 

(iv)  The  planks  shall  extend  not  less 
than  6  inches  nor  more  than  18  Inches 
beyond  the  supporting  stirrups. 

(v)  A  cleat  shall  be  nailed  across  the 
platform  on  the  underside  at  each  end 
outside  the  stirrup  to  prevent  the  plat¬ 
form  from  slipping  ^ff  the  stirrup. 

(Vi)  Stirrup  supports  shall  be  not  more 
than  10  feet  apart. 

(13)  The  beam -type  platform  con¬ 
sists  of  longitudinal  side  stringers  with 
cross  beams  set  on  edge  and  spaced  not 
more  than  4  feet  apart  on  which  longi¬ 
tudinal  platform  planks  are  laid.  If  this 
tsrpe  platform  is  used  the  following  re¬ 
quirements  shall  be  met: 

(1)  The  side  stringers  shall  be  of 
sound,  straight-grained  lumber,  free 
from  knots,  and  of  not  less  than  2x6 
inch  lumber,  set  on  edge. 

(ii)  The  stringers  shall  be  supported 
on  the  stirrups  with  a  clear  span  be¬ 
tween  stirrups  of  not  more  than  16  feet. 

(iii)  The  stringers  shall  be  bolted  to 
the  stirrups  by  U-bolts  passing  around 
the  stirrups  and  bolted  through  the 
’stringers  with  nuts  drawn  up  tight  on 
the  inside  face. 

(iv)  The  ends  of  the  stringers  shall 
extend  beyond  the  stirrups  not  less  than 
6  inches  nor  more  than  12  inches  at  each 
end  of  the  platform. 

(V)  The  platform  shall  be  supported 
.  on  cross  beams  of  2  x  6  inch  lumber  be¬ 
tween  the  side  stringers  securely. nailed 
thereto  and  spaced  not  more  than  4  feet 
on  centers. 

(vi)  The  platform  shall  be  not  more 
than  24  inches  wide. 

(vii)  The  platform  shall  be  formed  of 
boards  %  inch  in  thickness  by  not  less 
than  6  inches  in  width,  nailed  tightly 
together,  and  extending  to  the  outside 
face  of  the  stringers. 

(viii)  The  ends  of  all  platform  boards 
shall  rest  on  the  top  of  the  cross  beams, 
shall  be  securely  nailed,  and  at  no  inter¬ 
mediate  points  in  tfie  length  of  the  plat¬ 
form  shall  there  by  any  cantilever  ends. 

(f)  Horse  scaffolds.  (1)  The  mini¬ 
mum  dimensions  of  lumber  used  in  the 
construction  of  horses  shall  be  in  ac¬ 
cordance  with  Table  E-3  in  §  1501.68. 

(2)  Horses  constructed  of  materials 
other  than  lumber  shall  provide  the 
strength,  rigidity  and  security  required 
of  horses  constructed  of  lumber. 

(3)  The  lateral  spread  of  the  legs 
shall  be  equal  to  not  less  than  one-third 
of  the  height  of  the  horse. 

(4)  All  horses  shall  be  kept  in  good 
repair,  and  shall  be  properly  secured 
when  used  in  staging  or  in  locations 
where  they  may  be  insecure. 

(5)  Platform  planking  shall  be  in  ac¬ 
cordance  with  the  requirements  of  para¬ 
graph  (h)  of  this  section. 

(6)  Backrails  and  toeboards  shall  be 
^  in  accordance  with  paragraph  (i)  of  this 

section. 

_  (g)  Other  types  of  scaffolds.  (1) 
Scaffolds  of  a  type  for  which  specifica¬ 
tions  are  not  contained  in  this  section 
shall  meet  the  general  requirements  of 
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paragraphs  (a) ,  (h)  and  (i)  of  this  sec¬ 
tion.  shall  be  in  accordance  with  recog¬ 
nized  principles  of  design  and  shall  be 
constructed  in  accordance  with  accepted 
standards  covering  such  equipment. 

(h)  Scaffold  or  platform  planking. 

(1)  Except  as  otherwi^  provided  in 
paragraph  (e)  (11)  and  (13)  of  this 
section,  platform  planking  shall  be  of 
not  less  than  2  x  10  inch  lumber.  Plat¬ 
form  planking  shal}  be  straight-grained 
and  free  from  large  or  loose  knots  and 
may  be  either  rough  or  dressed. 

(2)  Platforms  of  staging  shall  be  not 
less  than  two  10  inch  planks  in  width 
except  in  such  cases  as  the  structure 
of  the  vessel  or  the  width  of  the  trestle 
ladders  make  it  impossible  to  provide 
such  a  width. 

(3)  Platform  planking  shall  project 
beyond  the  supporting  members  at  either 
end  by  at  least  6  inches  but  in  no  case 
shall  project  more  than  12  inches  unless 
the  planks  are  fastened  to  the  support¬ 
ing  members. 

(4)  Table  E-4  in  S  1501.68  shall  be 
used  as  a  guide  in  determining  safe  loads 
for  scaffold  planks. 

(i)  Backrails  and  toehoards.  (1) 
Scaffolding,  staging,  runways,  or  work¬ 
ing  platforms  which  are  supported  or 
suspended  more  than  5  feet  above 
a  solid  surface,  or  at  any  distance  above 
the  water,  shall  be  provided  with  a  rail¬ 
ing  which  has  a  top  rail  whose  upper  sur¬ 
face  is  from  42  to  45  inches  above  the 
upper  surface  of  the  staging,  platform, 
or  runway  and  a  midrail  located  half¬ 
way  between  the  upper  rail  and  the  stag¬ 
ing,  platform,  or  runway. 

(2)  Rails  shall  be  of  2  x  4  inch  lumber, 
flat  bar  or  pipe.  When  used  with  rigid 
supports,  taut  wire  or  flber  rope  of  ade¬ 
quate  strength  may  be  used.  If  the  dis¬ 
tance  between  supports  is  more  than  8 
feet,' rails  shall  be  equivalent  in  strength 
to  2  X  4  inch  lumber.  Ralls  shall  be 
flrmly  secured. 

(3)  Rails  may  be  omitted  where  the 
structure  of  the  vessel  prevents  their 
use.  When  rails  are  omitted  employees 
working  more  than  5  feet  above  solid 
surfaces  shall  be  protected  by  safety  belts 
and  life  lines  meeting  the  requirements 
of  §  1501.84(b),  and  employees  working 
over  water  shall  be  protected  by  buoyant 
working  vests  meeting  the  requirements 
of  §  1501.84(a)_. 

(4)  Employees  working  from  swinging 
scaffolds  which  are  triced  out  of  a  verti¬ 
cal  line  below  their  supports  or  from 
scaffolds  on  paint  floats  subject  to  surg¬ 
ing,  shall  be  protected  against  falUng 
toward  the  vessel  by  a  railing  or  a  safety 
belt  and  line  attached  to  the  backrail. 

(5)  When  necessary,  to  prevent  tools 
and  materials  from  falling  on  men  be¬ 
low.  toeboards  of  not  less  than  1x4  inch 
lumber  shall  be  provided. 

(j)  Access  to  staging.  (1)  Access 
from  below  to  staging  more  than  5  feet 
above  a  floor,  deck  or  the  ground  shall 
consist  of  well  secured  stairways,  cleated 
ramps,  flxed  or  portable  ladders  meet¬ 
ing  the  applicable  requirements  of 
§  1501.42  or  rigid  type  non-collapsible 
trestles  with  parallel  and  level  rungs. 

(2)  Ramps  and  stairways  shall  be  pro¬ 
vided  with  36-inch  handrails  with 
midrsdls. 


(3)  Ladders  shall  be  so  located  or 
other  means  shall  be  taken  so  that  it  is 
not  necessary  for  employees  to  step 
more  than  (me  foot  from  the  ladder  to 
any  intermediate  landing  or  platform. 

(4)  Ladders  forming  integral  parts  of 
prefabricated  staging  are  deemed  to 
meet  the  requirements  of  these  regula¬ 
tions. 

(5)  A(x:ess  from  above  to  staging  more 
than  3  feet  below  the  point  of  access 
shall  consist  of  a  straight,  portable  lad¬ 
der  meeting  the  applicable  requirements 
of  §  1501.42  or  a  Jacob’s  ladder  properly 
secured,  meeting  the  requirements  of 
S  1501.44(d). 

§  1501.42  Ladders. 

(a)  General  requirements.  (1)  The 
use  of  ladders  with  broken  or  missing 
rungs  or  steps,  broken  or  split  side  rails, 
or  other  faulty  or  defective  construction 
is  prohibited.  When  ladders  with  such 
def'^cts  are  discovered,  they  shall  be  im¬ 
mediately  withdrawn  from  service. 
Inspection  of  metal  ladders  shall  include 
checking  for  corrosion  of  interiors  of 
open  end,  hollow  rungs. 

(2)  When  sections  of  ladders  are 
spliced,  the  ends  shall  be  abutted,  and 
not  fewer  than  2  cleats  shall  be  seciurely 
nailed  or  bolted  to  each  rail.  The  com¬ 
bined  cross  sectional  area  of  the  cleats 
shall  be  not  less  than  the  cross  sectional 
area  of  the  side  rail.  The  dimensions 
of  side  rails  for  their  total  length  shall 
be  those  specifled'in  paragraphs  (b) 
or  (c)  of  this  section. 

(3)  Portable  ladders  shall  be  lashed, 
blocked  or  otherwise  secured  to  prevent 
their  being  displaced.  The  side  rails  of 
ladders  used  for  access  to  any  level 
shall  extend  not  less  than  36  inches  above 
that  level.  When  this  is  not  practical, 
grab  rails  which  will  provide  a  secure 
grip  for  an  employee  moving  to  or  from 
the  point  of  access  shall  be  installed. 

(4)  Portable  metal  ladders  shall  be  of 
strei^IJi  equivalent  to  that  of  wood 
ladders.  Maniifactured  portable  metal 
ladders  provided  by  the  employer  shall  be 
in  ac^cordance  with  the  provisions  of  the 
American  Standard  Safety  Code  for 
Portable  Metal  Ladders,  A14.2. 

(5)  Portable  metal  ladders  shall  not 
be  used  near  electrical  conductors  nor 
for  electric  arc  welding  operations. 

(6)  Manufactured  portable  wood  lad¬ 
ders  provided  by  the  employer  shall  be 
in  accordance  with  the  provisions  of  the 
Ameri(!an  Standard  Safety  Code  for 
Portable  Wood  Ladders,  A14.1. 

(b)  Construction  of  portable  wood 
cleated  ladders  up  to  30  feet  in  length. 

(1)  Wood  side  rails  shall  be  made  from 
West  Coast  hemlock.  Eastern  spruce, 
Sitka  spruce,  or  wood  of  equivalent 
strer^h.  Material  shall  be  seasoned, 
straight-grained  wood,  and  free  from 
shakes,  checks,  decay  or  other  defects 
which  will  impair  its  strength.  The  use 
of  low  density  woods  is  prohibited. 

(2)  Side  rails  shall  be  dressed  on  all 
sides,  and  kept  free  of  splinters. 

(3)  All  knots  shall  be  sound  and  hard. 
The  use  of  material  containing  loose 
knots  is  prohibited.  Knots  shall  not  ap¬ 
pear  on  the  narrow  face  of  the  rail  and, 
when  in  the  side  face,  shall  be  not  more 
than  V2  inch  in  diameter  or  within 


inch  of  the  edge  of  the  rail  or  nearer 
than  3  inches  to  a  tread  or  rung. 

(4)  Pitch  pockets  not  exceeding  Vg 
inch  in  width,  2  inches  in  length  and  14 
inch  in  depth  are  permissible  in  wood 
side  rails,  provided  that  not  more  than 
one  such  pocket  appears  in  each  4  feet  of 
length. 

(5)  The  width  between  side  rails  at 
the  base  shall  be  not  less  than  1114 
inches  for  ladders  10  feet  or  less  in 
length.  For  longer  ladders  this  width 
shall  be  increased  at  least  inch  for 
each  additional  2  feet  in  length. 

(6)  Side  rails  shall  be  at  least  l^/e  x 
3%  inches  in  cross  section. 

(7)  Cleats  (meaning  rungs  rectan¬ 
gular  in  cross  section  with  the  wide  di¬ 
mension  parallel  to  the  rails)  shall  be 
of  the  material  used  for  side  rails, 
straight-gfained  and  free  from  knots. 
Cleats  shall  be  mortised  into  the  edges 
of  the  side  rails  inch,  or  filler  blocks 
shall  be  used  on  the  rails  between  the 
cleats.  The  cleats  shall  be  secured  to 
each  rail  with  three  lOd  common  wire 
nails  or  fastened  with  through  bolts  or 
other  fasteners  of  equivalent  strength. 
Cleats  shall  be  uniformly  spaced  not  more 
than  12  inches  apart. 

(8)  Cheats  20  inches  or  less  in  length 
shall  be  at  least  ^2  x  3  inches  in  cross 
section.  Cleats  over  20  inches  but  not 
more  thaii  30  inches  in  length  shall  be 
at  least  2^42  x  3%  inches  in  cross  section. 

(c)  Construction  of  portable  wood 
cleated  ladders  from  30  to  60  feet  in 
length.  (1)  Ladders  from  30  to  60  feet 
in  length  shall  be  in  accordance  with  the 
specifications  of  paragraph  (b)  of  this 
section  with  the  following  exceptions: 

(i)  Rails  shall  be  of  not  less  than  2  x 
6  inch  lumber. 

(ii)  Cleats  shall  be  of  not  less  than 
1x4  inch  lumber. 

(iii)  Cleats  shall  be  nailed  to  each 
rail  with  five  lOd  common  wire  nails  or 
fastened  with  through  bolts  or  other 
fastenings  of  equivalent  strength. 

§  1501.43  Guarding  of  deck  openings. 

(a)  When  employees  are  working  in 

the  vicinity  of  flush  manholes  and  other 
small  openings  of  comparable  size  in  the 
deck  and  other  working  surfaces,  such 
openings  shall  be  jsuitably  covered  or 
guarded  to  a  height  of  not  less  than  30 
inches,  except  where  the  use  of  such 
guards  is  made  impracticable  by  the 
w  ork  actually  in  progress.  / 

(b)  When  employees  are  working 
around  open  hatches  not  protected  by 
(x>amings  to  a  height  of  24  inches  or 
around  other  large  openings,  the  edge  of 
the  opening  shall  be  guarded  in  the 
working  area  to  a  height  of  36  to  42 
inches,  except  where  the  use  of  such 
guards  is  made  impracticable  by  the 
work  actually  in  progress. 

§  1501.44  Access  to  vessels. 

(a)  Access  to  vessels  afloat.  The  em¬ 
ployer  shall  not  permit  employees  to 
board  or  leave  any  vessel,  except  a  barge 
or  river  towboat,  until  the  following  re¬ 
quirements  have  been  met : 

(1)  Whenever  practicable,  a  gangway 
of  not  less  than  20  inches  walking  sur¬ 
face,  of  adequate  strength,  maintained 
in  safe  repair  and  safely  secured  shall 
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be  used.  If  a  gangway  is  not  practi¬ 
cable,  a  substantial  straight  ladder,  ex¬ 
tending  at  least  36  inches  above  the 
upper  landing  surface  and  adequately 
secured  against  shifting  or  slipping 
shall  be  provided.  When  conditions  are 
such  that  neither  a  gangway  nor  a 
straight  ladder  can  be  used,  a  Jacob's 
l^der  meeting  the  requirements  of 
paragraph  (d)  (1)  and  (2)  of  this  sec¬ 
tion  may  be  used. 

(2)  Each  side  of  such  gangway,  and 
the  turn  table  if  used,  shall  have  a  rail¬ 
ing  with  a  minimiun  height  of  approxi¬ 
mately  33  inches  measiured  perpendicu¬ 
larly  from  rail  to  walking  surface  at  the 
stanchion,  with  a  mid  rail.  Rails  shall 
be  of  wood,  pipe,  chain,  wire  or  rope 
and  shall  be  kept  taut  at  all  times. 

(3)  Gangways  on  vessels  inspected 
and  certificated  by  the  UJS.  Coast  Guard 
are  deemed  to  meet  the  foregoing  re¬ 
quirements,  except  in  cases  where  the 
vessel’s  regular  gangway  is  not  being 
used. 

(4)  The  gangway  shall  be  kept  prop¬ 
erly  trimmed  at  all  times. 

(5)  When  a  fixed  tread  accommoda¬ 
tion  ladder  is  used,  and  the  angle  is  low 
enough  to  require  employees  to  walk  on 
the  edge  of  the  treads,  cleated  duck- 
boards  shall  be  laid  over  and  secured  to 
the  ladder. 

(6)  When  the  lower  end  of  a  gangway 
overhangs  the  water  between  the  ship 
and  the  dock  in  such  a  manner  that 
there  is  danger  of  employees  falling  be¬ 
tween  the  ship  and  the  dock,  a  net  or 
other  suitable  protection  shall  be  rigged 
at  the  foot  of  the  gangway  in  such  a 
manner  as  to  prevent  employees  from 
falling  from  the  end  of  the  gangway. 

(7)  If  the  foot  of  the  gangway  is  more 
than  one  foot  away  from  the  edge  of  the 
apron,  the  space  between  them  shall  be 
bridged  by  a  firm  walkway  equipped  with 
railings,  with  a  minimiun  height  of  ap¬ 
proximately  33  inches  with  mid  rails  on 
both  sides. 

(8)  Supporting  bridles  shall  be  kept 
clear  so  as  to  permit  imobstructed  pas¬ 
sage  for  employees  using  the  gangway. 

(9)  When  the  upper  end  of  the  means 
of  access  rests  on  or  fiush  with  the  top 
of  the  bulwark,  substantial  steps  prop¬ 
erly  secured  and  equipped  with  at  least 
one  substantial  handrail  approximately 
33  inches  in  height  shall  be  provided  be¬ 
tween  the  top  of  the  bulwark  and  the 
deck. 

(10)  Obstructions  shall  not  be  laid  on 
or  across  the  gangway. 

(11)  The  means  of  access  shall  be  ade¬ 
quately  illuminated  for  its  full  length. 

(12)  Unless  the  construction  of  the 
vessel  makes  it  impossible,  the  means  of 
access  shall  be  so  located  that  drafts  of 
cargo  do  not  pass  over  it.  In  any  event 
loads  shall  not  be  passed  over  the  means 
of  access  while  employees  are  on  it. 

(b)  Access  to  vessels  in  drydock  or  be¬ 
tween  vessels.  Gangways  meeting  the 
^uirements  of  paragraph  (a)  (1),  (2), 
(9),  (10),  (11)  of  this  section  shall  be 
provided  for  access  from  wing  wall  to 
v^sel  or,  when  two  or  more  vessels,  other 
tnan  barges  or  river  towboats,  are  lying 
abreast,  from  one  vessel  to  another. 

(c)  Access  to  barges  and  river  tow- 
ooats.  (1)  Ramps  for  access  of  vehicles 


to  or  between  barges  shall  be  of  adequate 
strength,  provided  with  side  boards,  well 
maintained  and  properly  secured. 

(2)  Unless  employees  can  step  safely  to 
or  from  the  wharf,  fioat,  barge,  or  river 
towboat,  either  a  ramp  in,  accordance 
with  the  requirements  of  subparagraph 
(1)  of  this  paragraph  or  a  safe  walkway 
in  accordance  with  the  requirements  of 
paragraph  (a)(7)  of  this  section  shall  be 
provided.  When  a  walkway  is  imprac¬ 
ticable,  a  substantial  straight  ladder,  ex¬ 
tending  at  least  36  inches  above  the 
upper  landing  surface  and  adequately 
secured  against  shifting  or  slipping  shall 
be  provided.  When  conditions  are  such 
that  neither  a  walkway  nor  a  straight 
ladder  can  be  used,  a  Jacob’s  ladder  in 
accordance  with  the  requirements  of 
paragraph  (d)  of  this  section  may  be 
used. 

(3)  The  means  of  access  shall  be  in 
accordance  with  the  requirements  of 
paragraph  (a)  (9),  (10)  and  (11)  of  this 
section. 

(d)  Jacob’s  ladders.  (1)  Jacob's 
ladders  shall  be  of  the  double  rung  or 
fiat  tread  type.  They  shall  be  well  main¬ 
tained  and  properly  secured. 

(2),  A  Jacob’s  ladder  shall  either  hang 
.without  slack  from  its  lashings  or  be 
pulled  up  entirely. 

§  1501.45  Access  to  and  guarding  of  dry 
docks. 

(a)  A  gangway,  ramp  or  permanent 
stairway  of  not  less  than  20  inches  walk¬ 
ing  surface,  of  adequate  strength,  main¬ 
tained  in  safe  repair  and  securely  fas¬ 
tened,  shall  be  provided  between  a  float¬ 
ing  dry  dock  and  the  pier  or  bulkhead. 

(b)  Each  side  of  such  gangway,  ramp 
or  permanent  stairway,  including  those 
which  are  used  for  access  to  wing  walls 
from  dry  dock  fioors,  shall  have  a  railing 
with  a  mid  rail.  Such  railings  on  gang¬ 
ways  or  ramps  shall  be  approximately  42 
inches  in  height;  and  railings  on  per¬ 
manent  stairways  shall  be  not  less  than 
approximately  30  or  more  than  approxi¬ 
mately  34  inches  in  height.  Rails  shall 
be  of  wood,  pipe,  chain,  wire,  or  rope 
and  shall  be  kept  taut  at  all  times. 

(c)  Railings  meeting  the  requirements 
of  paragraph  (b)  of  this  section  shall  be 
provided  on  the  means  of  access  to  and 
from  the  fioors  of  graving  docks. 

(d)  Railings  approximately  42  inches 
in  height,  with  a  mid  rail,  shall  be  pro¬ 
vided  on  the  edges  of  wing  walls  of  float¬ 
ing  dry  docks  and  on  the  edges  of  graving 
docks.  Sections  of  the  railings  may  be 
temporarily  removed  where  necessary  to 
permit  line  handling  while  a  vessel  is 
entering  or  leaving  the  dock. 

(e)  When  employees  are  working  on 
the  floor  of  a  fioating  dry  dock  where 
they  are  exposed  to  the  hazard  of  falling 
into  the  water,  the  end  of  the  dry  dock 
shall  be  equipped  with  portable  stan¬ 
chions  and  42  inch  railings  with  a  mid 
rail.  When  such  a  railing  would  be  im¬ 
practicable  or  ineffective,  other  effective 
means  shall  be  provided  to  prevent  men 
from  falling  into  the  water. 

(f)  Access  to  wingwalls  from  fioors  of 
dry-docks  shall  be  by  ramps,  permanent 
staifways  or  ladders  meeting  the  applica¬ 
ble  requirements  of  §  1501.42. 


§  1501.46  Access  to  cargo  spaces  and 
confined  spaces. 

(a)  Cargo  spaces.  (1)  There  shall  be 
at  least  one  safe  and  accessible  ladder 
in  any  cargo  space  which  employees  must 
enter. 

(2)  When  any  fixed  ladder  is  visibly 
unsafe,  the  employer  shall  prohibit  its 
use  by  employees. 

(3)  Straight  ladders  of  adequate 
strength  and  suitably  secured  against 
shifting  or  slipping  shall  be  provided  as 
necei^ary  when  fixed  ladders  in  cargo 
spaces  do  not  meet  the  requirements  of 
subparagraph  (1)  of  this  paragraph. 
When  conditions  are  such  that  a  straight 
ladder  cannot  be  used,  a  Jacob’s  ladder 
meeting  the  requirements  of  §  1501.44(d) 
may  be  used. 

(4)  When  cargo  is  stowed  within  4 
inches  of  the  back  of  ladder  nmgs,  the 
ladder  shall  be  deemed  “unsafe”  for  the 
purpose  of  this  section. 

(5)  Fixed  ladders  or  straight  ladders 
provided  for  access  to  cargo  spaces  shall 
not  be  used  at  the  same  time  that  cargo 
drafts  or  other  loads  are  entering  or 
leaving  the  hold.  Before  using  these 
ladders  to  enter  or  leave  the  hold,  the 
employee  shall  be  required  to  inform  the 
winchman  or  crane  signalman  of  his 
intention. 

(b)  Confined  spaces.  (1)  More  than 
one  means  of  access  shall  be  provided 
to  a  confined  space  in  which  employees 
are  working  and  in  which  the  work  may 
generate  a  hazardous  atmosphere  in  the 
space  except  where  the  structure  or  ar¬ 
rangement  of  the  vessel  makes  this  pro¬ 
vision  impractical. 

(2)  When  the  ventilation  ducts  re¬ 
quired  by  these  regulations  must  pass 
through  these  means  of  access,  the  ducts 
shall  be  of  such  a  tsqie  and  so  arranged 
as  to  permit  free  passage  of  an  employee 
through  at  least  two  of  these  means  of 
access. 

§  1501.47  Working  surfaces. 

When  firebox  fioors  present  tripping 
hazards  of  exposed  tubing  or  of  missing 
or  removed  refractory,  sufficient  plank¬ 
ing  to  afford  safe  footing  shall  be  laid 
while  work  is  being  carried  on  within 
the  boiler. 

Subpart  F — General  Working 
Conditions 


§  1501.51  Housekeeping. 

(a)  Good  housekeeping  conditions 
shall  be  maintained  at  all  times.  Ade¬ 
quate  aisles  and  passageways  shall  be 
maintained  in  all  work  areas.  All  stag¬ 
ing  platforms,  ramps,  stairways,  walk¬ 
ways,  aisles,  and  passageways  on  vessels 
or  dry  docks  shall  be  kept  clear  of  all 
debris  such  as  welding  rod  tips,  bolts, 
nuts,  and  similar  material.  Welding 
leads,  burner  hose  and  air  hose  in  aisles 
or  passageways  shall  be  elevated  over 
or  placed  under  the  walkway  surfaces  or 
covered  by  cross-over  planks. 

(b)  All  working  areas  on  vessels  and 
dry  docks  shall  be  kept  reasonably  free 
of  debris,  and  construction  material  shall 
be  so  piled  as  not  to  present  a  hazard  to 
employees. 

(c)  Slippery  conditions  on  walkways 
or  working  surfaces  shall  be  eliminated 
as  they  occur. 
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(d)  Free  access  shall  be  maintained  at 
‘all  times  to  all  exits  and  to  all  fire-alarm 
boxes  or  fire-extinguishing  equipment. 

(e)  All  oils,  paints,  thinners,  solvents 
waste,  rags,  or  other  fiammable  sub- 
stancer  shall  be  kept  in  fire  resistant 
covered  containers  when  not  in  use. 

§  1501.52  Illumination. 

(a)  All  means  of  access  and  walkways 
leading  to  working  areas  as  well  as  the 
working  areas  themselves  shall  be  ade¬ 
quately  illtiminated. 

(b)  Temporary  lights  shall  meet  the 
following  requirements: 

(1)  Temporary  lights  shall  be  equip¬ 
ped  with  guards  to  prevent  accidental 
contact  with  the  bulb,  except  that  guards 
are  not  required  when  the  construction 
of  the  reflector  is  such  that  the  bulb  is 
deeply  recessed. 

(2)  Temporary  lights  shall  be  equipped 
with  heavy  duty  electric  cords  with ' 
connections  and  insulation  maintained 
in  safe  condition.  Temporary  lights 
shall  not  be  suspended  by  their  electric 
cords  unless  cords  and  lights  are  de¬ 
signed  for  this  means  of  suspension. 

(3)  Cords  shall  be  kept  clear  of  work¬ 
ing  spaces  and  walkways  or  other  loca¬ 
tions  in  which  they  are  readily  exposed 
to  damage. 

(c)  Exposed  non-current-carrying 
metal  parts  of  temporary  lights  fur¬ 
nished  by  the  employer  shall  be  grounded 
either  through  a  third  wire  in  the  cable 
containing  the  circuit  conductors  or 
through  a  separate  wire  which  is 
grounded  at  the  source  of  the  current. 
Grounding  shall  be  in  accordance  with 
the  requirements  of  §  1501.72(b). 

(d)  Where  temporary  lighting  from 
sources  outside  the  vessel  is  the  only 
means  of  illumination,  portable  emer¬ 
gency  lighting  equipment  shall  be  avail¬ 
able  to  provide  illumination  for  safe 
movement  of  empoyees. 

(e)  Employees  shall  not  be  permitted 
to  enter  dark  spaces  without  a  suitable 
portable  light.  The  use  of  matches  and 
open  fiame  lights  is  prohibited.  In  non¬ 
gas  free  spaces,  portable  lights  shall 
meet  the  requirements  of  S  1501.12(b) . 

(f)  Temporary  lighting  stringers  or 
streamers  shall  be  so  arranged  as  to 
avoid  overloading  of  branch  circuits. 
Each  branch  circuit  shall  be  equipped 
with  overcurrent  protection  of  capacity 
not  exceeding  the  rated  current  carry¬ 
ing  capacity  of  the  cord  used. 

§  1501.53  Utilities. 

(a)  Steam  supply  and  hoses.  (1) 
Prior  to  supplying  a  vessel  with  steam 
from  a  source  outside  the  vessel,  the  em¬ 
ployer  shall  ascertain  from  responsible 
vessel’s  representatives,  having  knowl¬ 
edge  of  the  condition  of  the  plant,  the 
safe  working  pressure  of  the  vessel’s 
steam  system.  The  employer  shall  in¬ 
stall  a  pressure  gauge  and  a  relief  valve 
of  proper  size  and  capacity  at  the  point 
where  the  temporary  steam  hose  joins 
the  vessel’s  steam  piping  system  or  sys¬ 
tems.  The  relief  valve  shall  be  set  and 
capable  of  relieving  at  a  pressure  not  ex¬ 
ceeding  the  safe  working  pressure  of  the 
vessel’s  system  in  its  present  condition, 
and  there  shall  be  no  means  of  isolating 
the  relief  valve  from  the  system  which  it 


protects.  The  pressure  gauge  and  relief 
valve  shall  be  located  so  as  to  be  visible 
and  readily  accessible. 

(2)  Steam  hose  and  fittings  shall  have 
a  safety  factor  of  not  less  than  five  (5). 

(3)  When  steam  hose  is  hung  in  a 
bight  or  bights,  the  weight  shall  be  re¬ 
lieved  by  appropriate  lines.  The  hose 
shall  be  protected  against  chafing. 

(4)  Steam  hose  shall  be  protected 
from  damage  and  hose  and  temporary 
piping  shall  be  so  shielded  where  passing 
through  normal  work  areas  as  to  prevent 
accidental  contact  by  employees. 

(b)  Electric  power.  (1)  When  the 
vessel  is  supplied  with  electric  power 
from  a  source  outside  the  vessel,  the  fol¬ 
lowing  precautions  shall  be  taken  prior 
to  energizing  the  vessel’s  circuits: 

(i)  If  in  dry  dock,  the  vessel  shall  be 
adequately  grounded. 

(ii)  The  employer  shall  ascertain  from 
responsible  vessel’s  representatives,  hav¬ 
ing  a  knowledge  of  the  condition  of  the 
vessel’s  electrical  system,  that  all  circuits 
to  be  energized  are  in  a  safe  condition. 

(iii)  All  circuits  to  be  energized  shall 
be  equipped  with  overcurrent  protection 
of  capacity  not  exceeding  the  rated  cur¬ 
rent  carrying  capacity  of  the  cord  used. 

§  1501.54  Work  in  confined  or  isolated 
spaces. 

When  any  work  is  performed  in  a  con¬ 
fined  space,  except  as  provided  in 
§  1501.31(b)  (3),  of  when  an  employee  is 
working  alone  in  an  isolated  location, 
frequent  checks  shall  be  made  to  ensure 
the  safety  of  the  employees. 

§  1501.55  Work  on  or  in  the  vicinity  of 
radar  and  radio. 

(a)  No  employees  other  than  radar  or 
radio  repairmen  shall  be  permitted  to 
work  on  masts,  king  posts  or  other  aloft 
areas  unless  the  radar  and  radio  are 
secured  or  otherwise  made  incapable  of 
radiation.  In  either  event,  the  radio  and 
radar  shall  be  appropriately  tagged. 

(b)  Testing  of  radar  or  radio  shall  not 
be  done  until  the  employer  can  schedule 
such  tests  at  a  time  when  no  work  is  in 
progress  aloft  or  personnel  can  be  cleared 
from  the  danger  area  according  to  min¬ 
imum  safe  distances  established  for  and 
based  on  the  type,  model,  and  power  of 
the  equipment. 

§  1501.56  Work  in  or  on  lifeboats. 

(a)  Before  employees  are  permitted  to 
work  In  or  on  a  lifeboat,  either  stowed 
or  in  a  suspended  position,  the  employer 
shall  ensure  that  the  boat  is  secured  in¬ 
dependently  of  the  releasing  gear  to  pre¬ 
vent  the  boat  from  falling  due  to 
accidental  tripping  of  the  releasing  gear 
and  movement  of  the  davits  or  capsizing 
of  a  boat  in  chocks. 

(b)  Employees  shall  not  be  permitted 
to  remain  in  boats  while  the  boats  are 
being  hoisted  into  final  stowed  position. 

(c)  Employees  shall  not  be  permitted 
to  work  on  the  outboard  side  of  life¬ 
boats  stoWed  on  their  chocks  unless  the 
boats  are  secured  by  gripes  or  otherwise 
secured  to  prevent  them  from  swinging 
outboard. 

§  1501.57  Health  and  sanitation. 

(a)  The  employer  shall  provide  ade¬ 
quate  washing  facilities  for  employees 


engaged  in  the  ai^lication  of  paints  or 
coatings  or  in  other  operations  where 
contaminants  can,  by  ingestion  or  ab¬ 
sorption,  be  detrimental  to  the  health 
of  the  employee.  The  employer  shall 
encourage  good  personal  hygiene  prac¬ 
tices  by  informing  the  employees  of  the 
need  for  removing  surface  contaminants 
by  thorough  washing  of  hands  and  face 
prior  to  eating  or  smoking. 

(b)  The  employer  shall  not  permit 
eating  or  smoking  in  areas  imdergoing 
surface  preparation  or  preservation. 

(c)  The  employer  shall  not  permit 
employees  to  work  in  the  immediate 
vicinity  of  uncovered  garbage  and  shall 
ensure  that  employees  working  beneath 
or  on  the  outboard  side  of  a  vessel  are 
not  subject  to  contamination  by  drain¬ 
age  or  waste  from  overboard  discharges. 

§  1501.58  First  aid. 

(a)  Unless  a  first  aid  room  and  a 
qualified  attendant  are  close  at  hand 
and  prepared  to  render  first  aid  to  em¬ 
ployees  on  behalf  of  the  employer,  the 
employer  shall  furnish  a  first  aid  kit  for 
each  vessel  on  which  work  is  being  per¬ 
formed,  except  that  when  work  is  being 
performed  on  more  than  one  small  ves¬ 
sel  at  one  pier,  only  one  kit  shall  be  re¬ 
quired.  The  kit,  when  required,  shall  be 
kept  close  to  the  vessel  and  at  least  one 
employee,  close  at  hand,  shall  be  quali¬ 
fied  to  administer  first  aid  to  the  injured. 

(b)  The  first  aid  kit  shall  consist  of 
a  weatherproof  container  with  individ¬ 
ual  sealed  packages  for  each  type  of 
item.  The  contents  of  such  kit  shall 
contain  a  sufficient  quantity  of  at  least 
the  following  t3^s  of  items : 

Gauze  roller  bandages,  1  inch  and  2  inch. 
Gauze  compress  bandages,  4  inch. 

Adhesive  bandages,  1  inch. 

Triangular  bandage,  40  inch. 

Ammonia  inhalants  and  ampules. 

Antiseptic  applicators  or  swabs. 

Bum  dressing. 

Eye  dressing. 

Wire  or  thin  board  splints. 

Forceps  and  tourniquet. 

(c)  The  contents  of  the  first  aid  kit 
shall  be  checked  before  being  sent  out 
on  each  job  Euad  at  least  weekly  on  each 
job  to  ensure  that  the  expended  items 
are  replaced. 

(d)  There  shall  be  available  for  each 
vessel  on  which  ten  (10)  or  more  em¬ 
ployees  are  working  one  Stokes  basket 
stretcher,  or  equivalent,  permanently 
equipped  with  bridles  for  attaching  to 
the  hoisting  gear,  except  that  no  more 
than  two  stretchers  are  required  on  each 
job  location.  Stretchers  shall  be  kept 
close  to  the  vessels.  This  paragraph 
does  not  apply  where  ambulance  serv¬ 
ices  carry  such  stretchers. 

Subpart  G — Gear  and  Equipment  for 

Rigging  and  Materials  Handling 

§  1501.61  Inspection. 

(a)  All  gear  and  equipment  provided 
by  the  employer  for  rigging  and  ma¬ 
terials  handling  shall  be  inspected  be¬ 
fore  each  shift  and,  when  necessary,  at 
intervals  during  its  use  to  ensure  that  it 
is  safe.  Defective  gear  shall  be  removed 
and  repaired  or  replaced  before  further 
use. 
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(b)  The  safe  working  load  of  gear  as 
specified  in  §§  1501.62  and  1501.63  shall 
not  be  exceeded. 

§  1501.62  Ropes,  chains  and  slings. 

(a)  Manila  rope  and  manila  rope 
slings.  (1)  Table  G-1  in  S  1501.68  shall 
be  used  to  determine  the  safe  working 
load  of  various  sizes  of  manila  rope  and 
manila  rope  slings  at  various  angles,  ex¬ 
cept  that  higher  safe  working  loads  are 
permissible  when  recommended  bx  the 
manufacturer  for  specific,  identifiable 
products,  provided  that  a  safety  factor 
of  not  less  than  five  (5)  is  maintained. 

(b)  Wire  rope  and  wire  rope  slings. 

(1)  Tables  G-2  through  G-5  in  §  1501.68 
shall  be  used  to  determine  the  safe  work¬ 
ing  loads  of  various  sizes  and  classifica¬ 
tions  of  improved  plow  steel  wire  rope 
and  wire  rope  slings  with  various  tsrpes 
of  terminals.  For  sizes,  classifications 
and  grades  not  included  in  these  tables, 
the  safe  working  load  recommended  by 
the  manufacturer  for  specific,  identifi¬ 
able  products  shall  be  followed,  provided 
that  a  safety  factor  of  not  less  than  five 
(5)  is  maintained. 

(2)  Protruding  ends  of  strands  in 
splices  on  slings  and  bridles  shall  be 
covered  or  blunted. 

(3)  Where  U-bolt  wire  rope  clips  are 
used  to  form  eyes.  Table  G-6  in  §  1501.68 
shall  be  used  to  determine  the  number 
and  spacing  of  clips.  The  U-bolt  shall 
be  applied  so  that  the  “U”  section  is  in 
contact  with  the  dead  end  of  the  rope. 

(4)  Wire  rope  shall  not  be  secured  by 
knots. 

(c)  Chains  and  chain  slings.  (1) 
Tables  G-7  and  G-8  in  §  1501.68  shall  be 
used  to  determine  the  working  load 

I  limit  of  various  sizes  of  wrought  iron  and 
alloy  steel  chains  and  chain  slings,  except 
ttiat  higher  safe  working  loads  are  per¬ 
missible  when  recommended  by  the 
manufacturer  for  specific,  identifiable 
products. 

(2)  All  sling  chains,  including  end 
fastenings,  shall  be  given  a  visual  inspec¬ 
tion  before  being  used  on  the  job.  A 
thorough  inspection  of  all  chains  in  use 
shall  be  made  every  3  months.  Each 
chain  shall  bear  an  indication  of  the 
month  in  which  it  was  thoroughly  in¬ 
spected.  The  thorough  inspection  shall 
include  inspection  for  wear,  defective 
welds,  deformation  and  increase  in 
length  or  stretch. 

(3)  Interlink  wear,  not  accompanied 
by  stretch  in  excess  of  5  percent,  shall 
be  noted  and  the  chain  removed  from 
service  when  maximum  allowable  wear 
at  any  point  of  link,  as  indicated  in  Table 
G-9  in  §  1501.68  has  been  reached. 

(4)  Chain  slings  shall  be  removed 
from  service  when,  due  to  stretch,  the 
increase  in  length  of  a  measured  section 
wceeds  five  (5)  percent;  when  a  link  is 
bent,  twisted  or  otherwise  damaged;  or 
when  raised  scarfs  or  defective  welds 
appear. 

(5)  All  repairs  to  chains  shall  be  made 
imder  qualified  supervision.  Links  or 
wrtions  of  the  chain  found  to  be  defec-« 

described  in  subparagraph  (4)  of 
inis  paragraph  shall  be  replaced  by  links 
navmg  proper  dimensions  and  made  of 
material  sinailar  to  that  of  the  chain. 
«lore  repaired  chains  are  returned  to 
service,  they  shall  be  proof  tested  to  the 


proof  test  load  recommended  by  the 
manufacturer. 

(6)  Wrought  iron  chains  in  constant 
use  shall  be  annealed  or  normalized  at 
intervals  not  exceeding  six  months  when 
recommended  by  the  manufacturer.  The 
chain  manufacturer  shall  be  consulted 
for  recommended  procedures  for  anneal¬ 
ing  or  normalizing.  Alloy  chains  shall 
never  be  annealed. 

(7)  A  load  shall  not  be  lifted  with  a 
chain  having  a  kink  or  knot  in  it.  A 
chain  shall  not  be  shortened  by  bolting, 
wiring  or  knotting. 

§  1501.63  Shackles  and  hooks. 

(a)  Shackles.  (1)  Table  G-10  in 
§  1501.68  shall  be  used  to  determine  the 
safe  working  loads  of  various  sizes  of 
shackles,  except  that  higher  safe  work¬ 
ing  loads  are  permissible  when  recom¬ 
mended  by  the  manufacturer  for  specific, 
identifiable  products,  provided  that  a 
safety  factor  of  not  less  than  five  (5)  is 
maintained. 

(b)  Hooks.  (1)  The  manufacturer’s 
recommendations  shall  be  followed  in 
determining  the  safe  working  loads  of 
the  various  sizes  and  types  of  specific 
and  identifiable  hooks.  All  hooks  for 
which  no  applicable  manufacturer’s  rec¬ 
ommendations  are  available  shall  be 
tested  to  twice  the  intended  safe  working 
load  before  they  are  initially  put  into  use. 
The  employer  shall  maintain  a  record 
of  the  dates  and  results  of  such  tests. 

(2)  Loads  shall  be  applied  to  the 
throat  of  the  hook  since  loading  the  point 
overstresses  and  bends  or  springs  the 
hook. 

(3)  Hooks  shall  be  inspected  period¬ 
ically  to  see  that  they  have  not  been  bent 
by  overloading.  Bent  or  sprung  hooks 
shall  not  be  used. 

§  1501.64  Chain  falls  and  pull-lifts. 

(a)  Chain  falls  and  pull-lifts  shall  be 
clearly  marked  to  show  the  capacity  and 
the  capacity  shall  not  be  exceeded. 

(b)  Chain  falls  shall  be  regularly  in¬ 
spected  to  ensure  ^at  they  are  safe, 
particular  attention  being  given  to  the 
lift  chain,  pinion,  sheaves  and  hooks  for 
distortion  and  wear.  Pull-lifts  shall  be 
regularly  inspected  to  ensure  that  they 
are  safe,  particulax  attention  being  given 
to  the  ratchet,  pawl,  chain  and  hooks  for 
distortion  and  wear. 

(c)  Straps,  shackles,  and  the  beam  or 
overhead  structure  to  which  a  chain 
fall  or  pull-lift  is  secured  shall  be  of 
adequate  strength  to  support  the  weight 
of  load  plus  gear.  The  upper  hook 
shall  be  moused  or  otherwise  secured 
against  coming  free  of  its  support. 

§  1501.65  Hoisting  and  hauling  equip¬ 
ment. 

(a)  The  moving  parts  of  hoisting  and 
hauling  equipment  shall  be  guarded. 

(b)  Mobile  crawler  or  truck  ‘cranes 
used  on  a  vessel: 

(1)  The  maximum  manufacturer’s 
rated  safe  working  loads  for  the  various 
working  radii  of  the  boom  and  the  maxi¬ 
mum  and  minimum  radii  at  which  the 
boom  may  be  safely  used  with  and  with¬ 
out  outriggers  shall  be  conspicuously 
posted  near  the  controls  and  shall  be 
visible  to  the  operator.  A  radius  indi-^ 
cator  shall  be  provided. 


(2)  The  posted  safe  working  loads  of 
mobile  crawler  or  truck  cranes  under  the 
conditions  of  use  shall  not  be  exceeded. 

(3)  The  area  within  the  swing  radius 
of  the  body  of  a  crawler  or  truck  crane 
and  the  extended  parts  thereof  shall  be 
guarded  in  such  a  manner  as  to  prevent 
an  employee  from  being  in  such  a  posi¬ 
tion  as  to  be  struck  by  the  crane  or 
caught  between  the  crane  and  fixed 
parts  of  the  vessel  or  of  the  crane  itself. 

(c)  Marine  railways : 

(1)  The  cradle  or  carriage  on  the 
marine  railway  shall  be  positively 
blocked  or  secured  when  in  the  hauled 
position  to  prevent  it  from  being 
accidentally  released. 

§  1501.66  Use  of  gear. 

(a)  Loads  shall  be  safely  rigged  before 
being  hoisted. 

(b)  Plates  shall  be  handled  on  and  off 
hulls  by  means,  of  shackles  whenever 
possible.  Clips  or  pads  of  ample  size 
shall  be  welded  to  the  plate  to  receive  the 
shackle  pins  when  there  are  no  holes  in 
the  plate.  When  it  is  not  possible  to 
make  holes  in  or  to  weld  pads  to  the  plate, 
alligator  tongs,  grab  hooks,  grab  clamps 
or  screw  clamps  may  be  used.  In  such 
cases  special  precautions  shall  be  taken 
to  keep  employees  from  imder  such  lifts. 

(c)  Tag  lines  shall  be  provided  on 
loads  likely  to  swing  or  to  need  guidance. 

(d)  When  slings  are  secured  to  eye^ 
bolts,  the  slings  shall  be  so  arranged, 
using  spreaders  if  necessary,  that  the 
pull  is  within  20  degrees  of  the  axis  of 
the  bolt. 

(e)  Slings  shall  be  padded  by  means 
of  wood  blocks  or  other  suitable  material 
where  they  pass  over  sharp  edges  or 
comers  of  loads  so  as  to  prevent  cutting 
or  kinking. 

(f )  Skips  shall  be  rigged  to  be  handled 
by  not  less  than  3  legged  bridles,  and  all 
legs  shall  always  be  used.  When  open 
end  skips  are  used,  means  shall  be  taken 
to  prevent  the  contents  from  falling. 

(g)  Loose  ends  of  idle  legs  of  slings 
in  use  shall  be  hung  on  the  hook. 

(h)  Employees  shall  not  be  permitted 
to  ride  the  hook  or  the  load. 

(i)  Loads  (tools,  equipment  or  other 
materials)  shall  not  be  swung  or  sus¬ 
pended  over  the  heads  of  employees. 

(j)  Pieces  of  equipment  or  structure 
susceptible  to  falling  or  dislodgement 
shall  be  secured  or  removed  as  early  as 
possible. 

(k)  An  individual  who  is  familiar  with 
the  signal  code  in  use  shall  be  assigned 
to  act  as  a  signalman  when  the  hoist 
operator  cannot  see  the  load  being 
handled.  Communications  shall  be  made 
by  means  of  clear  and  distinct  visual  or 
auditory  signals  except  that  verbal 
signals  shall  not  be  permitted. 

(l)  Pallets,  when  used,  shall  be  of 
such  material  and  construction  and  so 
maintained  as  to  safely  support  and 
carry  the  loads  being  handled  on  them. 

(m)  A  section  of  hatch  through  which 
materials  or  equipment  are  being  raised, 
lowered,  moved  or  otherwise  shifted  by 
a  crane,  winch,  hoist  or  derrick,  shall 
be  completely  opened.  The  beams  and 
pontoon  left  in  place  adjacent  to  an 
opening  shall  be  sufficiently  lashed, 
locked  or  otherwise  secured  to  prevent 
them  from  being  unshipped. 
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TABLE  G-2 

BATED  CAPACITIES  FOR  IMPROVED  PLOW  S'raEL,  INDEPENDENT  WIRE  ROPE 
CORE.  WIRE  ROPE  AND  WIRE  ROPE  SLINQS 

(In  tons  of  2000  pounds) 


Rope 

Dia. 

Inches 

SINGLE 

USG 

“  1 

Vertical 

Choker  | 

A 

B 

C 

A 

B 

C 

6x19  CLASS  IF  ICATICXR 

1/4” 

•  59 

.56 

.53 

.44 

•42 

.40 

3/8” 

1.3 

1.2 

.  1.1 

•98 

.93 

•86 

1/2” 

2.3 

2.2 

2.0 

1.7 

1.6 

1.5 

5/8” 

3,6  ^ 

3.4 

3.0 

2.7 

2.5 

2.2 

3/4” 

5,1 

4.9 

4.2 

3.8 

3.6 

3.1 

7/8” 

^.9 

6.6 

5.5 

5.2 

4.9 

4.1 

1 

II 

9.0 

8.5 

7.2 

6.7 

6.4 

5.4 

1 

-1/8” 

11. 

10. 

9.0 

8.5 

7.8 

6.8 

✓ 

6x37  CLASSIFICATION 

1 

-1/4” 

13. 

12. 

10. 

9.9 

9.2 

7.9 

1 

-3/8” 

16. 

15. 

13. 

12. 

11. 

9.6 

1 

-1/2” 

19. 

17. 

15. 

14. 

13. 

11. 

1 

-3/4” 

26. 

24. 

20. 

19. 

18. 

15. 

2 

It 

33. 

30. 

26. 

25. 

23. 

20. 

2 

-1/4” 

41. 

38. 

33. 

31. 

29. 

25. 

(A) 
^  (B) 

(C) 

-  Socket  or  Swaged  Terminal  attachment. 

-  Mechanical  Sleeve  attachment. 

-  Hand  Tucked  Splice  attachment. 

TAni.R  0-3 

RATW  rAV.\<'ITIK8  rt*R  IMPROVKn  Vtjnv  RTF.rr^  INnEPEMDKNT  WIRB  KOPS 
UWK.  WIRK  KIM'S  SUNGS 

(la  toaa  aC  3000  pnanda) 


N 

TVO  -  LEG  BRIDLE  OR  BASKET 

HITCH 

- 1 

Ropo 

DU. 

Inch*. 

fertlcal 

•0® 

-i 

A 

MBM 

C 

A 

B 

Di 

A 

B 

mm 

KH 

■Bli 

—  1 

_ ^ 

6x19  XLASSiriCATION 

1/4- 

3/8" 

1/2" 

5/8" 

3/4" 

7/8" 

1" 

1-1/8" 

1.2 

2.8 

4.6 

7.2 

10. 

14. 

18. 

23. 

1.1 

2.5 

4.4 

6.8 

9.7 

13, 

17. 

21. 

1.0 

2.3 
3.9 
6.0 

8.4 
11. 
14. 
18. 

1.0 

2.3 

4.0 

6.2 

8.9 

12, 

15, 

19. 

2.1 

3.8 

5.9 
8.4 

11. 

15. 

18. 

.92 

2.0 
3.4 
'  5.2 
7.3 
9.6 
12. 
16. 

-  .8i 

1.8 

3.2 

5.1 

7.2 
9.8 

13. 

16. 

H 

.75 

1.6 

2.8 

4.2 

5.9 

7.8 

10. 

13. 

BEB3I 

KEfl 

.56 

1.2 

2.2 

3.4 

4.9 
6.6 

8.9 
10. 

.53 

1.1 

2.0 

3.0 

4.2 
5.5 

7.2 
9.0 

6x37  (XASSirXCATIOR 

1-1/4" 

1-3/8" 

1-1/2" 

1- 3/4" 
2" 

2- 1/4" 

9 

24. 

29, 

35. 

47. 

61. 

76, 

21. 

25. 

30. 

41, 

53. 

66. 

21. 

25. 

30. 

41. 

53. 

66. 

I 

19. 

22. 

27, 

36. 

47. 

58. 

1 

1 

13. 

16. 

19. 

26. 

33. 

41. 

12. 

15. 

17. 

24. 

30. 

38. 

1 

(A)  -  Socket  OP  Swaged  Tcrnlnal  Attaclw« 

(B)  -  Stechaaleal  Sleeve  Attaehwent, 

(C)  -  Read  Tucked  Splice  AttachMat. 

St. 
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RULES  AND  REGULATIONS 


TABLR  0-4 

BATED  CAPACITIES  POR  IMPROVRD  PLOW  STEEL.  PIBBR  CORE.  WIRB 
ROPE  AND  WIRE  ROPE  SLINOS 


(la  toM  of  2000  poandt) 


Rope 

Dia. 

Inches 

SINGLE  LEG 

- 

Vertical 

Choker 

A 

B 

C _ 1 

B 

’ 

6x19  CLASSIFICATION 

1/4 

•  55 

.51 

.49 

.41 

.38 

.37 

3/8 

1.2 

1.1  . 

1.1 

.91 

.85 

.80 

2/2 

2.1 

2.0 

1.-8 

1.6 

1.5 

1.4 

5/8 

3.3 

3.1 

2.8 

2.5 

2.3 

2.1 

3/4 

4.8 

4.4 

3.9 

3.6 

3.3 

2.9 

7/8 

6.4 

5.9 

5.1 

4.8 

.  4.5 

3.9 

1 

8.4 

7.7 

6.7 

6.3 

5.8 

5.0 

1 

-1/8 

10. 

9.5 

8.4 

7.9 

7.1 

6.3 

6x37  CLASSIFICATION 

I 

-1/4 

12. 

11. 

9.8 

9.2^ 

8.3 

7.4 

1 

-3/8 

15. 

13. 

12. 

11. 

10. 

8.9 

1 

-1/2 

17. 

16. 

14. 

13. 

12. 

10. 

1 

-3/4 

24. 

21. 

19. 

18. 

16; 

14. 

2 

31. 

28. 

25. 

23. 

21. 

18. 

(A) 

(B) 

(C) 

-  Socket  or  Swaged  Terminal  attachment. 

•  Mechanical  Sleeve  attachment. 

•  Hand  Tucked  Splice  attachment. 

TAni.R  0-8 

llATr.D  CArACITlRS  TOR  IMPROVRD  PtAlvr  flTRRt«  FIRRR  CORK,  WIRR  ROm  RMNOS 


(la  tna*  ot  3000  roaida) 


T;0  -  LEG  BRIDLE  OB  BASNET 

BITCH 

ZD 

Rop« 

OlR* 

iRCh** 

VortlcRl 

eo® 

A 

mam 

HHssssbBHB 

A 

D 

C 

A 

B 

C 

wm 

^ .  1 

HD 

1 

6xl»  CLASSIFICATION  I 

1/4 

1.1 

1.0 

.99 

.95 

.68 

.85 

.77 

■K71 

.55 

.51 

3/8 

2.4 

2.2 

2.1 

2.1 

1.9 

1.8 

1.7 

1.1 

Bra’ll 

1/2 

4.3 

3.8 

3.7 

3.7 

3.4 

3.8 

3.0 

BUI 

2.0 

5/8 

6.7 

6.8 

5.8 

5.3 

4.8 

4.7 

BUB 

3.1 

BT^H 

3/4 

8.5 

8.8 

8.2 

HILI 

6.8 

6.7 

BU'fl 

4.4 

7/8 

13. 

12. 

11. 

tSot 

8.8 

9.1 

BM^B 

5.9 

Br>^B 

1 

17. 

IS. 

14; 

11. 

12. 

11. 

9.4 

8.4 

7.7 

6.7 

21. 

18. 

Ib_I 

18. 

b9 

14. 

15. 

13. 

12. 

10. 

9.5 

8.4 

8x37  CLASSIFICATION 

1-1/4 

25. 

22. 

m 

21. 

19. 

17. 

16. 

14. 

12. 

11. 

m 

1-3/8 

30. 

27. 

tSSM 

26. 

23. 

21. 

19. 

17. 

15. 

13. 

1-1/8 

35. 

32. 

its 

SO. 

27. 

25. 

22. 

20. 

17. 

18. 

EQH 

1-3/4 

48. 

43. 

41. 

37. 

33. 

34. 

30. 

27. 

24. 

21. 

BtH 

8 

82. 

55. 

48. 

53. 

48. 

43. 

43. 

38. 

35, 

31. 

EH 

9 

(A) 

»  Socket  or  Swaged  Tenilaal  attaehaeRt. 

(B) 

Meohaaloa] 

Sleeve  attaebaeat. 

(C) 

-  Band  Tucked  Splice  attactaaent 

• 

These  slses  ef  vrought  iron  ohaln  ere  no  longer 
namifaotured  in  the  United  States. 
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RULES  AND  REGULATIONS 


TABLE  1-4 


FILTER  LENSES  FOR  PROTECTION  AGAINST 
RADIANT  ENERGY 


Operation 

Shade  No. 

Snldnring  . .  .  .  ... 

3 

Torpi  Bracing-  _  _  _  _  _  _ . 

8  or  4 

Light  cotting~up  to  1  inch . . . 

8or  4 

M^um  catting',  1-6  indies _ 

4or  6 

Heavy  cutting,  over  6  indies _ ..... 

6or  6 

Light  gas  welding,  up  to  H  indi - 

4or  6 

Medium  gas  welding,  W-Vi  inch _ 

6or6 

Heavy  gas  wdding,  over  inch _ 

6  or  8 

Shielded  Metal-Arc  Wdding  He-  to 

10 

Hs-indi  electrodes. 

Inert-gas  Metal-Arc  Welding.(Non- 

11 

ferrous)  He*  to  Hs-iuch  electees. 

Inert-gas  Metal-Arc  Welding  (Fer- 

12 

rous)  He-  to  He-iuch  electrodes. 

Shielded  Metal-Arc  Welding: 

He-  to  H-inch  electrodes . 

12 

He-  and  H-inch  electrodes. . 

14 

Atomic  Hydrogen  Welding . 

10  to  14 

Carbon  Arc  Wdding . 

• 

14 

Subpart  H — ^Tools  and  Related 
Equipment 

§  1501.71  General  precautions. 

(a)  Hand  lines,  slings,  or  tackles  of 
adequate  strength  shall  be  provided,  to 
handle  tools,  materials  and  equipment 
so  that  employees  can  have  their  hands 
free  when  using  ship’s  ladders  and  access 
ladders.  The  use  of  hoses  or  electric 
cords  for  this  purpose  shall  be  prohibited. 

(b)  When  air  tools  of  the  reciprocat¬ 
ing  type  are  not  in  use,  the  dies  and  tools 
shall  be  removed. 

(c)  All  portable,  power-driven  cir¬ 
cular  saws  shall  be  equipped  with  guards 
above  and  below  the  base  plate  or  shoe. 
The  upper  guard  shall  cover  tiie  saw  to 
the  depth  of  the  teeth,  except  for  the 
minimum  arc  required  to  permit  the  base 
to  be  tilted  for  bevel  cuts.  The  lower 
guard  shall  cover  the  saw  to  the  depth 
of  the  teeth,  except  for  the  minimum  arc 
required  to  allow  proper  retraction  and 
contact  with  the  work.  When  the  tool 
is  withdrawn  from  the  work,  the  lower 
guard  shall  automatically  and  instantly 
return  to  the  covering  position. 

(d)  The  moving  parts  of  machinery  on 
dry  docks  shall  be  guarded. 

(e)  Before  use,  pneumatic  tools  shall 
be  secured  to  the  extension  hose  or  whip 
by  some  positive  means  to  prevent  the 
tool  from  becoming  accidentally  discon¬ 
nected  from  the  whip. 

§  1501.72  Portable  electric  tools. 

(a)  The  frames  of  portable  electric 
tools  and  appliances  shall  be  groimded 
either  through  a  third  wire  in  the  cable 
containing  the  circuit  conductors  or 
through  a  separate  wire  which  is 
grounded  at  the  source  of  the  current. 

(b)  Groimding  circuits,  other  than  by 
means  of  the  structure  of  the  vessel  on 
which  the  tool  is  being  used,  shall  be 
checked  to  ensure  that  the  circuit  be¬ 
tween  the  ground  and  the  grounded 
power  conductor  has  resistance  which  is 
low  enough  to  permit  sufficient  current 
to  flow  to  cause  the  fuse  or  circuit 
breaker  to  interrupt  the  current. 

(c)  Portable  electric  tools  which  are 
held  in  the  hand  shall  be  equipped  with 
switches  of  a  type  which  must  be  man¬ 
ually  held  in  the  closed  position. 

(d)  Worn  or  frayed  electric  cables 
shall  not  be  used. 


(e)  Hie  employer  shall  notify  the 
officer  in  charge  of  the  vessel  before 
using  electric  power  tools  operated  with 
the  vessel’s  current. 

§  1501.73  Hand  tools. 

(a)  Employers  shall  not  issue  or  per¬ 
mit  the  use  of  unsafe  hand  tools. 

(b)  Wrenches,  including  crescent, 
pipe,  end  and  socket  wrenches,  shall  not 
be  used  when  jaws  are  sprung  to  the 
point  that  slippage  occurs. 

(c)  Impact  tools,  such  as  drift  pins, 
wedges,  and  chisels,  shall  be  kept  free  of 
mushroomed  heads. 

(d)  The  wooden  handles  of  tools  shall 
b;}  kept  free  of  splinters  or  cracks  and 
shall  be  kept  tight  in  the  tool.  . 

§1501.74  Abrasive  wheels.* 

(a)  Floor  stand  and  bench  mounted 
abrasive  wheels  used  for  external  grind¬ 
ing  shall  be  provided  with  safety  guards 
(protection  hoods) .  Hie  maximum 
angular  exposure  of  the  grinding  wheel 
periphery  and  sides  shall  be  not  more 
than  90  degrees,  except  that  when  work 
requires  contact  with  the  wheel  below 
the  horizontal  plane  of  the  spindle,  the 
angular  exposure  shall  not  exceed  125 
degrees.  In  either  case  the  exposure 
shall  begin  not  more  than  65  degrees 
above  the  horizontal  plane  of  the  spin¬ 
dle.  Safety  guards  shall  be  strong 
enough  to  withstand  the  effect  of  a  burst¬ 
ing  wheel. 

(b)  Floor  and  bench  mounted  grind¬ 
ers  shall  be  provided  with  work  rests 
which  are  rigidly  supported  and  readily 
adjustable.  Such  work  rests  shall  be 
kept  a  distance  not  to  exceed  Ye  inch 
from  the  surface  of  Uie  wheel. 

(c)  All  portable  abrasive  wheels  used 
for  external  grinding  shall  be  provided 
with  safety  guards  (protection  hoods) 
meeting  the  requirements  of  paragraph 

(e)  of  this  section,  except  as  follows: 

(1)  When  the  work  location  makes  it 
impossible,  in  which  case  a  wheel 
equipped  with  safety  flanges  as  described 
in  pari^aph  (f)  of  this  section  shall  be 
used. 

(2)  When  wheels  2  inches  or  less  in 
diameter  which  are  securely  mounted  on 
the  end  of  a  steel  mandrel  are  used. 

(d)  Portable  abrasive  wheels  used  for 
internal  grinding  shall  be  provided  with 
safety  flanges  (protection  flanges)  meet¬ 
ing  the  requirements  of  paragraph  (f) 
of  this  section,  except  &&  follows: 

(1)  When  wheels  2  inches  or  less  in 
diameter  which  are  securely  mounted  on 
the  end  of  a  steel  mandrel  are  used. 

(2)  If  the  wheel  is  entirely  within  the 
work  being  ground  while  in  use. 

(e)  When  safety  guards  are  required, 
they  shall  be  so  mounted  as  to  maintain 
proper  alignment  with  the  wheel,  and 
the  guard  and  its  fastenings  shall  be  of 
sufficient  strength  to  retain  fragments 
of  the  wheel  in  case  of  accidental  break¬ 
age.  The  maximum  angular  exposme 
of  the  grinding  wheel  periphery  and 
sides  shall  not  exceed  180  degrees. 

(f)  When  safety  flanges  are  required, 
they  shall  be  used  only  with  wheels^  de¬ 
signed  to  flt  the  flanges.  Only  safety 
flanges  of  a  type  and  design  and  properly 
assembled  so  as  to  insure  that  the  pieces 


of  the  wheel  will  be  retained  in  case  of 
accidental  breakage  shall  be  used. 

(g)  All  abrasive  wheels  shall  be  closely 
inspected  and  ring  tested  before  mount¬ 
ing  to  ensure  that  they  are  free  from 
cracks  or  defects. 

(h)  Grinding  wheels  shall  flt  freely  on 
the  spindle  and  shall  not  be  forced  on. 
The  spindle  nut  shall  be  tightened  only 
enough  to  hold  the  wheel  in  place. 

(i)  The  power  supply  shall  be  suffi¬ 
cient  to  maintain  the  rated  spindle  speed 
under  all  conditions  of  normal  grinding. 
The  rated  msiximum  speed  of  the  wheel 
shall  not  be  exceeded. 

(j)  ^All  employees  using  abrasive 

wheels  shall  be  protected  by  eye  protec¬ 
tion  equipment  in  accordance  with  the 
requirements  of  §  1501.81  (a)  and  (b) , 
except  when  adequate  eye  protection  is 
afforded  by  eye  shields  which  are  perma¬ 
nently  attached  to  the  bench  or  floor 
stand.  ' 

§  1501.75  Powder  actuated  fastening 
tools. 

(а)  General  precautions,  tl)  Powder 
actuated  fastening  tools  shall  be  tested 
each  day  before  loading  to  ensure  that 
the  safety  devices  are  in  proper  working 
condition.  Any  tool  found  not  to  be  in 
proper  working  order  shall  be  immedi¬ 
ately  removed  from  service  until  repairs 
are  made. 

(2)  Powder  actuated  fastening  tools 
shall  not  be  used  in  an  explosive  or 
flammable  atmosphere. 

(3)  All  tools  shall  be  used  with  the 
tsrpe  of  shield  or  muzzle  guard  appropri¬ 
ate  for  a  particular  use. 

(4)  Fasteners  shall  not  be  driven  into 
very  hard  or  brittle  materials,  such  as 
cast  iron,  glazed  tile,  surface  hardened 
steel,  glass  block,  live  rock,  face  brick  or 
hollow  tile. 

(5)  Fasteners  shall  not  be  driven  into 
soft'  materials  unless  such  materials  are 
backed  by  a  substance  that  will  prevent 
the  pin  or  fastener  from  passing  com¬ 
pletely  through  and  creating  a  flying 
missile  hazard  on  the  opposite  side. 

(б)  Unless  a  special  guard,  flxture  or 
jig  is  used,  fasteners  shall  not  be  driven 
directly  into  materials  such  as  brick  or 
concrete  within  3  inches  of  the  unsup¬ 
ported  edge  or  comer,  or  into  steel  sur¬ 
faces  within  y2  inch  of  the  imsupported 
edge  or  comer.  When  fastening  other 
material,  such  as  2  x  4  inch  lumber  to  a 
concrete  surface,  fasteners  of  greater 
than  %2  inch  shank  diameter  shall  not  be 
used  and  fasteners  shall  not  be  driven 
within  2  inches  of  the  unsupported  edge 
or  corner  of  the  work  surface. 

*(7)  Fasteners  shall  not  be  driven 
through  existing  holes  unless  a  positive 
guide  is  used  to  secure  accurate  align¬ 
ment. 

(8)  No  attempt  shall  be  made  to  drive 
a  fastener  into  a  spalled  area  caused 
by  an  unsatisfactory  fastening. 

(9)  Employees  using  powder  actuated 
fastening  tools  shall  be  protected  by  eye 
protection  equipment  in  accordance  with 
the  requirements  of  §  1501.81  (a)  and 
(b). 

(b)  Instruction  of  operators.  Before 
employees  are  permitt^  to  use  powder 
actuated  tools,  they  shall  have  been 
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thoroughly  instructed  by  a  competent 
person  with  respect  to  the  requirements 
of  paragrai^  (a)  of  this  section  and  the 
safe  use  of  such  tools  as  follows: 

(1)  Before  using  a  tool,  the  operator 
shall  inspect  it  to  determine  that  it  is 
clean,  that  all  moving  parts  operate 
freely  and  that  the  barrel  is  free  from 
obstructions. 

(2)  When  a  tool  develops  a  defect 
during  use,  the  operator  shall  immedi¬ 
ately  cease  to  use  it  and  shall  notify  his 
supervisor. 

(3)  Tools  shall  not  be  loaded  until  just 
prior  to  the  intended  firing  time  and  the 
tool  shall  not  be  left  unattended  while 
loaded. 

(4)  Hie  tool,  whether  loaded  or 
empty,  shall  not  be  pointed  at  any  per¬ 
son,  and  hands  shall  be  kept  clear  of  the 
open  barrel  end. 

(5)  In  case  of  a  misfire,  the  operator 
shall  hold  the  tool  in  the  operating  posi¬ 
tion  for  at  least  15  seconds  and  shall  con¬ 
tinue  to  hold  the  muzzle  against  the  work 
surface  diuring  disassembly  or  opening 
of  the  tool  and  removal  of  the  powder 
load. 

(6)  Neither  tools  nor  powder  charges 
shall  be  left  unattended  in  places  where 
they  would  be  available  to  imauthorized 
persons. 

Subpart  I — Personal  Protective 
Equipment 

§  1501.81  Eye  protection. 

(a)  General  precautions.  (1)  All  eye 
protection  equipment  required  by  these 
regulations  shall  meet  the  specifications 
prescribed  by  the  American  Standard 
Safety  Code  for  Head,  Eye  and  Respira¬ 
tory  Protection,  Z2.1. 

(2)  Eye  prot^tion  equipment  shall  be 
maintained  in  good  condition. 

(3)  Eye  protection  equipment  which 
has  previouidy  been  used  shall  be  cleaned 
and  disinfected  before  it  is  issued  by  the 
employer  to  another  employee. 

(4)  Employees  who  wear  corrective 
spectacles  while  engaged  in  eye  hazard¬ 
ous  work  shall  be  protected  by  eye  pro¬ 
tection  equipment  of  a  type  which  can 
be  worn  over  personal  spectacles,  except 
that  glasses  with  prescription  ground 
safety  lenses  may  be  worn  in  lieu  of 
cover  goggles  when  such  glasses  provide 
suitable  protection  against  the  hazard 
involved. 

(b)  Protection  against  impact.  (1) 
In  any  operations  such  as  chipping, 
caulking,  drilling,  riveting,  grinding,  and 
pouring  babbitt  metal,  in  which  the  eye 
hazard  of  fisdng  particles,  molten  metal, 
or  liquid  chemical  exists,  employees  shall 
be  protected  by  suitable  face  shields  or 
goggles  meeting  the  requirements  of  par¬ 
agraph  (a)  of  this  section. 

(c)  Protection  against  radiant  energy. 

(1)  In  any  operation  in  which  the  eye 
hazard  of  injurious  light  rays  or  other 
r^i^t  energy  exists,  depending  upon 
the  intensity  of  the  radiation  to  which 
employees  are  exposed,  they  shall  be  pro¬ 
tected  by  spectacles,  cup  goggles,  helmets 
or  hand  shields  equipped  with  filter 
lenses  in  accordance  with  the  require¬ 
ments  of  paragraphs  (a)  and  (c)  (2)  of 
this  section. 

(2)  Filter  lenses  shall  be  of  a  shade 
number  appropriate  to  the  type  of  work 


to  be  performed  as  indicated  in  Table 
I-l  in  §  1501.68,  except  that  variations  of 
one  or  two  shade  numbers  are  permis¬ 
sible  to  suit  individual  preferences. 

(3)  If  filter  lenses  are  used  in  the 
goggles  worn  under  the  helmet,  the 
shade  number  of  the  lens  in  the  helmet 
may  be  reduced  so  that  the  sum  of  the 
shade  numbers  of  the  two  lenses  will 
equal  the  value  shown  in  Table  I-l  in 
§  1501.68. 

§  1501.82  Respiratory  protection. 

(a)  General.  (1)  All  respiratory  pro¬ 
tective  equipment  required  by  these  reg¬ 
ulations  shall  carry  the  U.S.  Biureau  of 
Mines  approval  for  the  use  for  which 
it  is  intended.  Respiratory  protective 
equipment  shall  be  used  only  for  the 
purpose  Intended  and  no  modifications 
of  the  equipment  shall  be  made. 

(2)  Respiratory  protective  equipment 
shall  be  inspected  regularly  and  main¬ 
tained  in  good  condition.  Oas  mask 
canisters  and  chemical  cartridges  shall 
be  replaced  as  necessary  so  as  to  provide 
complete  protection.  Mechanical  filters 
shall  be  cleaned  or  replaced  as  necessary 
so  as  to  avoid  imdue  resistance  to 
breathing. 

(3)  Respiratory  protective  equipment 
which  has  been  previously  used  shall  be 
cleaned  and  disinfected  before  it  is  is¬ 
sued  by  the  employer  to  another  em¬ 
ployee.  Emergency  rescue  equipment 
shall  be  cleaned  and  disinfected  imme¬ 
diately  after  each  use. 

(4)  Employees  required  to  use  respi¬ 
ratory  protective  equipment  approved  for 
use  in  atmospheres  immediately  danger¬ 
ous  to  life  i^all  be  thoroi^hly  trained 
in  its  use.  Employees  required  to  use 
other  types  of  respiratory  protective 
equipment  shall  be  instructed  in  the  use 
and  limitations  of  such  equipment. 

(5)  When  an  air  line  respirator  is 
iised,  the  air  line  shall  be  fitted  with 
a  pressure  regulating  valve  and  a  filter 
which  will  remove  oil,  water,  and  rust 
particles.  The  air  intake  shall  be  from 
a  source  which  is  free  from  all  con¬ 
taminants,  such  as  the  exhaust  from  in¬ 
ternal  combustion  engines. 

(6)  In  all  cases  when  an  employee  is 
Rationed  outside  a  compartment,  tank 
or  space  as  a  tender  or  safety  man  for 
men  working  inside  in  an  atmosphere 
immediately  dangerous  to  life,  the  tender 
shall  have  immediately  available  for 
emergency  use  respiratory  protective 
equipment  equivalent  to  that  required 
for  the  men  in  the  compartment..  When 
a  tender  is  stationed  outside  a  compart¬ 
ment  for  men  working  inside  in  an  at¬ 
mosphere  not  immediately  dangerous  to 
life,  the  tender  shall  wear  respiratory 
protective  equipment  equivalent  to  that 
required  for  the  men  in  the  compart¬ 
ment  if  he  is  exposed  for  prolonged 
periods  to  the  same  concentration  of 
atmospheric  contaminants. 

(b)  Protection  in  atmospheres  imme¬ 
diately  dangerous  to  life.  (1)  Atmos¬ 
pheres  immediately  dangerous  to  life  are 
those  which  contain  less  than  16.5  per¬ 
cent  oxygen,  or  which  by  reason  of  the 
high  toxicity  of  the  contaminant,  as  in 
fumigation,  or  high  concentration  of 
the  contaminant,  as  with  carbon  dioxide, 
would  endanger  the  life  of  a  person 


40^1 

breathing  them  for  even  a  short  period 
of  time. 

(2)  In  atmospheres  immediately  dan¬ 
gerous  to  life  the  only  approved  tsnpes  of 
respiratory  protective  equipment  are  the 
following: 

(i)  Self-contained  breathing  appara¬ 
tus,  in  which  the  wearer  carries  with  him 
a  supply  of  oxygen,  air,  or  an  oxygen 
generating  material. 

(ii)  Hose  mask  with  blower,  in  which 
a  hand  or  motor  operated  blower  sup¬ 
plies  air  at  high  volume  and  low  pres¬ 
sure  through  a  large  diameter  hose 
through  which  the  wearer  can  draw  air 
in  case  the  blower  fails. 

(iii)  If  there  is  known  to  be  more 
than  16  percent  oxygen  and  less  than 
2  percent  gas  by  volume,  a  gas  mask 
equipped  with  a  canister  approved  for 
the  particular  type  gas  involved. 

Note:  A  gas  mask  offers  absolutely  no  pro¬ 
tection  in  an  atmosphere  deficient  in  oxygen. 

(3)  Work  in  atmospheres  immediately 
dangerous  to  life  shall  be  performed  only 
in  an  emergency,  as  when  rescuing  a 
man  who  has  been  overcome  or  when 
shutting  off  a  source  of  contamination 
that  cannot  otherwise  be  controlled. 
When  an  employee  enters  such  an  at¬ 
mosphere  he  shall  be  provided  with  and 
use  an  adequate,  attended  life  line. 

(4)  In  the  vicinity  of  each  vessel  in 
which  there  is  a  danger  of  employees 
being  exposed  to  an  atmosphere  imme¬ 
diately  dangerous  to  life  the  employer 
shall  have  on  hand  and  ready  for  use 
respiratory  protective  equipment  ap¬ 
proved  for  such  use.  When  such  equip¬ 
ment  is  required,  one  or  more  persons 
shall  be  thoroughly  trained  in  the  use 
of  the  equipment. 

(c)  Protection  against  gaseous  con¬ 
taminants  not  immediately  dangerous  to 
life.  (1)  Gaseous  contaminants  not  im¬ 
mediately  dangerous  to  life  are  gases 
present  in  concentrations  that  could  be 
breathed  for  a  short  period  without  en¬ 
dangering  the  life  of  a  person  breathing 
them,  but  which  might  produce  discom¬ 
fort  and  possible  injury  after  a  prolonged 
single  exposure  or  repeated  short  ex¬ 
posures. 

(2)  When  employees  are  exposed  to 
a  gaseous  contaminated  atmosphere  not 
imme^ately  dangerous  to  life,  they  shall 
be  protected  by  respiratory  protective 
equipment  approved  for  use  in  the  type 
and  concentration  of  the  gaseous  con¬ 
taminant  as  follows: 

(i)  In  high  or  unknown  concentra¬ 
tions,  a  hose  mask  or  an  air  line  respi¬ 
rator.  The  use  of  either  a  hose  mask  or 
an  air  line  respirator  in  lower  concen¬ 
trations  is  permissible. 

(ii)  In  concentrations  of  ammonia  of 
less  than  3  percent,  or  of  other  gases 
less  than  2  percent,  by  volume,  a  canister 
type  gas  mask  equipped  with  the  proper 
type  of  canister.  Different  canisters  are 
approved  for  specific  use  against  the 
following  gases  or  groups  of  gases:  acid 
gases,  hydrocyanic  acid  gas,  chlorine  gas, 
organic  vapors,  ammonia  gas,  carbon 
monoxide,  or  combination  of  the  above. 

(iii)  In  low  concentrations  (less  than 
0.1  percent  by  volume) ,  a  chemical  cart¬ 
ridge  respirator  equipped  with  the  tsrpe 
of  cartridge  approved  for  use  against  the 
particular  gases  or  groups  of  gases  listed 
in  subdivision  (ii)  of  this  subparagraph. 
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<d)  Protection  against  particulate 
contaminants  not  immediately  danger¬ 
ous  to  life.  (1)  When  employees  are 
exposed  to  unsafe  concentrations  of 
particulate  contaminants,  such  as  dusts 
and  fumes,  mists  and  fogs  or  ccxnbhia- 
tions  of  solids  and  liquids,  they  shall 
be  protected  by  either  air  Une  or  filter 
respirators,  except  as  otherwise  provided 
in  the  regulations  of  this  part. 

(2)  Filter  respirators  shall  be  equipped 
'  with  the  proper  tfpe  of  filter.  I^erent 
filters  are  approved  for  £g>ecific  pro¬ 
tection  against  groups  of  contaminants, 
as  follows: 

(i)  Pneumoconiosis-producing  dust 
and  nuisance  dust  filters  which  provide 
respiratory  protection  against  pneumo¬ 
coniosis-producing  dusts,  such  as  alumi¬ 
num,  cellulose,  cement,  charcoal,  coal, 
coke,  fiour,  gsrpsum,  iron  ore,  limestone 
and  wood. 

(ii)  Toxic  dust  filters  which  provide 
respiratory  protection  against  toxic  dusts 
that  are  not  significantly  more  toxic 
than  lead,  such  as  arsenic,  cadmium, 
chromium,  lead,  manganese,  seleniiun, 
vanadium,  and  their  compounds. 

(iii)  Mist  filters  which  provide  respi¬ 
ratory  protection  against  pneumoconi¬ 
osis-producing  mists,  chromic  acid  mists, 
and  nuisance  mists. 

(iv)  Fume  filters  which  provide  respi¬ 
ratory  protection  against  fumes  (solid 
dispersoids  or  particulate  matter  formed 
by  the  condensation  of  vapors,  such  as 
those  from  heated  metals  and  other 
substances) . 

(V)  Filters  which  provide  respiratory 
protection  against  combinations  of  two 
or  more  of  the  contaminants  described 
in  subdivisions  (i)  through  (iv)  of  this 
subparagraph. 

(e)  Protection  against  combinations 
of  gaseous  and  particulate  contaminants 
not  immediately  dangerous  to  life.  (1) 
When  employees  are  exposed  to  com¬ 
binations  of  gaseous  and  particulate  con¬ 
taminants  not  immediately  dangerous 
to  life,  as  in  spray  painting,  they  shall  be 
protected  by  respiratory  protective 
equipment  approved  for  use  in  the  type 
and  concentration  of  the  contaminants, 
as  follows: 

(i)  In  high  or  unknown  concentrations, 

a  hose  mask  or  an  air  line  respirator. 
The  use  of  either  a  hose  mask  or  an  air 
line  respirator  is  permissible  in  lower 
concentrations.  - 

(ii)  In  concentrations  of  gaseous  con¬ 
taminants  of  less  than  2  percent  by 
volume,  a  canister  type  gas  mask  with 
a  combination  canister  approved  for  the 
particular  type  of  gaseous  contaminant 
as  specified  in  paragraph  (c)  (2)  of  this 
section  and  a  filter  for  the  particular 
type  of  particulate  contaminant  as 
specified  in  paragraph  (d)(1)  of  this 
section. 

(iii)  In  low  concentrations  of  gaseous 
contaminants  (less  than  0.1  percent  by 
volume)  a  respirator  equipped  with  the 
type  of  cartridge  and  filter  as  specified 
in  subdivision  (ii)  of  this  subparagraph. 

§  1501.83  Head,  foot  and  body  protec¬ 
tion. 

(a)  When  employees  are  working  in 
areas  where  there  is  danger  of  falling 


objects  they  shall  be  protected  by  pro¬ 
tective  hats. 

(b)  Protective  hats  shaU  meet  the 
specifications  contained  in  the  American 
Standard  Safety  Code  for  Head,  Eye  and 
Respiratory  Protection.  Z-2.1.  Hats 
without  dielectric  strength  shall  not  be 
used  where  there  is  the  possibility  of  con¬ 
tact  with  electric  conductors. 

(c)  Protective  hats  which  have  been 
previously  worn  shall  be  cleaned  and 
disinfected  before  they  are  issued  by 
the  employer  to  another  employee. 

(d)  The  employer  shall  arrange 
through  means,  such  as  vendors  or  local 
stores,  or  otherwise,  to  make  safety 
shoes  readily  available  to  all  employees, 
and  shall  encourage  their  use.  Metal 
toe  caps  from  which  the  covering  has 
been  worn  shall  be  insulated  when 
employees  are  working  on  exposed  ener¬ 
gized  circuits  of  the  vessel’s  electrical 
system. 

(e)  Employees  shall  not  be  permitted 
to  wear  excessively  greasy  clothing  when 
performing  hot  work  operations. 

(f)  Employees  shall  be  protected  by 
suitable  gloves  when  engaged  in  opera¬ 
tions  hazardous  to  their  hands. 

§  1501.84  Life  saving  equipment. 

(a)  Buoyant  working  vests.  (1)  When 
employees  are  working  from  small  b<»ts 
or  floats,  near  the  unguarded  edges  of 
decks,  or  over  water  on  scaffolds  with¬ 
out  guard  rails,  they  shall  be  protected 
by  U.S.  Coast  Guard  approved  buoyant 
working  vests. 

(b)  Safety  belts  and  life  lines.  (1) 
When  employees  are  working  aloft,  or 
over  a  solid  surface  on  staging  more  than 
5  feet  high  without  guard  rails,  they 
shall  be  protected  by  safety  belts 
equipped  with  life  lines  which  are  secured 
with  a  minimum  amount  of  slack  to  a 
fixed  structure. 

(2)  When  employees  are  working  in 
atmospheres  immediately  dangerous  to 
life,  they  shall  be  protected  by  a  safety 
belt  and  an  adequate,  attended  life  line. 

(3)  Prior  to  each  use,  belts  and  life 
lines  shall  be  inspected  for  dry  rot, 
chemical  damage  or  other  defects  which 
may  affect  their  strength.  Defective 
belts  and  life  lines  shall  not  be  used. 

(4)  When  employees  are  working  in 
any  location  requiring  a  safety  belt  and 
a  life  line,  as  required  in  paragraph  (b) 
(1)  or  (2)  of  this  section,  care  shall  be 
exercised  to  ensure  that  the  life  line  is 
not  cut,  pinched  or  led  over  a  sharp 
edge.  In  hot  work  operations  or  those 
involving  the  use  of  acids  or  caustics, 
the  line  shall  be  kept  clear  to  avoid  its 
being  burned  or  weakened.  In  order  to 
keep  the  life  line  continuously  attached 
with  a  minimum  of  slack  to  a  fixed 
structure  the  attachment  point  of  the 
life  line  shall  be  appropriately  changed 
as  the  work  progresses. 

(c)  Life  rings  and  ladders.  (1)  At 
least  three  30  inch  Coast  Guard  ap¬ 
proved  life  rings  with  lines  attached  shall 
be  kept  in  easily  visible  and  refuiily  ac¬ 
cessible  places  aboard  each  vessel  afloat 
on  which  work  is  being  performed.  Life 
rings  shall  be  located,  one  forward,  one 
aft.  and  one  on  the  gangway,  except  on 
vessels  under  200  feet  in  length,  in  which 
case  one  at  the  gangway  will  be  sufficient. 


(2)  At  least  one  life  ring  with  a  line 
attached  diall  be  located  on  each  staging 
fioat  alongside  a-vessel  on  which  work  is 
being  performed. 

(3)  At  least  90  feet  of  line  shall  be 
attached  to  each  life  ring.  Life  rings 
and  lines  shall  be  maintained  in  good 
condition. 

(4)  In  the  vicinity  of  each  vessel  on 
which  employees  are  working  over  water 
or  close  to  unguarded  deck  edges  there 
shall  be  at  least  one  portable  or  per¬ 
manent  ladder  of  sufficient  length  to 
assist  employees  to  reach  safety  in  the 
event  that  they  fall  into  the  water. 

Subpart  J — Ship’s  Machinery  and 
Piping  Systems 

§  1501.91  Ship’s  boilers. 

(a)  Before  work  is  performed  in  the 
fire,  steam,  or  water  spaces  of  boilers, 
the  employer  shall  ensure  that  the  fol¬ 
lowing  steps  are  taken: 

(1)  The  isolation  and  shut-off  valves 
connecting  the  dead  boilers  with  the  live 
boilers  shaU  be  secured,  blanked,  and 
tagged  indicating  that  employees  are 
working  in  the  boilers.  This  tag  shall 
not  be  removed  nor  the  valves  unblanked 
until  it  is  determined  that  this  may  be 
done  without  creating  a  hazard  to  the 
employees  working  in  the  boUers,  or 
imtil  the  work  is  completed. 

(2)  Drain  connections  to  atmosphere 
on  all  of  the  dead  interconnecting  sys¬ 
tems  ShaU  be  opened. 

(3)  A  warning  sign  calling  attention 
to  the  fact  that  employees  are  working 
in  the  boUers  shaU  be  himg  in  a  conspic¬ 
uous  location  in  the  engine  room.  This 
sign  shaU  not  be  removed  imtil  it  is 
determined  that  the  work  is  completed 
and  aU  employees  are  out  of  the  boilers. 

§  1501.92  Ship’s  piping  systems. 

(a)  Before  work  is  performed  on  a 
valve,  fitting,  or  section  of  piping  in  a 
piping  system  that  has  carried  a  high 
temperature  medium,  the  employer  shall 
ensure  that  the  foUowing  steps  are 
taken: 

(1)  The  isolation  and  shut-off  valves 
connecting  the  dead  system  with  a  live 
system  or  systems,  shaU  be  secured, 
blanked,  and  tagged  indicating  employ- 
ees  are  working  on  the  system.  This  tag 
shaU  not  be  removed  nor  the  valves  un¬ 
blanked  untU  it  is  determined  that  this 
may  be  done  without  creating  a  hazard 
to  the  employees  working  on  the  system, 
or  until  the  work  on  the  system  is 
completed. 

(2)  Drain  connections  to  atmosphere 
on  idl  of  the  dead  interconnecting  sys¬ 
tems  shaU  be  opened. 

§  1501.93  Ship’s  propulsion  machinery. 

(a)  Before  work  is  performed  on  the 
main  engine,  reduction  gear,  or  con¬ 
necting  accessories,  the  employer  shaU 
ensure  that  the  foUowing  steps  are 
taken: 

(1)  The  jacking  gear  shall  be  en¬ 
gaged  to  prevent  the  main  engine  from 
turning  over.  A  sign  shaU  be  posted  at 
the  throttle  indicating  that  the  jacking 
gear  is  engaged.  This  sign  shaU  not  be 
removed  until  the  jacking  gear  can  be 
safely  disengaged.^ 
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(2)  If  the  jacking  gear  is  steam  driv¬ 
en,  the  stop  valves  to  the  jacking  gear 
shall  be  secured,  locked,  and  tagged 
indicating  that  employees  are  working 
on  the  main  engine. 

(3)  If  the  jacking  gear  is  electrically 
driven,  the  circuit  controlling  the  jack¬ 
ing  gear  shall  be  deenergized  by  tripping 
the  circuit  breaker,  opening  the  switch 
or  removing  the  fuse,  whichever  is  ap¬ 
propriate.  The  breaker,  switch,  or  fuse 
location  shall  be  tagged  indicating  that 
employees  are  working  on  the  main 
engine. 

(b)  Before  the  jacking  engine  is  op¬ 
erated,  the  following  precautions  shall 
be  taken: 

(1)  A  check  shall  be  made  to  ensure 
that  all  employees,  equipment,  and  tools 
are  clear  of  the  engine,  reduction  gear, 
and  its  connecting  accessories. 

(2)  A  check  shall  be  made  to  ensure 
that  all  employees,  equipment  and  tools 
are  free  of  the  propeller. 

(c)  Before  work  is  started  on  or  in  the 
immediate  vicinity  of  the  propeller,  a 
warning  sign  calling  attention  to  the  fact 
that  employees  are  working  in  that  area 
shall  be  hung  in  a  conspicuous  location 
in  the  engine  room.  This  sign  shall  not 
be  removed  imtil  it  is  determined  that 
the  work  is  completed  and  all  employees 
are  free  of  the  propeller. 

(d)  Before  the  main  engine  is  turned 
over  (e.g.,  when  warming  up  before  de¬ 
parture  or  testing  after  an  overhaul)  a 
check  shall  be  made  to  ensure  that  all 
employees,  equipment,  and  tools  are  free 
of  the  propeller. 


§  1501.94  Ship's  deck  machinery. 


(a)  Before  work  is  performed  on  the 
anchor  windlass  or  any  of  its  attached 
accessories,  the  employer  shall  ensure 
that  the  following  steps  are  taken: 

(1)  The  devil  claws  shall  be  made  fast 
to  the  anchor  chains. 

(2)  The  riding  pawls  shall  be  in  the 
engaged  position. 

(3)  In  the  absence  of  devil  claws  and 
riding  pawls,  the  anchor  chains  shall  be 
seemed  to  a  suitable  fixed  structure  of 
the  vessel.. 


Subpart  K — Portable,  Unfired  Pressure 
Vessels,  Drums  and  Containers, 
Other  Than  Ship’s  Equipment 


§  1501.101  Portable  air  receivers  and 
other  unfired  pressure  vessels. 


(a)  Portable,  unfired  pressure  vessels, 
built  after  the  effective  date  of  this  regu¬ 
lation,  shall  be  marked  and  reported 
indicating  that  they  have  been  designed 
and  constructed  to  meet  the  standards 
of  the  American  Society  of  Mechanical 
Engineers  Boiler  and  Pressure  Vessel 
Code,  Section  vm.  Rules  for  Construc¬ 
tion  of  Unftred  Pressure  Vessels,  1963. 
They  shall  be  subjected  to  a  hydrostatic 
pressure  test  of  one  and  one-half  times 
the  working  pressure  of  the  vessels. 

lb)  Portable,  unfired  pressure  vessels, 
not  built  to  the  code  requirements  of 
paragraph  (a)  of  this  section,  and  built 
Prior  to  the  effective  date  of  this  regula¬ 
tion,  shall  be  examined  quarterly  by  a 
wmpetent  person.  They  shall  be  sub¬ 
jected  yearly  to  a  ^drostatic  pressure 
test  of  one  and  one-half  times  the  work¬ 
ing  pressure  of  the  vessels. 


(c)  The  relief  valves  on  the  portable, 
unfired  pressure  vessels  in  paragraphs 
(a)  and  (b)  of  this  section  shall  be  set 
to  the  safe  working  pressure  of  the  ves¬ 
sels,  or  set  to  the  lowest  safe  working 
pressure  of  ^e  systems,  whichever  is 
lower. 

(d)  A  record  of  such  examinations  and 
tests  made  in  compliance  with  the  re¬ 
quirements  of  paragraphs  (a)  and  (b) 
of  this  section  shall  be  maintained. 

§  1501.102  Drums  and  containers.  _ 

(a)  Shipping  drums  and  containers 
shall  not  be  pressurized  to  remove  their 
contents. 

(b)  A  temporarily  assembled  pres¬ 
surized  piping  system  conveying  hazard¬ 
ous  liquids  or  gases  shall  be  provided 
with  a  relief  valve  and  by-pass  to  pre¬ 
vent  rupture  of  the  system  and  the  escape 
of  such  hazardous  liquids  or  gases. 

(c)  Pressure  vessels,  drums  and  con¬ 
tainers  containing  toxic  or  fiammable 
liquids  or  gases  shall  not  be  stored  or 
used  where  they  are  subject  to  open 
flame,  hot  metal,  or  other  sources  of  arti¬ 
ficial  heat. 

(d)  Unless  pressure  vessels,  drums  and 
containers  of  30  gallon  capacity  or  over 
containing  fiammable  or  toxic  liquids  or 
gases  are  placed  in  an  out-of-the-way 
area  where  they  will  not  be  subject  to 
physical  injury  from  an  outside  sowtse, 
barriers  or  guards  shall  be  erected  to  pro¬ 
tect  them  from  such  physical  injury. 

(e)  Containers  of  55  gallons  or  more 
capacity  containing  fiammable  or  toxic 
liquid  shall  be  surrounded  by  dikes  or 
pans  which  enclose  a  volume  equal  to  at 
least  25  percent  of  the  total  volume  of 
the  containers. 

(f)  Fire  extinguishers  adequate  in 
number  and  suitable  for  the  hazard  shall 
be  provided.  These  extinguishers  shall 
be  located  in  the  immediate  area  where 
pressure  vessels,  drums  and  containers 
containing  fiammable  liquids  or  gases  are 
stored  or  in  use.  Such  extinguishers 
shall  be  ready  for  use  at  all  times. 

Subpart  L — Electrical  Machinery 

§  1501.111  Electrical  circuits  and  dis¬ 
tribution  boards.  " 

(a)  Before  an  employee  is  permitted  to 
work  on  an  electrical  circuit,  except  when 
the  circuit  must  remain  energi^  for 
testing  and  adjusting,  the  circuit  shall 
be  deenergized  by  an  authorized  em¬ 
ployee  by  opening  the  circuit  breaker, 
opening  the  switch,  or  removing  the  fuse, 
whichever  method  is  appropriate.  The 
circuit  breaker,  switch  or  fuse  location 
shall  be  tagged  to  indicate  that  an  em¬ 
ployee  is  working  on  the  circuit.  Such 
tags  shall  not  be  removed  nor  the  circuit 
energized  except  by  the  authorized  em¬ 
ployee  who  placed  the  tag  or  by  another 
employee  authorized  by  the  employer. 
'  (b)  When  work  is  performed  immedi¬ 
ately  adjacent  to  an  open-front  energized 
board  or  in  back  of  an  energized  board, 
the  board  shall  be  covered  or  some  other 
equal  means  shall  be  used  to  prevent  con¬ 
tact  with  smy  of  the  energized  parts. 

Appendix  I 

THBESHOLD  LIMIT  VALDES  FOB  1963 

These  values  should  be  used  as  guides  in 
the  control  of  health  hazards  and  should 


not  be  regarded  as  fine  lines  between  safe 
and  dangerous  concentrations.  They  repre¬ 
sent  conditions  under  which  it  Is  believed 
that  nearly  all  workers  may  be  repeatedly 
exposed,  day  after  day,  without  adverse  ef¬ 
fect.  The  values  listed  refer  to  time- 
weighted  average  concentrations  for  a  nor¬ 
mal  workday.  The  amount  by  which  these 
figures  may  be  exceeded  for  short  periods 
without  injury  to  health  depends  upon  a 
number  of  factors  such  as  the  nature  of  the 
contaminant,  whether  very  high  concentra¬ 
tions  even  for  short  periods  produce  acute 
poisionlng,  whether  the  effects  are  cumula¬ 
tive,  the  frequency  with  which  high  concen¬ 
trations  occiu:,  and  the  duration  of  such 
periods.  AU  must  be  taken  into  considera¬ 
tion  in  arriving  at  a  decision  as  to  whether  a 
hazardous  situation  exists.  Because  it  has 
been  recognized  that  the  threshold  limits  of 
certain  acutely-acting  substances  may  not 
provide  a  safety  factor  comparable  to  that 
of  chronically-acting  substances  for  which 
a  time-weighted  average  applies,  a  “C”  desig¬ 
nation  or  “celling”  has  been  affixed  to  such 
values  indicating  that  the  Threshold  Limit 
Value  should  not  be  exceeded.  The  bases 
for  the  “C”  listing  is  given  in  appendix  C. 

Special  consideration  should  be  given  to 
the  application  of  these  values  in  assessing 
the  health  hazards  which  may  be  associated 
with  exposure  to  mixtiures  of  two  or  more 
substances.  A  brief  discussion  of  basic  con¬ 
siderations  involved  in  developing  threshold 
limit  values  for  mixtures,  and  methods  for 
their  development,  amplified  by  specific  ex¬ 
amples  are  given  in  appendix  B. 

Threshold  limits  are  based  on  the  best 
available  information  from  industrial  ex¬ 
perience,  from  experimental  studies,  and, 
when  possible,  from  a  combination  of  the 
two.  These  values  are  based  on  various 
criteria  of  toxic  effects  or  on  marked  discom¬ 
fort;  thus,  they  should  not  be  used  as  a 
common  denominator  of  toxicity,  nor  should 
they  be  considered  as  the  sole  criterion  in 
proving  or  disproving  diagnosis  of  suspected 
occupational  disease. 

These  limits  are  intended  for  use  in  the 
field  of  industrial  hygiene  and  should  be 
interpreted  and  applied  only  by  persons 
trained  in  this  field.  They  are  not  intended 
for  use,  or  for  modification  for  use,  (1)  as  a 
relative  index  of  toxicity,  by  making  a  ratio 
of  two  limits,  cm:  (2)  in  the  evaluation  or 
control  of  commimity  air  polution  or  air 
pollution  nuisances,  or  (3)  in  estimating  the 
toxic  p>otential  of  continuous  uninterrupted 
exposures. 

RECOMMENDED  VALUES  (IN  ALPHABETICAL  ORDER) 


SvAttance  ppm*  MgIM*** 

Acetaldehyde.. .  200  360 

Acetic  acid .  10  26 

Acetic  anhydride .  5  20 

Acetone .  1,000  2,400 

Acetonitrile .  40  70 

Acetylene  tetrabromide _  1  14 

t  Acrolein .  0.1  0.26 

Acrylonitrile— Skin .  20  46 

Aldrin  (1,2,3,4,10,10-hexachlo- 
ro-1 ,4,4a,6,8,8a-hexahydro- 
l  ,4,6,8-diinethano-naphtha- 

lene) — Skin .  —  0. 26 

t  Allyl  alcohol— Skin .  2  6 

Allyl  chlOTide _  1  3 

C  AUyl^ycidylether (AGE)...  10  46 

Allyl  propyl  disulfide .  2  12 

t  Ammonia _ _ 60  36 

Ammonium  sul&miate  (Am- 

mate) .  —  16 

t  Amyl  acetate . 100  626 

Amyl  alcohol  (isoamyl  alco¬ 
hol) .  100  360 

Aniline— Skin .  6  19 

Antimony . —  0.6 

ANTU  (alpha  naphthyl  thi¬ 
ourea) . —  0.3 

Arsenic _  —  0. 5 

Arsine .  0.06  0.2 

Barium  (soluble  compounds).  —  0.6 
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RULES  AND  REGULATIONS 


BBCOMMBMMD  TALOM  (Of  ALPHABBTICAL 
contlnoed 


Subdanes 

Benzene  (benzol)— Skin. . 

Benzidine  _  _  _ 

Benzyl cdilorlde  ..  _  . 

ppm* 

25 

1 

MffIM*** 

80 

A» 

5 

IWYflhim  . 

0.002 

15 

3 

Boron  oxide. _ 

Boron  triflooride . 

1 

Bromine. . . . . . 

0.1 

0.7 

Butadiene  (l^batsdtooe) _ 

2-Butanone  (methyl  ethyl  ke¬ 
tone) . 

2>Butoxy  ethanol  (Bntyl  Cel- 

loeolTe) . . 

Butyl  acetate  (n-butyl  ace¬ 
tate) . . 

Butyl  alcohol . . 

tert.  Butvl  Alc^ol _ _ 

C  Butylamme _ 

n-Butyl  glycldyletber  (BOE) . 

Butyl  mercaptan _ _ 

p-tert.  Butyltoluene . 

Cadmium  oxide  fume _ 

Calcium  ara«iate . . 

Carbon  dioxide . . 

Carbon  dlaulllde — Skin _ 

Carbon  monoxide . 

Carbon  tetrachloride — Skin.. 
Chlordane  (1,2,4,6,A,7A&' 
octachloro-3a,4,7.7a-tetra- 
hTdro-4.7-methanolnd6ne) .. 
Chlorinated  campbene,  60%.. 
Chlorinated  diphenyl  oxide. . 

Chlorine _ 

Chlorine  dioxide . . 

C  Chlorine  trifluoride _ 

C  Chlcroacetaldehyde.. . 

Chlorobenxene  (monochlore- 

iHuixene) _ _ _ 

Cblorobromomethane.. . 

Chiorodiphenyl  (^%  ^lo- 

rine)— Skin . . 

Chiorodiphenyl  (M%  dile- 

rine)— Skin . 

C  Chloroform  (trichlorome- 

thane) . . . 

l-Chloro-l-nitropropane _ 

Cbloropkarln _ _ 

Chloroprene  (2-chloro-l^ 

butaaiene) . . 

Chromic  acid  and  chromates 

(as  CrOi) _ _ _ 

Cobalt . . 

Crac  (R)  herbicide  (sodium) 
2-p,4-dichloropbenoxy] 
ethanol  hydrogen  sulfate).. 

Cresol  (all  iMmera)— Skin _ 

Cyanide  (as  CN)-^kln _ 

Cyclohexane . 

Cyokthexanol _ _ 

Cycl(^xanone _ _ 

Cyclobexene . . 

2,4-D  (2,4-dichloropbenoxy- 

acetic  acid) . . 

DDT  (2,2-bls  (p-chlor^he- 
ny  IH  ,1 ,1-tr  icbloroethane) — 

Skin . . 

Decaborane— Skin . 

Diaoetone  alcohol  (4-hy- 
droxy-4-metbyl-2-penta- 

none) . . 

Diborane _ _ _ 

1,2-Dlbromoethane  (Ethyl¬ 
ene  dlbromide) . . 

o-Dlchlorobensene _ 

p-Dlchlorobensene _ 

DlchlorodlfluoromeUiaBe. _ 

1 .1- Dlohloroethsne . . 

l.a-Diohloroethane  (ethylene 

diohloride) . . 

1 .2-  1  Xchloroethylene _ 

C  Dlcliloroethyl  ether . 

1  )lch  loroiuonofluoromethMM. 

C  l,I-Diohloro-l-nltroethane _ 

1  lichlorotetrafluoroethane _ 

DieUlrin  (l.a,S.4.10,10-hexa- 
chloro-6,  7-epoxy-l,  4,  4a,  *, 
6, 7,8,Ha-octah^^o-l,4,S.8,• 
dlnlethanouapnthale(M4 — 

Skin . 

Dietliylamlne . . 

I  >ifluorodibruiuometliane _ 

tC  DlKlycldyl  ether  (DOE) . 

Dilsolmtvl  ketone . . 

l>iuiethyl  acetamide— Skin. . 
Dlmethylanillne  (N-dlmetk- 

ylanlllne)— Skin . . 

1  >linethylformaiulde _ 

1,1-lMmethylhydraxlne— Skin 

I'imethylsulfate— Skin . 

Diultroltensene — Skin _ 

I  Muitro  toluene— Skin _ 

I  >inltro-o-creaol — Skin . 

I  >ioxane  (dlethylene  dioxide) . 
l)i|trupyleue  gVcol  methyl 
ether . . 


1,000  2,aoo 


200 

60 

200 

100 

100 

8 

iO 

10 

10 


8,000 

20 

100 

10 


1 

0.1 

0.1 

1 


78 

200 


50 

ao 

0.1 


28 


400 

60 

80 

400 


25 

60 

76 

1,000 

100 

50 

200 

16 

1,000 

10 

1,000 


25 

100 

0.6 

60 

10 

5 

20 

0.5 

1 


100 

100 


500 

240 

060 

300 

800 

16 

270 

36 

60 

0.1 

1 

0,000 

60 

110 

65 


0.6 

0.5 

0.5 

3 

0.3 

0.4 

3 

360 

1,060 


0.6 

240 

100 

0.7 

00 

0.1 

0.6 


16 

22 

6 

1,400 

200 

200 

1,360 

10 


a05 


60 

ai 


1 

0.3 


240 

ai 

100 

300 

460 

4,050 

400 

200 

700 

00 

4,200 

60 

7,000 


0.26 
76 
860 
2.8 
300 
35 

25 
60 
1 
6 
1 

'  1.8 
0.2 
360 

600 
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*  1  ‘arts  of  va)Kir  or  gas  per  million  parts  of  air  by  volume 
at  .'6*  C  and  760  mm.  llg  pressure. 

**Apikroxlmate  milUcrams  ot  particulate  per  cubic 
meter  ol  air. 

Numbers,  See  Appendix  A. 


kBCOMMBMMID  TALOM  (IN  AliPHABBTICAL 

OBDNB) — continiied 


Subdanu 

EPN  (O-ethyl  O-p-nitro- 
pbenyi  thionobeimc^l^os- 

pbonate)— Skin - 

Ethyl  acetate _ 

Ethyl  aaylate— SUn _ 

Ethyl  alcohol  (ethanol) _ 

Ethylamine _ 

O  Ethylbenzene _ 

Ethyl  bromide . . . . 

Ethyl  chloride _ 

Ethyl  ether... . . . . 

Ethyl  formate _ 

fC  Ethyl  mercaptan . . 

Ethyl  silicate . . . 

Ethylenechlcmdiydrtai— Skin.  ^ 

Etbylenedlamlne _ 

Etlwlene  glycol  dini^te 
(^Combined  EQDN-f-NO)— 

Skin . . . 

Ethylene  Imine— SMn . 

Ethylene  oxide _ _ 

2-Etboxyethanol  (Cellosolve). 
2-Ethoxyethylaoetate  (Cello¬ 
solve  Acetate) . 

Ferbam  Ifnrricdime&yl  diUito- 

carbamate) _ 

Ferrovanadium  dust... . . 

Fluoride  (asF) _ 

Fluorine... . 

Fluorotrichloraoiethane _ 

C  Formaldehyde _ 

Furfural . . . . 

Furfuryl  alcohol . . 

Gasoline _ 

Olycidol  (2,3-Epoxy-l-propa- 

nol) . 

Heptane  (n-heptane) . 

Hexane  (n-bexane) _ 

Hexanone  (methyl  butyl  k^ 

tone) . 

t  sec-Hexyl  acetate _ 

Hexone  (methyl  isobutyl  ke¬ 
tone) . . . 

O  Hydrazine — SUn _ 

Hydrogen  hrMfide _ 

C  Hydrogen  chloride . . 

Hydrogen  cyanide— Skdn . 

Hydro^n  fluoride . . 

Hydrogen  peroxide,  90% _ 

Hydrogen  selenlde... . 

C  Hydrogen  sulfide _ _ 

Hydroquinone . . 

C  Iodine . 

Iron  oxide  fume . . 

Isophorono _ _ 

Isopropylamine . 

Isopropyl  gl3rcidyl  ether  HOE). 

Ketene _ 

Lead _ 

Lead  arsenate . 

Undane  (hexachlorocyclohex- 

ane,  gamma  isomer) _ 

Lithium  hydride _ 

Magnesium  oxide  fume _ 

Malathion  (o,o-dimethyl  di- 
thiophospbate  of  diethyl 
mercaptosuccinate) — Skin.. 

C  Manganese . . . 

Mercury — Skin . . 

Mercury  (organic  compounds) — 

Skin... _ _ 

Me-sityl  oxide . . 

Methoxychlor  (2,2-di-p-meth- 
oxyphenyM,l,l-trichioro- 

etnane) . 

Methyl  acetate _ 

Methyl  acetylene _ 

Methyl  acrylate — Skin _ 

Methylal  (dimethoxymeth- 

ane) . . . 

Methyl  alcohol  (methanol) _ 

O  Methyl  brornkte—Skin _ 

Methyl  ceUosolve  (2-methoxy- 

ethanol)— Skin _ 

Methyl  cellosolve  acetate 
(ethylene  glycol  mono- 

methyl  ether  acetate) _ 

C  Methyl  chloride... . 

t  Methyl  chloroform  (1,1,1-tri- 

chkiroe  thane) _ 

Methylcyclohexane _ 

Methyl<;yclohexanol _ 

Methylcycdohexanone _ 

Methyl  formate _ 

Methyl  isobutyl  carfoinol 

(methyl  amyl  alcohol) _ 

fC  Methyl  men^tan _ 

a  Methyl  styrene _ 

Methylene  diloride  (dibhloro- 

metnane) _ _ 

Monomethyl  anilhie — Skin... 
Molybdenum 

(soluble  compounds) _ 

(insoluble  compounds) _ 

Naphtha  (coal  tar) _ 

Naphtha  (petroleum) _ 

fi-Naphthylamine - 

Nickel  carbonyl . . . 

Nicotine — Skin _ 

Nitric  acid . . 

p-NltioaniUne — Skin . . 


ppm*  MgIM*** 


400 

26 

1,000 

26 

200 

200 

1,000 

400 

100 

20 

100 

6 

10 


0.2 

6 

60 

200 

100 


0.1 

1,000 

6 

6 

60 

500 

60 

600 

500 

K)0 

60 

100 

1 

3 

5 

10 

3 

1 

0.05 

20 

0.1 

26 

5 

60 

0.5 


26 


200 

1,000 

10 

LOOO 

200 

20 

25 


25 
100 

350 

600 

100 

100 

100 

26 
20 

100 

500 

2 


200 

600 


0.8 

1,400 

100 

1,000 

46 

870 

800 

2,000 

1,300 

300 

62 

850 

16 

30 


1.2 

9 
00 

740 

640 

15 

1 

2.5 

0.2 

5,600 

6 

20 

200 

2,000 

160 

2,000 

1,800 

410 

206 

410 

1.3 

10 
7 

11 

2 

L4 

0.2 

30 

2 

1 

15 
140 

12 

240 

ao 
0.2 
a  16 

0.5 

0.025 

16 


0.001 


15 

5 

ai 


0.01 

100 


15 

610 

1,660 

35 

3,100 

260 

80 

80 


120 

210 

1,000 
2;  000 
470 
460 
250 

100 

40 

480 

L760 

9 

5 
15 

800 

2,000 

A* 

0.007 

as 

26 

6 


MCOMUBNDBD  TALDU  (IN  ALPHABBTICAL 
OBDBR) — cmntlnued  . 


Substance 

Ni^beneene — Skin _ 

Nitroetbane _ 

O  Nitrogen  dioxide _ _ 

O  Nitroglycerin  (combined 

EODN-I-NO)— Skin.. . 

Nitrome  thane _ _ _ 

1-Nitroivopeaie _ 


N-Nltrosodimetbylamine  (Di- 
methylnitrosamlne) — 81^. 

Nitrotoluene — Skin _ 

Octane . . . . 

Osmium  tetroxide _ 

Ozone _ _ _ .... 

Parathion  (O,  O,  dietbyl-O-p- 
nitroptaenyi  tbiophospbate) 

— Skin _ 

Pentaborane _ 

Pentachloronaphtbalene — 

Skin . . 

Pentachlorophenoi— _ 

Pentanone  (methyl  propyl 

ketone) . 

Pentane . . . 

Perchloroethylene  (tetrachlo- 

roethylene) . 

Percbloromethyl  mercaptan.. 

Perchloryl  fluoride _ 

Phenol— Bkln . . 

Phenyl  glycidyl  ether  (POE). 

Pbenylbydrazine — Skin _ 

Phosdrin  (2-carbometboxy-l- 
methyl  vinyl  dimethyl 


ppm* 

1 

100 

6 


MgjMi** 

6 

310 

9 


Phosgene  (carbonyl  chkMide). 

t  Phosphine . 

Phosphoric  acid _ _ 

Phosphorus  (yellow) _ 

Phosphorus  pentachloride _ 

Phosphorus  pentasulflde . 

Phosphorus  trichloride _ 

Picric  add — Skin . . 

Platinum  (Soluble  Salts) . 

Propyl  acetate . . 

Propyl  alcohol  (isopropyl  sl- 

conol).. . 

Propyl  ether  (isopropyl 

ether). . 

n-Propyl  nitrate . . 

Propylene  dichloride  (1,2- 

dichloropropane) _ 

'  Propylene  imine — Skin . . 

Propylene  oxide . . 

Pyrethrum . . . 

Pyridine _ _ 

Quinone _ _ 

Rotencme  (ocHnmerc^) _ 

Selenium  enmpounds  (as  Se). 
Sodium  fluoroacetate  (1080)— 

Skin. . . 

Sodium  hydroxide _ 

Stibine . . 

Stoddard  solvent _ 

Strychnine . . 

Styrone  monomer  (phenyl- 

ethylene) _ _ _ 

Solfor  dioxide _ 

Sulfur  hexafluoride _ _ 

Sulfuric  add . . ... 

Sulfur  mcmocbloride _ 

Sulfur  pentafluoride _ 

Sulfuryl  fluoride _ 

2,4,5T  (2,4,5-Trk;hlor^benox- 

yacedc  add) _ 

TEDP  (tetraethyl  dithkmo- 

pyropbosphate)— SUn _ 

Tenon  (R)  decompodtioD 

products . . . 

TEPP  (tetraethyl  pyrofflios- 

phate) — Skin _ 

Tellurium _ _ _ 

l,L2,2-Tetra(flilcroethane — 

sSi _ 

Tetrahydrofuran _ 

Tehran  itromethane _ _ 

Tetryl  (2,4,6-trinitrojpbenyl- 
metbylnitramme) — Sktai.  .. 
Thallium  (soluble  com- 

pocmds)-^kin _ _ 

Tbiram  (tetramethyl  thfairam 

disnlficle) _ 

Titanium  dkaide _ _ 

C  Toluoie  (tduot) _ 

o-Toluidiiie — Skin _ 

C  Tolylene-2,4-diiBocyanate . 

Trichioroethyiene _ 

Triehlcrcnaphthahme — Skin  . 

1,2,3-Trichloropropane . . 

l,l,2-Trichk)ro  l4,2-triflooro- 

ethane. _ _ _ 

Triethylamine _ 

Triflu  crancnofaroiBaiiieaMM 

Trinitrotolaene— Skin _ 

Triortbocresyl  pbo^fliate.... 

Triphenyl  pbo^iliate . . 

Turpentine _ 

Uranium 

(sdubie  compoundd _ 

(insoinbie  compsanu) _ 

Vanadium 

C  (ViOidust) _ 

(V  iO»  ftune) _ 


0.2 

2 

100 

250 

26 

90 

25 

90 

A* 

5 

30 

600 

2,350 

— 

0.002 

0.1 

0.2 

_ 

0.1 

0.006 

0.01 

— 

0.5 

— 

0.5 

200 

700 

000 

2,950 

100 

670 

0.1 

0.8 

3 

13.5 

5 

19 

60 

310 

6 

22 

_ 

0.1 

1 

4 

0.3 

0.4 

— 

1 

— 

0.1 

— 

1 

— 

1 

0.6 

3 

— 

0.1 

— 

0.002 

200 

400 

500 

25 

76 

25 

100 


6 

0.1 


0.1 

600 


100 

5 

LOOO 


1 

0.025 

5 


5 

200 

1 


200 

5 

0.02 

100 

50 


LOGO 

25 

1,000 


100 


840 

980 

2,100 

no 

350 

60 

240 

5 
15 

0.4 

6 

0.1 

0.05 

2 

0.5 

2,000 

0.15 

420 

13 

6,000 

1 

6 

0.25 

20 


0.2 

A‘ 

0.05 

0.1 

35 

590 

8 

1.5 

0.1 

5 

15 

750 

22 

0.14 

520 

5 

300 

7,600 

100 

6,100 

1.5 

0.1 

3 

560 

ao5 

0.25 

0.5 

0.1 
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ppm* 

MglMf*' 

600 

1,300 

100 

480 

_ 

ai 

— 

6 

200 

870 

6 

26 

— 

6 

_ 

5 

BECOMMBNDBB  TALUM  (IN  ALPHABBTICAL 

OHDBA)— continued 
BttbHmtee 

C  Vinyl  chloride  ((diloroethyl- 

enel . . 

Vinyl  toluene . . 

Warfarin  (3  (aacetonylben> 
ry  IH-bydroxycoumarln) ... 

Yttrium . . 

C  Xylene  (xyM) _ 

Xyliden^Bkin _ _ 

ZJjxc  (Hide  funw _ _ _ 

Zirconium  compounds  (as 
Zr) . 

Note:  The  wcrd  “Skin"  following  a  substance  indi¬ 
cates  that  the  subetan(»  can  penetrate  the  skin  to  con¬ 
tribute  to  ttie  exposure  and  threshold  limit  value  should 
be  reduced  accordingly. 

Badioactivity:  For  permissible  concentrations  of 
ndio-isotqpes  in  air,  see  U.S.  Department  of  CommMce* 
National  Bureau  of  Standards,  Handbook  69,  “Maxi- 
■mm  Permissible  Body  Burdens  and  Maximum  Permis- 
lible  Con(xntrstions  of  Radicmuclides  in  Air  and  in 
Water  for  Occopstiooal  Etmosure,"  June  6,  1989.  Also, 
see  U.S.  Department  of  Commerce,  National  Bureau 
•f  Standards,  Handboede  69,  “Permissible  Dose  from 
Ixtemal  Sources  of  Ionizing  Radiation,”  September  24, 
1954,  and  addendum  of  April  15,  1968. 


KINEKAL  DUSTS 


Limit  caknlated 


250 


20 

5 

20 

20 

20 

60 

50 


Substance 

SILICA 
Crystalline 
Quartz,  Threshold 

from  the  formula . . 

Crlstoballte,  Threshold  Limit  calculated.  ,, 

from  the  formula _ J  %S10,  +6 

Amorphous,  including  natund  diatomaceous 

earth _ _ _ _ _ _ _ _ _ ... _ .... 

SILICATES  (less  than  1%  crystalline  silica) 

Asbestos _ _ _ _ _ _ 

Mica . 

Soapstone... . . . . . . 

Talc _ _ 

Portland  Cement . ...-. 

Mlioellaneous  Qess  than  1%  crystalline  silica). 

Conversion  factors 
mppcfX35A~  million  particles  per  cubic  meter 
-particles  per  c.c. 

IMillions  of  particles  per  cubic  foot  of  air,  based  cm 
imager  samples  counted  by  light-field  technics. 

fTbe  percentage  of  crystalline  silica  in  the  formula  is 
tbe  amount  determined  from  atr-bome  samples,  except 
to  those  instances  in  which  other  methods  have  bera 
Aown  to  be  applicable. 

TENTATIVE  VALUES 

Subttance  ppm*  MgIM*** 

Otert.  Butyl  chromate  (as 

CrOj)— Skin . —  0. 1 

t  Calcium  oxide _  —  6 

Camphor . . —  2 

t  Cwper  Fume _  —  0. 1 

Dusts  A  Mists . —  1.0 

DDVP  (O,  0-Dimethyl- 
2,2  •  dlchlorovinyl  phos¬ 
phate) .  —  1 

t  Demeton  (R)  (Systox) _  — 

Endrin  (1,2,3,4,10,10,-hexa- 
ehloro-6, 7-epoxy-l,4,4a,6, 

6,7,8,8a-octa  hydro  1,4- 
endo  -  6,8  -  dimethano- 

naphthalene) — Skin. _ _  —  6. 1 

Epichlorbydrin . .  6  19 

Etbanolamine _ ........  3  0 

t  Graphite -  —  16  mppcf 

t  Hafnium _ _ —  0. 6 

Heptachlor  (1,4,6,6,7,8,8a  - 
heptachloro-^4,7,7a-tet- 
rahydro  -  4,7  -  methano-' 

indene) . . —  0.6 

t  Methylamlne . 26  31 

,1  Methyl  Methacrylate _  100  410 

|C  Methylene  bis  phenyllso- 

cyanate .  0.02  0.2 

t  Mineral  Wool  (Fiberglas).  —  2 

t  Naphthalene .  10  60 

Oil  (mineral)... .  —  6 

t  g-Propiolactone . . .  —  A* 

T  Silver .  _  0.06 

t  Tantalum . .  —  5 

1 1,1,1 ,2,  -  Tetrachloro  -  2,2,  - 

difluoroethane .  1,000  8,840 

1 1-1-2-2  -  Tetrachloro  - 1,2  - 

^difluoroethane .  600  4. 170 

t  Tetraethyl  lead .  —  0.076 

I  Tin 

(inorganic  compounds)..  —  2 

(organic  oompoimds  as 
8n)— Skin.. . . .  —  0. 1 

Additions. 

vapor  or  gasper  million  parts  of  air  by  volume 
C  and  760  mm.  Hg  pressure. 

*et»  ™^^^Er»un8  of  particulate  per  cubl< 

A  numbers.  See  Appendix  A. 

No.  61-— Pt.  n —  4 


Afpbmihx  a 

A*  Benzidine.  Beoauee  of  high  incidence  of 
bladder  tumors  In  man,  any  exposure. 
Including  skin,  is  extremely  hazardous. 
A*  ^-Naphthylamine.  Because  of  the  ex- 

•  tremely  high  incidence  of  bladder 
tumors  in  workers  handling  this  com¬ 
pound,  and  the  inability  to  control  ex¬ 
posures,  ^-naphthylamine  has  been  pro¬ 
hibited  from  manufacture,  use  and 
other  activities  that  involve  hiunan 
'  contact  by  the  State  of  Pennsylvania. 
A*  N-Nitroeodimethylamine.  Because  of  ex¬ 
tremely  high  toxicity  and  presumed 
carcinogenic  potential  of  this  com¬ 
pound,  contact  by  any  route  should  not 
be  permitted. 

K*  Teflon  ®  decomposition  produerts.  At  least 
one  Identifled  component  of  Teflon  de¬ 
composition  products  is  extremely  toxic, 
but  in  the  absence  of  more  (Ximplete 
toxicity  Information  and  suitable  ana¬ 
lytic  methods,  a  deflnite  threshold  limit 
value  is  not  recommended  at  this 
time;  but  air  concentrations  should  be 
minimal. 

A*  ^-Propiolactone.  Because  of  high  acute 
toxicity  and  demonstrated  skin  tumor 
production  in  animals,  contact  by  any 
route  should  be  avoided. 

Appendix  B 

THRESHOLD  LIMIT  VALT7ES  FOB  MXXTUBES 

When  two  ae  more  hazardous  substances 
afe  present,  their  combined  effect,  rather 
than  that  of  either  individually,  should  be 
given  primary  consideration.  In  the  absence 
of  information  to  the  (xintrary,  the  effects  of 
the  different  hazards  should  be  considered  as 
additive.  That  is,  if  the  sum  of  the  follow¬ 
ing  fractions, 

I  ^  rjn 

Tj  '  T,"'”  '  *  ‘  Tn 

exceeds  unity,  then  the  threshold  limit  of 
the  mixture  should  be  considered  as  being 
exceeded.  C  indl(xites  the  observed  atmos¬ 
pheric  concentration,  and  T^  the  correspond¬ 
ing  threshold  limit.  (See  Example  lA.a.) 

Exceptions  to  the  above  rule  may  be  made 
when  there  is  good  reason  to  believe  that  the 
chief  effects  of  the  different  harmful  sub¬ 
stances  are  not  in  fact  additive,  but  inde¬ 
pendent  as  when  purely  l(x»il  effects  on  dif¬ 
ferent  organs  of  the  body  are  produced  by 
the  various  components  of  the  mixture.  In 
such  cases  the  threshold  limit  ordinarily  is 
exceeded  only  when  at  least  one  member  of 
the  series 

itself  has  a  value  exceeding  unity.  (See  Ex¬ 
ample  lA.b.) 

Antagonistic  action  or  potentiation  may 
o<x:ur  with  some  <x>mbinatlons  of  atmos¬ 
pheric  contaminants.  Such  cases  at  present 
must  be  determined  individually.  Potentiat¬ 
ing  or  antagonistic  agents  are  not  necessarily 
harmful  by  themselves.  Potentiating  effects 
of  exposure  to  such  agents  by  routes  other 
than  that  of  inhalation  is  also  possible,  e.g., 
imbibed  alcohol  and  inhaled  narcotic  (trl- 
chlorethylene) .  Potentiation  is  character¬ 
istically  exhibited  at  high  concentrations, 
less  probably  at  low. 

When  a  given  operation  or  pr(x:e8s  charac¬ 
teristically  emits  a  number  of  harmful  dusts, 
fumes,  vapors  or  gases,  it  will  frequent^  be 
only  feasible  to  attempt  to  evaluate  the  haz¬ 
ard  by  measurement  of  a  single  substance. 
In  such  cases,  the  threshold  limit  used  for 
this  substance  should  be  reduced  by  a  suit¬ 
able  factor,  the  magnitude  of  which  will  de¬ 
pend  on  the  number,  toxicity  and  relative 
quantity  of  the  other  contaminants  ordi¬ 
narily  present. 

Examples  of  processes  which  are  typically 
associated  with  two  or  more  harmful  atmos¬ 


pheric  contaminants  are  welding,  automo¬ 
bile  repair,  blasting,  painting,  lacquering, 
certain  foundry  oporations,  dieeel  exhavuts, 
etc.  (Example  2.) 

THRESHOLD  LIMIT  VALUES  FOR 
MIXTURES 

EXAMPLES 

lA.  General  case,  where  air  is  analyzed  for  each  com¬ 
ponent 


-f 


C, 


■f 


c„ 

T. 


1 


a.  ADDITIVE  EFFECTS 

C.  .  C, 

~jr  ”17 

Air  contains  5  ppm  of  cartion  tetrachloride  (TLV, 
10),  20  ppm  of  ethytene  didiloride  (TLV, 50)  and 
10  ppm  of  ethytene  dibromide,  (TLV,  25). 

J0_  J0_  65 

10  +  50  25  50 

Threshold  limit  is  exceeded. 

b.  MDEPENDENT  EFFECTS 

Air  contains  0.15  mf /m*  of  lead  (TLV,  Oi)  and  0.7 
nf /n*  of  sulfuric  acid  (RV,  1). 

0.75; - 0.7 


1.3 


0.20 


1 


Threshold  limit  is  net  eweeded. 


IB.  Special  case  when  source  of  contaminant  is  a 
mixtiue  and  atmospheric  composition  Is  assumed 
similar  to  that  of  original  material,  i.e.  vapor  pres¬ 
sure  of  each  component  is  the  same  at  the  observed 
temperature. 

a.  ADDITIVE  EFFECTS,  approximate  solution. 

1.  A  mixture  of  equal  parts  (1)  trichloroethylene 
(TLV,  100),  and  (2)  methyl  chloroform  (TLV, 
350). 


C,  C<  Cm  Solution  applicable  to 

■nvT  “  *T —  "spot”  solvent  mixture 

luu  03U  I  usage,  where  all  or  nearly 

I .  all,  solvent  evaporates. 

C.=C,— ^Cm 

A-_u  A.  A. 

100  350  “  T„ 

700  700  ““  Tm 

Tm  =  700  X -y  =  155  ppm 

IB.b.  General  Exact  Solution  for  Mixtures  of  N  Com¬ 
ponents  With  Additive  Effects  and  Different  Vapor 
Pressures. 

(1)  -^  +  -5^ +...+ -^-Is 

(2)  C.‘+C.  +  ...  +C.-T;' 

(2.1)  + 

By  the  Law  (d  Partial  Pressw^ 

(3)  C,  — aph 
AndbyRaoulfsLaw, 

(4)  P.-F,p,«. 

Combine  (3)  and  (4)  to  obtain 

(5)  C,  — aF,p,*. 

CofflbMnf  (U  (2.1),  and  ^  wa  obtaM 
+  ...+  A^  WlMlllkliKT, 


— rrj? 

-gr+-^+...+-T^ 


i-n 

m  X 

(12)  T-i-1 
I  — ■ 
X 

i-1 
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RULES  AND  REGULATIONS 


T  aa  Threshold  Ihiiit  vahie  in  ppm. 
C  «  Vapor  concontration  in  ppm. 
p  »  Vapor  pressure  of  component 
in  solution. 

p*  =3  Vapor  pressure  of  pure 
,  component. 

F  «  Mol  fraction  of  component  in 
solution. 

a  »  A  constant  of  proportionality. 
Subscripts  1,2,  . . .  n  relate  the 
above  quantities  to  components 
1,2, .. .  n,  respectively. 

Subscript  i  refers  to  an  arbitrary 
component  from  1  to  n. 

Absence  of  subscript  relates  the 
quantity  to  the  mixture. 

Solution  to  be  applied 
when  there  is  a  reservoir 
of  the  solvent  mixture 
whose  composition  does  not 
change  i^eciably  by 
evaporation. 


Exact  Arithmetic  Solution  of  Specific  Mixture 


Mol.  wt.  Density  T 

P*  ht 

25»C 

Mollmw 

tionia 
half-end 
half  solu* 

tion 

volume 

^oSSmIU  131.4  1.46g/mll00 

73imnHg 

0.527 

hlethylchlo- 

roform(2) 

133.42  1 J3  g/ml  350 

125imn  Hg 

(UTS 

Fa**- (0.527)  (73) -?8.2 
(0.473)  (125)  *59.2 

T  +  S9.2  074)  (3S0)»O7.4)  (350)  «  177 

133.8  +  59.2  193.0 

100  350 


T  ■■  177  ppm  (Note  dHferanoe  in  T1.V.  when  account  h 
taken  of  vapor  pressure  and  mol  fraction 
in  comparison  with  above  example  where 
such  account  is  not  taken). 

2.  A  mixture  of  one  part  of  (1)  parathion  (TLV,  0.11 
and  two  parts  of  (2)  EPN  (TIV,  oi). 


Ct  .  C. 

•or  +  w 

C.-3C, 


-2C. 

T« 


A_ 

0.1 

0.5 


.  ^  3C. 

^  0.5  ""  T« 


3C. 

T. 


T.— 


1.5 


*  0J!1  rng/m* 


1C.  INDEPENDENT  EFFECTS 

L.  From  naphtha  (TLV,  500)  containing  10  mole  per 
cent  benzene  (TLV,  25)  the  narcotic  effects  can 
considered  as  approximately  the  same  as  that  of 
benzene-free  naphtha. 

The  blood  effects  can  be  considered  as  due  to 
the  benzene  alone. 

For  iatermitteat  exposure,  a  TLV  of  500  ppm  a^ 
be  used  as  long  as  the  average  concentration 
does  not  exceed  25  x  ^00  =  250  ppm,  the  TLV 
10 

based  on  the  benzene  content 
2.  Diesel  engine  exhaust  contains  several  krritaBts, 
one  of  is  nitrogen  dioxide.  A  limit  of  2 
ppm  NO,  has  been  found  to  correlata  fairly  wel 
with  the  beginning  of  subjectiva  (irritation)  effects 
from*  such  gases,  although  no  subjectiva  efforts 
are  experienced  from  NO,  akme  at  5  ppm. 


Appendix  C 

BASES  FOR  ASSIGNING  LIMITING 
“C"  VALUES* 


JarmlWod 

rWOiNGRlMI 

-  FaMerof 
_  TJ.V.  for 

ppm*ermg/mS  I,  fa  or  30  ■ 


TJ-V. 


Examples 


0  to  1  3  Boron  trifluorido  (1  ppm) 

at  3  ppm  if  repeatedly  en¬ 
countered  for  periods  of 
5, 10,  or  30  minutes,  may 
lead  to  pneumonitis;  a  “C’- 
listing  recommended. 

1+  to  10  2 


104*tol0a  1,5 

100+  to  mo  1.25  ' 


Ethyl  benzene  (200  ppm)  at 
250  ppm  if  repeatedly  en- 
countered  for  periods  of  5 
or  10  minutes  may  prove  in. 
tolerably  irritating  to  the 
eyes;  a  “C"  listing 
recommended. 


*  Accordint  to  this  limitation,  the  presently  listed  TLVs  will 
or  will  not  be  candidates  for  a  "C"  (ceilint)  listinc.  1963 
TLVs  not  comini  within  this  limitation  will  bew  a  "C" 
bofore  the  substance  name.  Judcoient  Is  based  on  whether 
the  excursions  In  concentration  under  the  time  limits  stated 
may  result  in  a)  intolerable  irritation,  b)  chronic  or  Irreversi¬ 
ble  tissue  chance,  or  c)  narcosis  of  sufficient  degree  to  in¬ 
crease  accident  proneness  or  matorially  reduce  work  effici¬ 
ency. 

[FJt.  Doc.  64-2885:  FUed,  Mar.  26,  1964; 

8:46  a.  zo.] 


